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1. Summary
This " Standard calibration procedure (SCP) " has been prepared by the Korea Association

of Standard and Testing Organizations(KASTO) toward a goal of unitormity in the field of
calibration.

The contents of this SCP describes procedures related to the calibration of the Micrometer
Head and shows methods of expressing the calibration results including the uncertainty In

measurement.
The terms for describing the procedure are used in the meaning defined in terminology

section.
In appendix, an example of the calibration certificate is presented.

2. Scope of Application
This calibration standard shall be applicable for micrometer head and digital micrometer

head.

3. Bibliography
(1) . KS B 5240, KS A 3009 ISO 17025
(2) Standard Calibration Procedure for electrical micrometer(KASTO 98-096-SP)

4. Period of Calibration
Keep calibration period in case of being requested document by a client, if not, it shall

be recorded of “keeping self-established period”.

5. Definition and Name of Terminology
Terminology used in this calibration standards should be in accordance with KS

B5240(Micrometer Head). Other terminology is referred to KS A30089.
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Figure 1 Name and Structure of Micrometer Head

nimble


http://avadocuments2026.com/doc/kia-kes-q-b299-1920
http://avadocuments2026.com/doc/kia-kes-q-b299-1920

KES Q-B299

6. Performance of Calibration and Calibrating Instrument

L Pertormance
Calibration Item Measuring Range Cahbrator(Method)

1) Appearance —
2) Precision of Scale ~_Allrange _Gauge Block
3) l;lI::gess of Measunng | All Flatness Optical Flat

7. Required Specification and Minimally Required Performance
Required equipment for calibration and minimally required performance is as below.

Standard Equipment Q’ Minimally Required Performance
,_ Category. 0 ~ 100 mm,
1) Gauge Block - 1set | Rank: KS B5201(Gauge Block) class 2
2) Optical Flat ~1pes Rank : KS B5241(Optical Flat) class 1

s . Rank : KS B5247(Electric Micrometer)
3) Electric Micrometer 1 unit .
Min. Scale 0,1 m

4) Monochromatic Light " 1unit | identify wavelength

However, other equipments can be replaced according to kind and rank of calibrator.

8. Preparation
(1) Before calibration, read carefully the procedure and prepare equipment.

(2) Before calibration, calibration equipment shall be moved to test chamber to have
sufficient thermal equilibrium.

(3) Make clean of equipment required for calibration.

(4) Before calibration, make spindle smooth by rotating it all range at 1 or 2 times. In case
of electric type, pre-heating (warm-up) for 30min.

9. Calibration Method and Detail Procedure
When calibrating scale of micrometer head, calibration gap of scale shall be as follows.
(1) calibrate up to smaller scale value(d2) again with minimal scale(graduation)gap(d1).
(2) calibrate up to the larger scale value(d3) with gap of d2.
(3) continue calibrating overall range in the same method.
(4) (1) is can be omitted according to equipment and work load.
1) Calibration of Length of Micrometer Head
a) Fix micrometer head on stand vertically and securely.
b) Select gauge block correspondent to scale value of micrometer scale and array it
on surface flat.
c) Adjust micrometer head scale to “0” point after lowering up to max. measuring
range and then lifting it again by turning micrometer head.
d) Adjust electric micrometer measuring scale to the center of measuring plate of
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