KES

Calibration Standard of In, Outside Dial Caliper Gage

KES Q-B301
(EST) 2000-11-28

INDEX

Summary

Scope of Application

Literature books and documents

Period of Calibration

Definition

Performance of calibrating instrument and calibration method

The required instrument list and minimum required performance
Preparation

Calibration method and the detailed calibration procedure
10. Treatment for calibration data

© 0o NO O DA

11. Making out method of the certificate of calibration
12. Appendix


http://www.avadocuments.com/doc/kia-kes-q-b301-1920
http://www.avadocuments.com/doc/kia-kes-q-b301-1920

KES Q-B301

1. Summary

This "Standard calibration procedure (SCP) " has been prepared by the Korea Association
of Standard and Testing Organizations(KASTO) toward a goal of uniformity in the field of
calibration. The contents of this SCP describes procedures related to the calibration of the
In. Outside Dial Caliper Gage and shows methods of expressing the calibration results
including the uncertainty in measurement.

The terms for describing the procedure are used in the meaning defined In terminology
section.

In appendix, an example of the calibration certificate is presented.

2. Scope of Application
This standard will be applied on In, Outside Dial Caliper Gage to calibrate.

3. Literature books and documents
1). KS B 5201, ISO 17025, KS A 3009
2). KRISS-98-096-SP (Express guide for measurement uncertainty)

4. Period of Calibration
To do according to the written request(The request for certificate) from client. In case there IS

no request, then record as “according to internal set up period™.

5. Definition
The terminology and name of caliper are as below figure 1 and other terminology will be

followed KS A 3009 (measurement terminology)
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Outer diameter measurement

Figure 1, Structure and name of in & Quter dial caliper gauge

6. Performance of calibrating instrument and calibration method

Calibration item

Appearance

Accuracy of scale

Performance (measurement range) Calibration instrument
(method)
— m-f— By eyes.
All range Gauge block

7. The required instrument list and minimum required performance

Name

The required instrument list and minimum required performance is as below.

| Quantity | Required minimum performance

(Gauge block

T e S P e

1 set Range : 0.5 ~ 100mm
| Grade : KS B 5201 (Gauge block) 2™ class

But, it will be use to change with above instrument according to kinds and grade of

calibrating instrument.

8. Preparation

1) Carefully

calibration

reading calibration procedure and prepare the required instrument before

2) Cleaning the required instrument and dial caliper gauge with alcohol.

3) To make

heat equilibrium calibrating instrument and the required instrument before
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