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1. Scope of Application

All the manufacture process of our company can be the object of this. However, the

process that can be substituted with the inspection standard shall be excluded.

Purpose
This is to promote the independent assurance activity and assure the quality by

hfting the work accuracy and the efficiency of inspectors and by keeping the
standard. o

3. Guide on Drawing up

3.1 When to draw up ~

Draw up during the preparation stage of mass production in the base of the shop

master sheet, QC flow process chart and inspection standard.

32 Drawer

The supervisor in charge of inspection on the process shall draw up.

3.3 Approval

After the inspection workings standard is drawn up, it will bs examined
about its aptness of application on the preparation stage of mass production, and

then shall be settled as a standard by obtaining the approval. from the sectional

. chief in charge before the mass production starts.

3.4 Method of drawing up

Draw up the inspection workings standard (Form No. 1-~2} as in the
following. . '
(1) Name of line
Write down the name or the symbol of the line according to the work type for
the target product.
(2) Name of process
Write down the name and the number of process indicated in the QC flow
process chart
(3) Model
If new mode and its name are settled, write down the name. if not, the projecl
name. For ENG and ASS'Y, however, wrile down the type according to the

engine displacement.,
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O (dy Name of product
Write down the name of the target product shown in drawings. (,
(5) Part No.

Wnte down the part No. recorded in drawings of the target product. If there is
an altered symbol on design change, however, write down both.
(6} Specification
Write down the specification of the product identifying each model
(7) Sequence and method of inspection
Briefly write down the sequences of inspection work including prerequisites
before inspecting on a specific characteristic, and method of inspection, guide on
operating measuring facility, and cautions for safety during the inspection work.
(8) Inspected characteristic
Write down the characteristic of product quality to be inspected.
(9) Standard
Write down the standard of the corresponding characteristic to be inspecied in
the measured value if possible and specifically write down the judgment standard
@ if performing inspection by senses. ' (_,
(10) Quality rank
Write down the rating which has the priority @among the ratings of quality rank
indicated according to the quality characteristic of the target product. However,
for the part to which both A and AR rank are applied, write down both.
(11) Measuring instrument _
Write down the name of a typical instument or facility which can -judge_ by
measuring the standard for each characteristic to be inspected. Especially for
inspection by senses, write down the name of sample which works as a
standard.
{12) Inspection time
Wnte down the average inspection time taken to complete one cycle of the
corresponding inspection work. For forms for complete vehicle, vehicle body, and

assembly line, however, write down the inspection time for each process unit.
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