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1. Scope of Application
This standard shall be applied to the parts under initial control and at the stage of

stable mass production,

2. Purpose
This is to standardize the method of drawing up and submitting the result sheet for
inspection characteristics of each inspection stage when inspecting completed products
supplied to our company from the external-order collaborator, thus makiné it easy to

manage the result sheet efficiently.
3. Application Type

3.1 Parts under initial control
3.1.1 Newly controlled parts
(1} Prototype parts
(2) Pilot parts
@ (3) Parts at the initial stage of mass production
( (4) KD or initially shipped parts

3.1.2 Parts under change contrdl _
These are products with changes of up to 2 lots supplied.
However, if the sum of two shipped lots is less than 100, this means 100 pieces.
(1) Parts with design change B |
(2) Parts with process change
(3} Parts with production method change(deliberate change)

(a) Which have no legally issued ndtification of design change by the design
change department of our company, though there’s a change in design
specification.

(b) Which have changes in manufacturing method and condition, manufacture
facility, worker and materials.

32 Parts at the stage of stable mass production: This means the parts other than

e those under initial control.
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4. Classification of Result Sheect )
O The result sheets are drawn up and classified according to the type of manufacturingf& .
in the supplementary table.

5. Classification of Drawing Unit and Recording Inspection Result
9.1 Parts of early stage

Characteristics marked by ® on design| All the items specified on| n=2 or more
drawings |drawings
- Characteristics not shown on in )
@ Prototype part design drawings 5-—30% of characteristics |-
g o g . which are not marked - - | n=2 or more
- Characteristics specified by our by ®
company Y
5--30% of all
* Characteristics shown on an approved) charactenistics on the
@ Pilot part document of inspection standard document ol inspection 50
., ] . nN=S Or more
* Characteristics which caused standard and inferior °
problems at prototype stage characterisuces of
- prototvpe products
PeR 5~20% of all
- ... .| - Characteristics shown on an a ved| characteristics on the
@ Pants at initial ) . PpTo . .
document of inspection standard document of inspection _
stage of mass . . . : ... n=3 or more
roduction » Characteristics which caused standard and inferior
P problems at PP characteristics of PP -
@ products e
100%5 of all
- Characterisdcs shown on an  approved| characteristics on the . -
@ Parts at initial | document of inspection standard docutnent of inspection 25 0 .
. - . =5 or ma
shipment of KD | - Other characteristics specified standard and
by our company . characteristics specified
by our company
® Parts with .. . . .
hanges | - Characteristics whose qualities are . All characteristies
chan u . . . - .. ] —
desi gn N :1 influenced by changes in design and whose qualities are n=3 or more
I
g process nfluenced
Drocess
® Parts with * Characteristics whose qualities are
production influenced by changes in t n=5 or more
methed change | production method
@ Parts by
mass production .. . All characteristics
) . * Characteristics which are . _
(till the inital i which are related =5 or maore
. related to registered problems
control 1s to problems
released)
- Characteristics which are
determined by the accuracy of molds
Apply to O-® ) -y ) Y n=5 or more
. « Characteristics which need compress
<exception> . i for each mold
“ inspections
o Molded parts .. . n=1 or morc
VA P - Characteristics which need
) compress o . . n=2 or more
. destruction inspections _
destruction . . . n=5 or more
- Charactenistics which are determined
bv the accuracy of measuring tools
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