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KES R-B702A

1. Scope of Application
This standard determines the import inspection for pig iron that is used for manufacturing the

parts for the cars produced in our company.

2. Inspection items and Inspection Method

The inspection method is as table 1.

Table 1
Inspection items Inspection method Remarks
Shape Coefficient adjustment type 1 time Special inspection S-2, AQL: 2.5
sampling inspection
Chemical Contents ﬁ Checking inspection

3. Inspection Lot
You shall organize the inspection lots distinctively to the factories of lots, but if it is hard to

distinct factones, consider the all products of one time delivery as the inspection lot 1.

4. Method of Sample Picking

(1) Sample Picking of Shape Inspecticn
You shall randomly sample from the lots according to KS A 3109 (Coefficient adjustment
type sampling inspection)

(2) Sample Picking of Chemical Content Inspection
Sample 5 items according to KS A 3151 ( Random sampling method ) and make a hole by
driliing on the center of each common testing medicine and pick up 10g of its powder and

mix them and pick up 50g of the sample.

5. Test and Inspection

5.1 External Appearance Inspection
As any lumps of pig iron are generally same shapes, the standard of 1 item’s weight shall
be 10 ~ 12 kg, and it shall be convenient if you make grooves to make it easy to cut into 4

pleces.
5.2 Chemical Contents Inspection
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