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KES R-B703A

1. Scope of Application
This standard determines the import inspection for electrolytic cathode copper that is

extracted by electrolysis.

2. Inspection items and Inspection Method

The inspection items and inspection method are as table 1.

Table 1
Inspection items Inspection method Remarks
Shape Coefficient adjustment type 1 time Special inspection S-2, AQL : 1.0
sampling inspection
Chemical Contents ! Checking inspection

3. Inspection Lot
Consider the all products of one time delivery, iess than 5 ton, as the inspection lot 1.

If the amount of one time delivery exceeds 5 ton, classify the inspection lot for every 5 ton.

4. Method of Sample Picking

(1) Sample Picking of Shape Inspection
You shall pick the samples up according to KS A 3109 (Coefficient adjustment type
sampling inspection)

(2) Sample Picking of Chemical Content Inspection
Sample 3 items according to KS A 3151 ( Random sampling method ) and make a hole by
drilling on the center of each sample and pick up 20g of its powder and mix them and pick

up 60g of the sample.

5. Test and Inspection
5.1 External Appearance Inspection

You shall inspect by eyes, and the surface shall not have rust, and harmful defect.
5.2 Chemical Contents Inspection

(1) Inspection Method
Inspection method is as table 2 foilowing.
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