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KES R-E003A

1. Scope of Application

This standard determines the import inspection for press parts for cars.

2. Inspection items and Inspection Method
The inspection items and inspection method shall be as table 1 indicates.

Table 1
Inspection tems Inspection method Inspection condition Remarks
External appearance 3 % per lot N = More than 5
inspection
Sijze inspection KS A 3109 general level I AQL =25
generally one time
One time for every 3 months for Specimen:
Material inspection | reguiar delivery. N=2 Specimen for Rolling direction ;: 1EA
| One time per lot for development Specimen for horizonta! direction : 1 EA

or special material ' delivery.

Remark (') Exceptions of special material are SPC, SPN, and SS41P.

J. Inspection Lot
All products of one time delivery shall be a Lot. For development delivery or special material
delivery, however, if the products manufactured in the same period are passed for twice or

more as separated delivery, you can ignore the material inspection.

4. Sample Picking Method
Follow KS A 3151(Random samplinﬁ method).

5. Inspection Standard
0.1 Inspection Standard for External Appearance
(1) Level of External Appearance
Application Method shall be as table 2 indicates.
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Table 2
Level Scope of application
Level A Appearance, important parts for their functions
LLeveI B Appearance, not so much important parts for their functions

(2) Decision Standard of defect items for external appearance.

Decision Standard shall be as table 3 indicates.

Table 3

Decision standard AQL

Defect tems Actual drawing } 1 Remarks
Level A Level B Level A Level B

Stretch Crack(1) No crack No crack 0.40 0.65

Crack | Dr. Crack ° ; 040 | 065

Flange face,
- Burring face,
-—U as functionally

| not important
Flange Crack : part its length 0.40 1.5
should be
shorter than 2
mm.
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Defect tems

Bending Crack

Actual drawing

~0-

Decision standard

KES R-EO003A

AQL

Level A

None

Level B

None

Level A

0.40

Level B

065

Remarks

Twisting(2)

Less than 0.5 of
the twisting
amount

Lessthan 1.0
of the twisting
amount

1.0

2.5

Slip Mark(3)

Scratch(4)

None

Less than 5EA

of length below |

Imm per cm?

2.5

4.0

(% |
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Per 1 cm?

(D Less than
1EA of Less
than SO
width, length
below 6mm,
less than 3EA
of length below
4 mm

2 Less than
1EA of less
than 100p
width length
below 4mm,
less than 4EA
of length below
2 mm

2.5

4.0
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