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Purpose
The purpose of this standard lies in specifying the guide on practicing the

management of printing type and in trying to carrying out proper maintenance, while
performing according to the standard of managing printing type.

Scope of Application
This standard shall be applied to the department which is related to the works on
motor-form printing type.

Definition of Terminoclogy

Printing type means the motor—form printing type which is made by molding in relief
in accordance with - laws(Announcement of Transportation Department, Practicing
regulations at issue, Code of road vehicle).

Drawing up Inspection Standard
The sectional chief in charge of drawing up the inspection standard should draw up

one according to the regular drawing and the standard for printing type of the clause
10, when the regular drawing is distributed. '

5. Responsibility and Allotment of Work
5.1 Responsibility

Except for the instruction on printing type of the clause 52(1), the departmental
chief in charge of the corresponding inspection shall be responsible for general
management of printing type.

52 Allotment of work

Works shall be allotted as in the following.
(1) Formulation and preservation of the standard matrix of printing type
Section in charge of inspecting matrix
(2) Fabrication of the matrix of printing type Section in charge of fabricating matrix
(3) Inspection of matrix of printing type Section in charge of inspecting matrix
(4) Preservation of matrix of printing type  Section in charge of molding
(5) Disposing of unneeded matrix of pninting type

Section in charge of molding

(6) Instruction of text Office in charge of production control
(7) Molding Section in charge of molding
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(8) Inspection of printing type Section in charge of inspecting casting e
(9) Preliminary inspection of printing type Section in charge of mspecting engine S

6. Prepanng Printing Type

6.1 Determination and preservation of the standard matrix of printing type
The sectional chief in charge of inspecting matrix should determine the standard
matrix of printing type according to the drawings of production engineering which
is based on the production drawing, and then preserve and manage it with
cylindrical form in the storage box of exclusive use so as not to lose it.

6.2 Fabrication of matrix of printing type
The sectional chief -in charge of fabﬁcating matrix shall make the matrix of printing
type.
The sectional chief in charge of fabricating matrix should examine it when it's
done, and then record the result on the record sheet from in Table 1. for fabrication

of motor-form matrix of printing type, then preserve it 3 years from the suspension
of production of that motor.

6.3 Inspection of matrix of printing type

e When requested to inspect the matrix of pn‘.ntiﬁg type by the sectional chief in
charge of fabricating matrix, the sectional chief in charge of inspecting matrix
should perform the inspection according to the standard matrix and the standard of
inspecting matrix of the clause 9, and then notify the result to the chief in charge
of fabricating matrix.
The sectional chief in charge of inspecting matrix shall record the "inspection result
on the inspection result sheet of motor-form matrix(form in Table 2) and then

preserve it for 3 years from the suspension of production of that motor.

7. Managing Matrix of Printing Type
7.1 Preservation of matrix of printing type
The sectional chief in charge of molding shall take the certified matrix of printing
type from the chief in charge of fabricating matrix, and record its quantity on the
management ledger for motor-form matrix of printing type(form in Table 3).
preserving and managing it so as not to be lost.
7.2 Replacement of matrix of printing type

(1) When the sectional chicf in charge of inspecting molding comes to the conclusion
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