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1. Scope of Application _
o This standard shall be applied to all vehicle types except ones for export.

2. Purpose
This standard aims at inspecting vehicles manufactured according to the regulations

for noise and vibraton.

3. Definition of Terminology

(1) Noise at acceleration
Maximum noise level measured from the specified section of noise measurement
while the vehicle'i1s accelerated with the specified method.

(2} Noise at exhaustion
Maximum noise level emitted when the vehicle is pulled over with gear in neutral
position and driven without load at the specified rotation speed of engine (idle
state).

(3} Hom noise

9 Maximum noise level emitted from the vehicle when its horn is blown with the

engine stopped.

4. Inspection Items \
(1) Noise at acceleration
(2) Noise at exhaustion

(3) Horn noise
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9. Method of Inspection

® ]

5.1 Noise at acceleration )
To measure noise at acceleration, accelerate a vehicle according to the driving
method of the clause 5.1.2, and then measure the maximum noise level emitted

from the vehicle while it is within the section of noise measurement shown in

Figure 1.
2.1.1 Position of microphone
Install a microphone where is 0.05m horizontally far from the vertical line
passing M1(M2 in some cases) shown in Figure 1 and 1.2+0.05m above the

ground. Its orientation should be perpendicular to the datum line of Figure 1
and parallel to the ground.

9.1.2 Driving method
(1) Sufficiently warm up the inspecting vehicle from 10 minutes before tﬁe
inspection. Accelerate the vehicle when its front end reaches the point B shown
S fn Figure 1 undl its rear end reaches the point D shown in Figure 1, with full \y
stroke of accelerating pedal in order to open the throttle valve fully. Drive the
vehicle so that its center line coincide with the datum line shown in Figure 1 as
much as possible.
(2) For gears and designated speed when entering the point A shown in Figure 1,
| refer to Table 1 within error of *15km/hr. If the inspecting vehicle overruns(if
the speed when the rear end of the vehicle reaches the point D exceeds the
speed when its engine exerts the maximum power of driving with the
corresponding gear), raise the gear level.
(3) When accelerating the vehicle with automatic transmission, if gears change
irregularly, measure the maximum noise level when changed gear makes the

difference of speed between points A and B maximurm.
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