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1. Scope of Application

. This standard shall be applied to the waterproof inspection of completed vehicle and
selling vehicle(OEM, imported vehicle) preduced by Kia Motors Company (“Company”
below)

2. Purpose

This standard aims at improving the degree of confidence in completed vehicle
waterproof and prevention of market dissatisfaction by practicing water leakage test

on normal state vehicle considering rainfall and car washing.

3. Inspection Test Method
3.1 Ling water leakage test
3.1.1 Condition
(1) Injected water quality : 3,000L/car
(2) Water pressure : 2.0Kgf/ct
- @ (3) Time : 5 minutes _
Note 1. This test is applied to the shower equipment set up inside the Line
and in principle, direct spray method Is used.

2. It is possible to coordinate the inspection condition according to region and
inspection purpose.

3.1.2 Test Standard

(1) In prnciple, it must be sure that in any part of vehicle Inside, there should be
no water leakage.
(2) There should be no water leakage at the outside lamp. But when the (heal

exhaust hole) is located at the outside of lamp, water leakage is allowed if only

it vaporizes after using 2-3 hours of lamp.
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3.2 Long time water leakage test
® 321 Condition L

(1) Injected water quantity : 6-7mn/min.

(2) Water pressure : 1.5 Kgf/cr

(3) Time : 1 hour (60min)

Note 1. The injection is practiced by using fixed-type shower equipment and
usually indirect injection method.
2. The condition may be coordinated according to inspection purpose.
3.22 Test standard

(1) There should be no water leakage in the vehicle inside and trunk where
passenger and baggage is located.

(2) There should be no water leakage causing functional disorder in the vehicle
equipment attached to the vehicle inside and trunk.

(3) There should be no water leakage in the all kinds of lamp. But in case (But when
the heat exhaust quality is located at the outside of lamp, water leakage is

@ allowed if only it vaporizes after using 2-3 hours of lamp).

(4) Although water leakage occurred in the vehicle inside and trunk, it is allowed
if only the water naturaily goes out through a drain pipe within 1 to 2 days
without causing any damage to the passenger and baggage. But there should
be no remaining water due to functional disorder of drain pipe.

3.3 Hose test _
. 3.3.1 Condition
(1) Inside diameter of hose : & 16mm

(2) Water pressure : Water reaches up to 300mm with the hose straightened up
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