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1. Scope of Application
This shall make it a rule to regulate Contamination measuring method of A/T part (Own-
manufactured product, outside product) used at KIA Motors, discriminating standard for

each important part.

2. Purpose
This shall intend to restrict Contamination quantity of single part and Ass'y Unit for
keeping functional quality at oil pressure functional instrument of A/T for car and life

extension of bearing in A/T and Noise reduction.

3. Reorganization of Standard
Reorganization of this clearness management standard shall be executed after obtaining

permission of corresponding foremen who is corresponding to quality of A/T.

4. Revision
In case that revision of this clearness management standard is needed, execute after
obtaining permission of corresponding foremen who is corresponding to quality of A/T and
case that revision of this clearness management standard is needed is as same as
following.
(1) In case that requirement of depariment related to A/T exists, investigate it and revise it.

(2) In case that additional item at development exists especially, revise it.

(3) In case that changing item of Contamination quantity appears, investigate it and revise it.

(4) When it is discriminated that revision for quality characteristics is needed, investigate

it and revise it.

5. Clearness Measuring Method
(1) Basic method
® Make it a rule to measure through extracting Sample of post-process forwarding
good.
But, cleared good (outside good) at assemble Line shall agree separately.
@ Measure number

Through extracting Sample shall measure one, five and more than that transfer it to
weight according to drawing standard
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@ Filter
Filer used at measure shall make it a rule to use 2 kinds of Fiiter.

@ Washing liquid
Use washing liquid used at measure which pass through Filter less than 44 um.
Usage example) Freon, 4 dl< and good described above.

(2) Using method

@ First stage wash
Eliminate impurity by washing outside of A/T Unit with washing liquid spraying ana
Brush. (First stage wash liquid shall not used in Contamination measure.)

@ Second stage wash
Wash inner part of A/T by Nozzle spraying during one uniform time. (T/M Case, C/HSG)
(Second stage wash liquid shall used in Contamination measure.)

® Third stage wash (Ultra sonic wash)
All the inner parts of A/T except for T/M Case, C/HSG shall be taken uitra sonic wash.

(Third stage wash liquid shall be used in Contamination measure.)

@ Wire Brush wash
Al manufactured good and Drum type manufactured good shall eliminate impurity by

taking Brush work on manufactured surface with Wire Brush lightly. (Eliminated impurity

and washing liquid of that good wash shall be used in Contamination measure together.)
® Nozzle spraying wash

Pressure of wash shall be 1.0-1.5 kg/cm2 and limited 1 time and Oil Hole is spraying

for 2-3 seconds and inner part is spraying for 5-10 seconds and Tap inner part

makes it a rule not to spray washing liquia.

® Other
Measure impurity fallen from part by looking with eye and collecting with pincette

I:Welght measure |—- o
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(3) Measure method
® Measure Flow

A/T Unit All the inner parts of A/T except for T/M Case, C/HSG

T/M case, C/HSG
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