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KES S-J008

1. Scope of Application

This standard shall specify the internal rough honing of the cylinder liner, that Is
processed in the engine factory of our company, for diesel engines after press-fitting

the cylinder into the block bore.

2. Process Sequence: 170

+0.025

3. Processing Standard: 2 ~ ¢ 12.7 o hole and the oblique lines

4. Processing Quality

(1) Appearance: Check it whether the edges have been chamfered clearly and there are

bubbles or dents on the liner or not.
(2) Shape and Dimension: The shape and the dimension of processing part are shown In
Figure 1.
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5. Materials and Parts used

(1) Raw Material

Material Classification

Material Name

KES S-J008

Indicating Specification | Quoted Specification |

Raw Material

(2) Accessory Material

Cast Iron Alloy

FCH 5A

k

Accessory Material Name Specification Tank Capacity Remarks
Operating Oil DTE 26 30¢
Lubricating Oil Vactra # 2 2
Ditution
Honing Oil Catmax 200W 4(Undiluted Solution) :
1(Kerosene)
Grease Grease 3

6. Manufacturing Equipment, Tools and Measuring Instruments

(1) Manufacturing EqQuipment

(lilissified Eq':iap: : nt Quantity Specification (Machine Specification)
Maximum Processing Diameter 130mm
| Maximum Spindle Travel 400mm
Range of Spindle Speeds 10~600R.P.M
t Range of Spindie Feeding 0~25m/min
| Distance from the end of the Spindle to the Base 1,080mm
l HO87 | Distance from the Spindle Center to the Column 400mm
(same Cutting Speed b 0.014~0.48mm/min
| Sf:v?fr:f:f’@gg" ] Depth of Cut ¢ 0.0014mm (with #1 Scale)
| equipment) i Spindle Motor SF-E 3.7kw, 6p
Hydraulic Pressure Pump  SF-E 5.5kw, 6p
| | | Oil Supplying Pump L 20 R-P
Overall Height of Machine 2,970mm
Area 2,350X1,850mm?
i Weight of Machine 3,000kg
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