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KES S-S151A

1. Scope of Application
This standard shall evaluate to the painting prototype vehicles while developing new KIA
vehicle modeis (including FMO and MMO).
Remark 1. it shall be applied when preparing prototype body on the mass production line
on painting rust prevention and general durability test vehicles.
2. it shall be applied for the preparation of the prototype body in the prototype
department.
3. it shall be applied for the preparation of prototype body manufactures at third

places (Overseas, separate lines).

2. Evaluation tems
2.1 Evaluation of electrodeposition ability

Measure ED throwing power for closing cross section parts, sealing parts, etc.

2.1.1 Evaluation parts
(1) Insides A, B, C, D pillars
(2) Inside side sill
(3) Inside side member
(4) Inside rear end panel
(D) Inside front door
(6) Inside rear door
(7) Inside back door
(8) Inside roof rain rail
(9) Inside wheel house
(10) Inside cross member
(11) Inside roof header
(12) Inside bonnet

(13) Other dosing cross section
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2.1.2 Evaluation method

(1) Decide the electrodeposition by inserting a test sample for the ED throwing power
measurement (10 X1000 0.7 mm) into the evaluation part.

(2) After baking the electrodeposition painting, remove the T.P test sample, and confirm
the coating of each checking part by coating measurer.
2.2 Evaluation of drain hole
Evaluate the condition of drain (Drainage) of liquid after electrodepositing of surface
treatment.

2.2.1 Evaluation part
(1) Front floor part
(2) Side member part
(3) Lower door part
(4) Lower side sill part
(5) Rear floor part
(6) Cross member part
(7) Edge of bonnet part
(8) Pillar part
(9) Other closing part

2.2.2 Evaluation method
(1) Check a draining state of extracting test liquid from the body. of surface treated

electrodeposition tank.
(2) Evaluate the condition of the liquid remaining inside the body with naked eyes.
2.3 Evaluation of sealer operability
Evaluate all factors that decrease quality, operability, and etc. when sealing on the
prototype evaluation line.

2.3.1 Evaluation part
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