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1. Scope of application
This standard shall specify the establishment of the necessary time when the standard
skilled worker carry out the standard work defined at the painting company in the standard
working pace with standard fatigue and time delay.

2. Nomenclature

(1) Net time
The net time is defined by the purely working time necessary for carrying out the
painting work.

(2) Time for preparing work
The time for preparing work is defined by the consumed time in assisting the main work
except the main working time. And, it is composed of the net time for preparing and the
space time for preparing.

(3) Space time

(4) Standard time except the net time defined separately
(Ex) Moving time, space by fatigue, periodic breathing time during work

(5) Standard time except the changing net time by the painting line condition

(Ex) Space time in working, preparing person, organization loss, normal standard
shifting time

3. Establishment and revision of standard time
3.1 The establishment and revision of standard time follows the regulation of standard
time(KMS N 010401).
3.2 The reduced standard time is calculated through the reduced rate between the

standard time and the actual time. And, in case of the standard time of new type car, for
the close connection with the current type car and maintaining the improved production
by the improving activity,

(1) Reflect the reduced results in the standard time of next period.

(2) Revision of the standard time as to the improvement of working method

(3) Revision of the standard time corresponding to the reduced results is necessary.

3.3 Principally, the revision cycle of the standard time is 6 months. But if problems happen,

revise it at this time.

3.4 The standard time is not absolute, can be revised by the revision activity at the
production field, the facility improvement.
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4. Composition of standard time
4.1 The composition of standard time is as follows.

Net time Move Rest for (Space time Prepanng gg::'- :;"nz::ﬁlpt
(Appended time) fatlgue 10 minutes | in working) betwoen sh"::

Net Net rate part Chainging part

4.2 Standard time except the net time
(1) To transform the net time into the standard time, the calculation method in the lower is

used.
Standard time = Net time x ( 1 + Space by fatigue) x (1 + Rest for 10 minutes) x

(1+ Moving coefficient) x ( 1 + Changing part)

Space by fatigue 9%(Sub)

| Rest for 10 minutes 4(In case of the rest for 10 minutes)

By line tact Example

Fixed part | pMoving coefficient
o (4%) In the first time, carry out as to the value in (), but
Space time in decrease the most part not followed by the appended Relefe
working Man standard(3%).
Changing L The target is 5%, but there is the difference of 5~15%
part Organization loss according to the mixed production and the decreased degree
of line.

(2.28~2.64 % among shlft) person on duty health dlagn03|s
Normal standard real investigation, working place connection of 10% of TI. line
| shif stoppage such as massage (1.00~8% of standard), void
hanger, organization loss, shortage

4.3 Definition of standard time
- Standardized work
- Normal skilled worker
- Under the normal working condition
- In the normal working pace(Without mental, physical stree), the time necessary for
carrying out work with normal fatigue and time delay.
4.4 Object in establishing the standard time
- Division index in the calculation of cost
- Establishment of working condition planning(By the worker's decision)
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