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o l. Scope of Application

KES S-560413

This standard specifies the test method of degreaser used in the surface treating line

of painting factory in this company.

2. Testing Items

The following table 1 shows the test items.

Table 1

Items Test method
Degrease ablility See item 5.
Solubility See item 6.
Foaming quality See item 7.
Aging level (A) See item 8.
Aging level (B) See item 9.
Stability See item 10.

3. General Condition of Test

3.1 Condition of test p]ac

Unless there is special instruction, the test place shall be indoor where there is no

straight light ray and gas, steam and dust, little ventilation.

3.2 Adjustment of test piece material

Material quality
of test piece

Quality of material

Surface

Steel plate

|
|
|
|

! type { scp ) cold rolled steel | It
plate specified by this company

shall he washed by
solvent ( oll benzen ).
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KES S-5604B

o~ 3.3 Rust preventive oil on the surface of test piece
If there is no special specification, coat with press cleaning oil and the first rus|

preventive oil recommended inside and outside the company.

4. Reporting Test Result

See "Indication” item of each test item.

5. Degreasing Quality
9.1 Purpose
Examine if rust preventive oil on the surface of test piece can be removed by the
degreaser.
5.2 Testing instrument
(1) Beaker ( 3¢ )
(2) Water base
@ (3) Thermometer
{4) Stirrer
(5} Rotator
(6) Appropriate instrument
5.3 The method of making test piece
Submerge the specified test piece in the cleaning and 2-3 types of selected the first
rust preventive oil which is being used inside and outside the company for 10
seconds. and attach oil film to it and let at indoor { At room temperature ) for 5
days. ‘
9.4 Test method
Fill water ( Industrial water ) in the specified case until the test piece 1s completely
submerged, adjust to be specified density, and blend it until it is completely melted.
And submerge the test piece in the sample liquid adjusted for the specified
lemperature, blending it regularly. And then clean it with water. After cleaning. lct

tf) the test piece for 20 scconds. and see the covered rate of water.
M .

Documents

-9 - Document Sharing Hub

Full document details: KIA KES S-S604B 0



http://www.avadocuments.com/doc/kia-kes-s-s604b-0
http://www.avadocuments.com/doc/kia-kes-s-s604b-0

