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1. Scopec of Applicalion

KES 5-560513

This standard specifies the test method of phosphate used in the surface

treating line of painting factory in this company.

2. Testing Items

The following table 1 shows the test items.

Table 1
" Items Test method
Phosphating level See item 5.
Generating level of sludge See item 6.
@ Aging level of treating liquid See item 7.
€' Generating level of contamination See item 8.
Mixing level with alkah Sege item S.
Storage stability See item 10.

Stability of treating liquid

See item 11.

3. General Condition of Test

3.1 Condition of test place

Unless there is special instruction, the test place shall be indoor where there is no

straight light ray and gas, steam and dust, little ventilation.

3.2 Adjustment of test piece material
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C‘ Table 2

KES S-560513

Marterial quality

of test piece Quality of material

Surface

1 type ( scp } Cold rolled steel plate
specified by this company.

Steel plate Zn steel plate ( plating surface ) of
SCPEN, SCPM being used in the
body

It shall be washed by so
Ivent ( oli benzen-).

3.3 Rust preventive oil on the surface of test piece

If there is no special specification, coat with press cleaning oil and the first rust

preventive oil recommended by inside and outside the company.

4. Reporting Test Result

@ See “Indication” item of each test itemn.

5. Phosphate level

5.1 Purpose

Examine if the appearance of phosphating is superior or inferior.

0.2 Testing instrument

(1} Beaker ( 3¢ )

(2} Water base

(3} Thermometer

(4} Stirrer

(3) Rotator

(6) Appropriate instrument
(7)Y Spacer

(8 Paper tape

Full document details: KIA KES S-S605B 0 e e

Documents

Document Sharing Hub



http://www.avadocuments.com/doc/kia-kes-s-s605b-0
http://www.avadocuments.com/doc/kia-kes-s-s605b-0

