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KES S-W121A

1. Scope of application

This standard shall be applied to item corresponding to plastic development on estimating

clay model for new vehicle development.

2. Definition of terminology

2-1 Clay model
This means to manufacture one same as real product using soft material of paraffin to
make and adjust vehicle shape demanded by designer based on lay-out drawing and to
have parting and constant strength on developing a new vehicle.

2-2 Lay-out drawing
This is the work to make detail considering arrangement of tools like basis of styling,
shape dimension, engine and etc, and basic product concept like space required for
human body attitude on getting on a car, baggage space and etc on drawing.

@ ADVANCED LAY-OUT
@ BASE LAY-OUT
(3) DESIGN BAE DRAWING
@ MODEL FEASI DRAWING
® FINAL LAY-OUT and etc.
2-3 Parting line
This means to set the position of attachment at a vehicle of clay model and contact line
between core side and cavity side of a mold.
2-4 Tape drawing
This is the drawing to make for model manufacturing and is described with various
tapes. The tape drawing take roles of design drawing according to item.

3. Estimation item

Estimate product forming, mold processing, appearance beauty of gap/stepped cone at
the plastic technical side. The corresponding item is as follows.
3-1 Outer trim parts

@O FRT BUMPER
@ RR BUMPER

@ ASSEMBLED PARTS related with other bumper
3-2 Interior parts

@ IN.PANEL ASS'Y
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2 Assembled parts related with IN.PANEL

4. Estimation contents

KES S-W121A

4-1 Estimating appearance

Estimate gap of each part, appearance beauty on ASS'Y with contents of estimation of

stepped cone and facility of quality development and refer to IN.PANEL S.E action
standard (KES

), and BUMPER S.E action standard (KES ) for estimation

standard.
| Classification NO | Estimation contents Estimation standard
Gape between IN.PANEL front end and cow!
IN. PANEL and 1 panel i

surrounding parts

3

Gape and stepped cone between IN.PANEL

2 | SIDE and A PILLAR TRIM

Gap between IN.PANEL SIDE and DOOR
3 | TRIM

Gap and stepped cone between IN.PANEL
4 and front lamp of DEF GRIL.L

Gap and stepped cone between IN.PANEL
O | and front lamp of VENT GRILL

Gap and stepped cone between IN.PANEL
6 and front lamp of METER HOOD

Gap between METER SET and front lamp of
7| METER HOOD

Gap and stepped cone between each kind of

. 8 S/W and PANEL

Gap and stepped cone between HEATER

9 | CONTROL and PANEL

Gap and stepped cone between AUDIO and
PANEL

11

Gap and stepped cone between ASTI TRAYI
and PANEL

Gap and stepped cone between SIDE COVER
12| and PANEL
Gap and stepped cone between LWR PANEL
13 | and IN.PANEL
Gap and stepped cone between PANEL and
14 | PANEL
15 | Gap and stepped cone between GLOVE BOX
} — —_— —
Gap and stepped cone between COLUMN
10 | COVER and PANEL
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