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KES T-D209

1. Purpose

This shall be for the purpose of effective test development by specifying the engine

setting standard.

2.Scope of Application

This shall be for a gasoline engine.

3.Unit and Term
(1) Unit shall follow 5-clause of ES-M1-0001.

4. Preparation of Setting
4.1 Secure the engine for the test.
4.2 Check the dynamo and test instruments.
Remark : Horizontal gauge, boost, distributor negative pressure gauge.
@ 4.3 Secure propeller shaft and flange.
4.4 Check assembly of the engine.
(1) Assemble non-assembled parts.

(2) Tie loose parts by regulated torque.

5. Sequence of Setting _

5.1 Parts ( Required in just procedure when accepting ) shall be changed for the test on
the dynamo phase.

5.2 Arrange the designated die to confirm the engine’'s dimension.

2.3 Secure the transmission conforming to the engine.

5.4 Assemble the transmission to the engine.

5.0 Secure the starter conforming to the engine.

2.0 Assemble the starter to the engine.
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9.7 Secure the mounting bracket conforming to the engine.

9.8 Assemble the mounting bracket.

5.9 Attach the propeller shaft on the flange.

5.10 Lift the engine and the mission with a hoist in order to arrange the propeller and
the shaft ( Attached on the dynamo ), and then assemble the shaft to it.

(1) Secure allowance of 2~3cm when assembling the mission and the shaft.
Remark : Friction and damage may occur without allowance of 2~3cn. ’

2.11 Place the engine on the designated die.

9.12 Fix the mounting bracket on the designated die.

9.13 Arrange the engine and the mission horizontally and vertically ( Front, back, left,
night ), and then lock them with bolts on the designated die.
Remark : Use a horizontal gauge.

5.14 Check the transmission oil.

2.15 Secure the exhaust system approprate for the engine.

2.16 Set the exhaust system approprate for the engine. -

9.17 Connect the terﬁperature chamber to the enginé.

(1) Remove the thermostat in case of automatic coolant temperature.
Remark : Remove low-temperature cycles by the durability test standard.

(2) Check oil in the oil cooler, and secure oil appropﬁate for the engine.

(3) Re-check the ol pressure stability after starting. '

(4) When other type's oil is in the oil cooler, drain the cooler completely, and put the
appropriate oil for the engine into the oil coagler.

(5) Anti-freezing solution shall follow the durability test standard.

-
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