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1. Purpose

KES T-D607A

This intend to acquire the right operation procedure of CVS( Constant Volume Sampler ;

hereinafter referred as CVS)-51.

2. Scope of Application

This shall regulate operation procedure of CVS-51.

3. Order of Constant Volume Sampler-51 Operation Procedure

Purpose NO Operation procedure Remark
Apply power 1 | Turn power of switch box on.
Check 2 | Check blower switch. |
l 3 | Check venturi ( there are 6 m?/ min and 9 m*/ min etc ) |
Apply power 4 | Turn main breaker in front of control panel ON.
| 5 | Turn blower breaker ON.
6 | Push switch (green) for power ON. Lighting of
/| Turn control switch of flow controller ON. Green
8 | Turn blower switch ON. lamp
9 | Check lamp of blower alarm OFF.
bag set 10 | Set sampling bag.
11 | Select the bag used as bag select.
l 12 | Check leak of sampling line.
Remains of bag | 13 { Push leak check button.
Exhaust gas 14 | Check lamp of bag leak OFF. In case of
l 15 | Lamp of reset button is turned ON. lighting of
Measure 16 | Set atmospheric pressure. lamp
17 | Connect CFV to test car replace
18 | Turn chart of recording temperature ON. bag
19 | Check flow rate of sampling and switch of select and repairr.
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