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1. Scope of Application
This standard is applicable for a test vehicle with AHP setup by coast down method among

vehicles for exhaust test and fuel consumption test.

2. Purpose
This test is for estimating the level of driving resistance during the test by measuring
vehicle's coast down time on chassis dynamometer at the speed from 55mph to 45mph,
which is used for determination of actual driving resistance (AHP) used for exhaust test and

fuel consumption test on chassis dynamometer.

3. Test Preparation
3.1 Units and terminology
(1) Units are based on the regulation for technical standard formulation.
(2) Other terminology are based on definitions regulated in exhaust test method based on
speciaily regulated CVS-75 mode, method of sample collection and analysis during
exhaust test with mode driving, method to determine running load on chassis

dynamometer based on coast down method and coast down test at practical road.

3.2 The step that this test is needed

(1) Veniclery out this test after fuel consumption test based on high speed driving

mode.
(2) Vehiclery out this test for the vehicle of which the target coast down time was
determined through coast down test at practical road and running load (AHP) on

chassis dynamometer is determined.

3.3 Test condition

(1) Apply all air condition required for exhaust test method based on CVS-75 mode.
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(2) As a rule, this test must be vehicleried out within one minute after completing exhaust
test based on high speed driving mode.
If above condition cannot be fulfilled, vehiclery out the test within one minute after

driving two times with high speed driving mode(warm up mode and sampling mode).

3.4 Equipment and instruments : In this test, instruments used for exhaust test based on
CVS-75 mode and coast down timer.
About coast down timer , accuracy of time measurement must be within +0.01second,

and accuracy of vehicle speed measurement must be within £0.2mph

4. Test Method
4.1 Test preparation
(1) Connect coast down timer to detect the signal of front roll of dynamometer so as to
vehiclery out this test within one minute after driving two times with driving mode
according to the regulation of fuel consumption test based on high speed driving
mode.
(2) Adjust recording time of timer which records required vehicle speed and actual driving

speed during mode driving so as to record at the minimum interval of less than 0.1

second In recording sheet.

4.2 Test method
(1) Select ‘Front’ for vehicle speed select switch (Frontrear) of control panel of chassis
dynamometer (Ripc).
(2) Turn on CVS blower (if it is turned off). Turn on main cooling fan and sub cooling fan.
(3) According to the instructions of coast down timer, adjust measuring mode so as to

measure the time from 56mph to 45mph.(with the power switch always on)

(4) Accelerate the vehicle to 60mph at the rate of 2mph/s.
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