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KES T-E061

1. Scope of application

EPA-Cold Temperature CO Standard Final Rule in AIMM-92-230(7/17/92)

2 .Purpose
The purpose of this test is to Standardize the American environmental protection agency's

regulation for cold temperature exhaust gas, which has begun to be applied to LDV. LDT of

1994 model year.

3. Definition

(1) MY (Model Year)

The manufacturer's period of production per each year including January 1 of calendar
year, if a manufacturer does not have the period of production per each year, Calendar
Year becomes Model Year. In the case of KIA motor, it includes the period from 7/1 In
last year to 6/30 in relevant year of the same calendar year.
(2) LDV
A passenger car with seating capacity of less than 12 passengers and car derived from
it.
(3) LDT
A car corresponding to the next ones with GVWR of less than 8 500¢ b(3,855kg),
vehicle curb weight of less than 6,0004 b(2,721kg) and basic vehicie frontal area of less
than 45ft°(4.18m?)
(D A car which is originally produced for freight transportation or derived from it.
@ A car which is originally produced to transport more than 13 passengers.
@ A specially configured car which enables to drive in off-street or off-highway.

(4) Vehicle Curb Weight

It means the actual weight of a car in driving condition and is measured by manufacturer.
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(Weight in the condition that fuel is filled up to more than 90% of the tank capacity and a

spare tire, OVM tools and a jack are carried in a car.)

(5) LVW (Loaded Vehicle Weight)

Vehicle Curb Weight + 300

¢ b (136kg)

(6) GVWR(Gross Vehicle Weight Ratings)

The maximum designed freight, which is decided for one car by manufacturer.

4. Regulation
Regulation (g/mile) Term of guarantee (mile)
LDV | 10.0 | 50,000
LDT’ 10.0 50,000
LDT* 12.5 50,000
* Notice

1) Regulation is equally applied to high-ground and low-ground.

2) LDT1 : LDT of LDW 3750Ib and less than LDW 3750¢ b.

3) LDT2 : LDT of more than LDW 3750¢ b.

5. Phase-In Process

Model Year LDV & LDT ]
1994 40%
1995 80%
1996 100%
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