Test of Seat Belt Ass’y —
General Requirements
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1. Scope of Application
This standard shall be applied to passenger cars, MPVs, trucks and buses.
But, this code shall regulate the normal requirement as an item is based upon FMVSS

571-209 and Test Code about detail content shall be attached.

2. Single Occupancy

Design seat belt Ass’y so that just a man uses only.

3. Pelvic Restraint Belt
Pelvic restraint belt should be installed irrelative to existence of pelvic restraint belt for

seat belt Ass'y, it keeps state tied to pelvis for all case including collision of cars or Roll-

Over.
Pelvic restraint belt of 2 type seat belt Ass’'y able to be used without upper torso restraint

beit should be satisfied with requirements about 1 type seat belt Ass'y.

4. Upper Torso Restraint Belt

Instaill upper torso restraint belt such as not to raise pelvic restraint belt up to stomach to

2 type seat belt Ass'y.

Upper torso restraint belt should be designed so as to minimize vertical force applied to

shoulder and spine, design and place hardware for upper torso restraint belt so as to

minimize degree of injury happened to occupant.

Shoulder beit out of 2a type seat belt Ass’y should be satisfied with corresponding

requirement of 2 type seat belt Ass'y.

5. Hardware

All hardware parts contacting to man, cloth or webbing at normal using should not be

rough and should have no sharp edge.
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