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1. Purpose

The purpose of this standard shall be to evaluate a fuel leakage from a fuel tank when a

car overturn.

2. Scope of Application

This shall be applied to a car type equipped with a fuel tank and using gasoline or diese!

fuel.

3. Evaluation Standard

The fuel leakage amount from a tank and other parts should not exceed 30 g in a minute

when a fuel tank rotates at the degree of 90 "and 180 °at left and right direction.

4. Test Condition and Preparation

(1) Fix the entire parts as fixing a fuel tank at a car.

(2) Fill the fuel tank with fuel used for a car to 30% of the tank capacity.

(3) Rotate the test unit equipped with the fuel tank by 90°to the right direction and keep it
for 15 minutes.

(4) Check a leakage amount at that time and it should not exceed 30 g in a minute.

(5) Rotate the fuel tank by 90" again to the rotating direction (right direction) and keep it
at the upside down condition for 15 minutes.

(6) Check a leakage amount at that time and it should not exceed 30 g in a minute.

(7) Return the fuel tank to the initial condition and refill it to 30% of the tank capacity
again.

(8) Rotate the fuel tank to the left direction, i.e. the reverse direction to the clause (3),

and repeat the clauses (4)~(7)

(9) After filling the fuel tank to 90% of the tank capacity, repeat the clauses (2)~(8)
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