Testing Method of Blowby
Gas Hoses for Automobiles
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1. Purpose
This standard shall intend to promote ensure applying quality through standardization and

rationalization of hose.

2. Scope of Application
This standard shall regulate rubber hose ( Called as hose hereinafter ) used at Blowby
Gas counter-device of cars. But, exclude the hose used at air intake.
Remark Unit and dimension marked with { } out of this standard is written compatibly as

one according to Sl.

3. Structure
Structure of hose is single layer or double layer(inner rubber layer and outer rubber layer)

and it is acceptable to insert reinforced layer.

4. Shape and Dimension
(1) Shape
Shape of hose shall be straight pipe and curved pipe. But, minimum radius of curved
pipe ( R ) takes two times of hose outer radius at center radius ( R ) as minimum.
(2) Inner diameter and tolerance
Inner diameter of hose shall be measured according to 6.2 (1) and it should be suitable
for regulation of table 1.

Table 1 Unit ;. mm

Inner Diameter

6.0(7.0)8.09.0(9.5)10.0 | (11.0)12.0 15.0 16.0 (17.0) (17.5) 18.0

Tolerance + 0.4 + 0.5

Remark Dimension out of table in a parenthesis shall not be used as long as possible.
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(3) Thickness and tolerance
Thickness of hose should be suitabie for regulation of table 2.

Table 2 Unit : mm
Thickness 2.0 (" 3.0 3.5 4.0

Tolerance + 0.3 + 0.5

Annotation(’) Thickness 2.0 mm shall be applied to thing without reinforced layer.
Remark Thickness tolerance of curved part shall conform to agreement between
concerned parties.
(4) Tolerance of length
Length of hose should be suitable for regulation of table 3.

But, it shall be applied to straight pipes.

Table 3 Unit : mm
L.ength Tolerance
Less Than 200 | R "o
More than 200 ~ Less than 300 | 5
More than 300 ~ Less than 500 "o
More than 500 2 (7o)

Remark Curved pipe shall conform to agreement between concerned parties.

5. Quality
(1) Appearance
Hose should have flat surface uniformly at inner diameter and thickness having bending

quality and have no flaw harmful to usage, bubble and other defects.

(2) Performance

Hose should execute a test by 6. and it should be suitable for regulation of table 4.
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