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1. Scope of application

This standard shall be applied to all the vehicles less than 2 ton.

2. Purpose

The purpose of this standard shall be to estimate fatigue strength and durability

confidence of a vehicle at minimum time by loading and simulating simply on drum in

place of real road condition

3. Estimating standard

It must satisfy the following standard for durability mileage appropriate to problem rank

described at the below table1.

(1) The remarkable distortion crack should not occur at body, frame, suspension, and other

brkt.

(2) Suspension and its mounting part should have no problem.

Warranty mileage (Off-road durability*10000km) Ford mode
Problem rank ' (x10000 mile)
Passenger car | Light truck Taxt Light passenger car |
3.0 4.5 4.5 3.0 2.0
A - rank |
(Suspension, fuel, tank, steering
and etc) ,
[ 0.75 12 132 | 0.6 | 0.89
B - rank
(Body, mtg, rubber, trunk and etc)
T 0.5 | 075 075 | 0.4 ' 0.67
C - rank
(Body seal sus bush and etc) ,

Reamrk 1. Consider progress rate or problem rate synthetically for the problem occurred
after satisfying target mileage (Target + 1000 km).

2. Refer to vehicle parts rank for parts and problem type for each rank.
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4. Preparing test

(1) Prepare a test vehicle (Produced vehicle).

(2) Prepare a balance to measure weight for kind of loading.

(3) Prepare wire and turn buckle to fix a vehicle.
Wire : 12¢ 30

Turn buckle : 6 large one

(4) Prepare lubrication-type damper (4EA) : Refer to the working standard for

manufacturing method
(5) Prepare damper oil hose : 60 m

(6) Prepare wire to fix a handle : 3 m

(7) Prepare emergency limit equipment : 1 EA near at each wheel (4EA)

(8) Prepare cooling fan
.Large one : 1 EA
- Smali one 2 EA
(9) Prepare weight 10 loaded on testing.

10 kg x 10 EA 20 kg x 10 EA

15 kg x 10 EA 5 kg x 20 EA

5. Test condition

5 1 Set the tire air pressure by specified standard ( kg f/ cm?).

5 2 Pour 2/3 water of full fuel in fuel tank.

Remark Specific gravity ~ Gasoline : 0.75

Diesel :0.8
5 3 Set each mounting torque to be lower limit of specified standard.
5.4 The general loading condition and driving rate shall follow durability test on road.

(1) Loading condition and driving rate
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