Seat Back Impact Test KES T —1835
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KES T-1835

1. Purpose

This standard to evaluate the reduced velocity on head part model and the breakage of

the seat back backside, when you give an impact to the head part model on the impact
spot of the seat back backside.

2. Scope of Application

This standard shall be applied for all types of vehicles for person, multi purpose vehicles
whose unloaded weight is less than 10,000 pound.

3. Evaluation Standard

(1) The reduced velocity that occurs on the head model shall not over more than 3 m sec at
80 G.

(2) There shall not be any sharp edge and outgrowth of material in the head impact limit.

4. Testing Conditions
4.1 Impacting Spot
(1) Draw a horizontal line, perpendicular with the vehicle’s center line through the seating
reference line of the seat right behind the testing seat.

From each point on this horizontal line, draw a line contacting with the seat back
surface of the testing seat, which is perpendicular with this, and have a cross point.

Perpendicular face _. Impacting spot
horizontal with the N

vehicle's center line

. ]
) o w
P

>~ \\lf)/"‘ -:.Tr:'z ; . / : .,‘[
Testing seat '

Seating reference point

Figure 1

1/2


http://www.avadocuments.com/doc/kia-kes-t-i835-0
http://www.avadocuments.com/doc/kia-kes-t-i835-0

