KES

Testing Method for
Deleteterious Particles in
Lubricating Grease KES T - K025

(EST.) 1990 - 02 - 20

Contents

1. Scope of Application

2. Concept

3. Instruments

4. Operation

5. Calculation and Reporting
6. Accuracy

Additional Rule

KIA MOTORS


http://www.avadocuments.com/doc/kia-kes-t-k025-1990
http://www.avadocuments.com/doc/kia-kes-t-k025-1990

KES T-K025

1. Scope of Application
This standard determines the method that measures the numbers according to

deletetenous particles in lubricating grease.

2. Concept

Fill the specimen in the standard template. Measure the number of deleteterious particles

by their sizes using a microscope.

3. Instruments

(1) Microscope
Use the one with a 100 times-magnifying rate eye-lens micrometer and mechanical
stage.

(2) Template
It is a metal plate, as shown the figure, whose thickness is 0.1 + 0.01 mm. Use the one
that has about 10 mm length, 20 mm scratch.

(3) Deccigater
As its size is big enough to contain the microscope slide glass, its air pressure can be
reduced by a vacuum pump.

(4) Vacuum Pump

It can exhale quickly the air in deccigater below 10 mmHg {1.33 kPa}.

4. Operation

(1) Clear off the specimen surface using a spatula. Put the template on the slide glass.

Push the end of uncut part, and sample a specimen(1) from the center of specimen

surface. Fill up the cut part until it rises up a little higher than the template.
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