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KES T-L018A

1. Scope of Application

This standard specifies the testing method of chrome-contained zinc coating treated

on the vehicle parts in purpose of rust prevention.

2. Sample Selection
{1) Test sample selection
Select the sample from the same product lot and follow the agreemertt between
both companies concerned, as for the quantity. And use a test sample after 43
hours from production.
(2) Before testing, completely remove dirt on the sample by using alcohol or

benzene, and wash with clean water.

3. Testing Method
3.1 Adhesion amount test
To measure adhesion amount, use the weight method in prnciple. However if
the weight method is not suitable, one may measure the zinc coating thickness
by using a microscope and the non-destruction coating measurement
method in agreement with both companies concemed. In the weight method,
resolve the zinc coating(adhesion amount) in caustic soda resolution and divide
the weight difference before and after the resolution by the sample surface area
to find the adhesion weight per 1.mit érea_ Following is a further d._escription.
Measure the weight of the sample(about 50 to lOOg)m(This shall be A(g)) to
0.001g by chemical balance, and corrode the sample for about 10 minutes'? in
20% caustic soda resolution already heated to 70—80T in order to completely
resolve the film. Wash enough and dry the sample, and measure the
weight(This shall be B(g)).
Alg) ~ Blg)
Formula ! —-~=~--====-—=mmmm oo X 100 = Adhesion amount(mg/cm)
Surface area of the sample{cm)
") {(Note) " Test all the parts together which does not weight over 50g.

For the single part over 100g or the part of which the weight cannot
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