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KEES T-1.028

o) 1. Scope of Application
This standard specifies the quality limit and standard measuring the element bursting

strength of the filter products supplied to our company.

2. Quality Standard
(1) Standard :

JIS P 8112(Bursting strength test for paper and pasteboard by Mﬁllen low
pressure tester), JIS L 1018(Test method for Medias(Knitwear leather), JIS L
1096(Testing method for common cloth)
(2) Hole dia on specﬁnen stand :
Upper part — 30.46mm
Lower part — 31.55mn
(3) Pressure gage :
6kg/cw, 1div. 0.05kg/cf
14kg/cd, 1div. 0.1kg/cd
Motor :
. 0.2kW AC 100V 4P
(5) Equipped with : .
Air bleeder, Residual Pointer Glycerin, Supply Device Cum AirBleeder

P @

3. Sti'ucture

This tester is composed of a motor, a pressing device, a specimen fixing device, and

a pressure gage.

(1) Motor :
The motor is used at 0.2KW 4P 100V single phase and can be decelerated by
motor ¢oupling with a worm and a worm wheel.
And this can be moved forward and backward by two bevel gears, and
lubricated with grease. The handle in right side have the three stage
changeover system : Pressing, Stop, and Pressure reducing.
As "Pressure Reducing Position” returns to “Stop Position” automatically except

when the motor runs, always make sure “Stop position” is set.
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