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KES T-L097

1. Scope of Application
This standard determines the strength of air spoiler that is equipped on JIS DO101 (Terms
about car types) determining passenger car and less than 2.8 ton truck and its body

holding strength.

2. Purpose of Establishment
This standard determines air spoiler strength and its body holding strength, and is to

prevent the danger when an air spoiler breaks down or detached while driving.

3. Performance Requirements
3.1 Air Spoiler Strength and Body Holding Strength
It shall satisfy the following requirements when testing 4.1 or calculating strength.

(1) In the case of 4.1.1 driving test or 4.1.2 static load test, there shall be no harmful
shape change, scratch, breakage and looseness on air spoiler itself and its body
holding part.

In the case of 4.1.3 strength calculation, the safety rate of air spoiler itself and its body
holding strength shall be more than 1.6.
3.2 Looseness Resisting Performance
As air spoiler is firmly attached on car, when normally driving, there shall be no harmful
looseness on its structure.
Also, when testing 4.2, there shall be no harmful breakage and looseness on air spoller

itself and its body holding part.

4. Test Method

4.1 Strength Test Method and Strength Calculation Method

Air spoiler strength and body holding strength checking shall be done during 4.1.1

driving test, 4.1.2 static load test or 4.1.3 strength calculation.
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