The Spec Cation of
Painted Film for Disk Wheel
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1. Scope of Application

This standard shall be applied to the spec cation of painted film for passenger car and

light truck.

2. Purpose

This standard shall intend to ensure adequate quality by drawing with standardization of

specification.

3. Evaluation Result Report Duty

At adequate time, should submit evaluation result by assigned contents with report form of

our company.

4. Definition of Terms

(1) Effective surface

At the state with wheel tire equipped, it says range shown at various points of view from

cutting side of front bolt and front nut.
But, in case of masking nut part, exclude nut part.

(2) Non-effective surface

It says exception for surface equipped with tire and effective surface.

5. Standard of Evaluation

Evaluation standard of wheel shall conform to tabie 1.
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Test contents

Appearance

Appearance

Table 1.

Method condition of test

Evailuation contents method

Naked eyes evaluation

Naked eyes evaluation

KES T-L111

Quality

Effective surface
(1) Thing which should not exist
Blaze exposure gap, swell, contaminated
Whitening crack, Pin-Hole. Flaw
(2) Thing which should not be shown
Looseness, flow, stain, lack of painting,

Impurity

Non-effective surface

(1) Thing which should not exist
Blaze exposure, gap, swell

(2) Thing which shouid not be shown
Contamination. filtration, whitening, crack,
flaw, Pin-Hole

(3) Thing which should not appear
| ooseness, flow, stain, lack of painting,

impurity

Painting color

i

Color difference measure

Should be satisfied with painting color
indicated at specific document

Film thickness

Measure with film
thickness meter

Elcoemeter measure

Effective surface 1 coat surface : 15-25um

2 coat surface ; 10-20pm
Non-effective surface

1 coat surface : 15-25um

Hardness — Pencil hardness Passage of 24 hours : More than B
Passage of 48 hours : More than HB
Should be no filtration and summation of

Adhesion 15t adhesion remaining part should be 100 %

15t adhesion Scratch surface, the sided 3mm total

Should not be filtrated more than 6mm

Resistanceto | S.S.T Scratch method Should be no rust, sweli, fitraion

erosion 240 Hr But, exclude contacting part on test jig at
durability test

Resistance to 50 + 2 °C Scratch method Should be no discoloration, change of glaze,

water 79 Hr swell and etc
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