Test Method of Anti Corrosion
Property of Cutting Oils
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1. Scope of application

This standard shall specify the test method of anti corrosion property on the metallic

material of cutting oils products.

2. Apparatus and material
(1) Abrasive paper : No. 240 abrasive paper regulated by KS L 6003 (Abrasive paper)
(2) Absorbent cotton
(3) Artificial grinder : No. 150 C or GC grinder regulated by KS L 6508 (Artificial grinder)
(4) Diethyl Ether
(5) Ethyl alcohol

(6) Test tube

3. Test piece
(1) Size : Length of 76 mm, width of about 12 mm, thickness of 2 mm
(2) Quality of material : C1100P, C1201P, C1220P of KS M 5201 (Copper and an alloy plate
of copper ) for a copperplate.
1% kind of cooling pressed steel plate (SPCC) of KS D 3512 (Cooling pressed steel
plate and steel bar) for a steel plate

1050 plate f KS D 6701 (Aluminum and an alloy plate of aluminum ) for an

aluminum plate

4. Making test piece
(1) Grind a test piece with an abrasive paper at first and then polish it with the absorbent
cotton pasted with an artificial grinder.

(2) Scrub strongly with the absorbent cotton and at this end use after washing with diethyl

ether and ethy! alcohol in sequerice and drying.

Treat the well-scrubbed steel plate as an metallic pin set with anti corrosion property.
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