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KES T-L340

1. Scope of Application

This standard shall specify Chipping test of currently used paints for automobiles.

2. Tester and Conditions
(1) Chipping Test
(a) Kia Chipping Tester
Manufacturer and Kia should agree to each other to use other testers.

Air Pressure : 2 + 0.1 kg f/ o {19.6 + 0.98 kPa }

Manufacturer and Kia shouid agree to each other to use other testers.

(b) Shape and Weight of Gravel

The gravel is not only cutter rubble described on (JIS A 5001) but also gravel satisfied

the quality on Clause 4 . The weight is in the range of 0.3 ~ 0.5 g.

3. Test Method

3.1 Specimen

Use the painted steel sheet for chipping tester, which agreed by both manufacture and

Kia. (Paint type, thickness of the paint, number of paint, backing condition, etc)

Use the specimen that passed 24 hours after fabrication.

3.2 Preliminary Test

TL340-1P : Use the test material coated 3 times on normal steel plate.

(1) Chipping Test

After the specimen is preliminarily exposed at —20 °C for more than 3 hours, it is

attached to prescribed Chipping tester with an angle of 90 °.

After it is assured the air pressure should be in the range of 2+ 0.1 kg f/ oy, one

gravel is inserted to each inlet by opening the pressure.

Total of 13 gravel is sprayed to one piece of specimen (Should be done within 10
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