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KES T-L369

1. Scope of Application

This standard shall be applied for the test the PH value of the paper used in filters.

2. Apparatus
(1) Glass Electrode PH Meter : Must have accuracy of PH 0.1 or less.

(2) Thermometer : Must have accuracy of + 0.5 °C or less.

(3) Beaker : 100 mE beaker.

(4) Grinding-finish air cooling pipe triangular flask : Light glass that has volume of 1000 m¢
Cooling pipe diameter is 9 mm and about 75 cm long.

(9) Standard Solution : Provided under PH Measurement method, sealed and stored in top
quality glass or polyethylene bottle.

(6) Distilled Water : Even if distilled water contains carbon dioxide. one should measure
PH. When the PH value is over 7.3, add 1 g of manganese acid and 4 g of soda

hydroxide per liter and distill again.

3. Testing Sample

Under the direction of KS M 7011 (Sampling Method for Test Paper), cut out the sample of
size 1 cm” that is a good representation of the whole. Take sample using Gerna dessicater

when the sample is thicker than 0.3mm or the sample has high density.

4. Test Method

(1) Cold Water Extraction : Weigh 1.0 g of the sample from 3. And put it in 100 m¢ beaker
and add 20 mt of distilled water and mix it well. Add additional 50 m¢t of distilled water

and mix it well. Close the beaker with clear plate and leave it for 1 hour at 20 + 5 °C.

Mix again, and measure PH of the extracted solution at the same temperature.

(2) Hot Water Extraction : Weigh 1.0 g of sample and make three samples. Put them in
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