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. Scope of application

This standard shall be applied to inspection and estimation on state of parts at initial,

intermediate and final point of total durability test vehicle.
. Purpose
This standard shall describe definition of terminology and estimating standard for

reasonable and quantitative estimation by tester on testing durability test vehicle.

. Definition of terminology

4.

3.1 Breakage
This is the state not to function at all by stress by losing original shape from friction

hetween metals, impact or physical problem.

3.2 Adhere
This is the state for operation side to be sticky, not to rotate and to produce allophone at

operation side by operation or heat of rotating part.
(U Fatal adhere

This is the state not to rotate atf all by operation side adhesion and related part not to

be operated.
2 Medium adhere

1his is the state to be operated by operation side adhesion but to produce allophone.

3.3 Deformation

This is the state to lose original shape or configuration and to be out of spec by

resistance, heat, and interference of operation part.

3.4 Crack
This is the state of strength decrease and tearing of fragile part by stack of stress.
(U Fatal crack

This is the crack to have breakage possibility by tearing generally more than 1/2 of
related parts, to have dust by crack, to allow water insertion and to identify at the

external surface.

@ Intermediate crack

This is the state to have missing and allophone possibility by S/W crack and to have
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potential of changing to fatal crack according to increase of driving distance and
operating number.
(3 Minute crack

This is the state to have no possibility to change into fatal problem by S/W crack or

independent panel crack (Generally less than 5mm) and not to affect on other parts at

all.

3.5 Operating inferiority
The rotating parts required to vehicle movement and parts requiring manual operation

for movement are not working at all or repeats the phenomenon of working

/not-working.

3.0 Missing

This is the state to lose function by being out of original position and to change into the

state to produce allophone or the state of operating inferiority.

3.7 Leakage (Water)

3.7.1 Major leakage
This is the leakage to require repairmen and the state to damage on function, to stop

a vehicle and to give bad effect on environment without daily check, and

compensation.

3.7.2 Minor leakage
This is the leakage to fall in drop, the state to contaminate the bottom with long time

drop on parking for a long time, and the state not to give effect on vehicle function

with compensation on periodical check.

3.7.3 Minute leakage
1 Weepage
This is the state to leak wetting on environment of joint or contact part and to

contaminate a vehicle occurring discoloration or dust stack.

2 Seepage
This is the state not to drop on bottom but more than weepage, and the state not to

recur before driving a vehicle with wipe on prominent stain and to show vehicle
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