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1.Scope of application

This standard shali apply for the management for static degree of processing equipment

used in KIA.

2. Observance of duty

Manufacturing company maintains the static degree of all equipment. Also, the company

should supply the equipment in accordance with this standard when establish the

equipment.

3. Structure and function

There should be following structure and function for the efficient degree maintenance of

the equipment.
3.1 Department of equipment design

(1) The department should include this standard in equipment establishment option

(2) The department should compose the result sheet for the degree static test after
fintshed the establishment.

(3) The department should report the test result to maintenance department

(4) The department should maintain and manage the static degree test sheet records.

3.2 Equipment maintenance department (Maintaining department)

(1) The department should include this standard in equipment establishment option.
(2) The department should collect and analyze the degree test result, maintain and
manage the records after establishment.

(3) The department should compose the sheet for degree test after mass production

(In attached form No. 1, 3).

(4) The department should record and maintain the degree test repair and result after

mass production.

(5) The department should analyze and notify the degree test result of equipment to be
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disposed.
3.3 Equipment use department (Manufacturing part)

(1) The department should attach the sticker to the equipment for the degree
management.

(2) The department should instruct and supervise the worker for the degree management.

(3) The department should notify immediately if there is an indication of static degree
matter.

(4) The department should cooperate with the maintenance department for the schedule
of degree test and compensation.

(5) The department should maintain and manage the attached sticker after cegree test

until the next test.

4. Object of static degree management
(1) The objects of management are cutting process equipment, plastic working process
equipment and exclusive equipment

(2) The objects of management are described in additional table 1 in detail.

5. The time and condition of degree test
The degree test are divided into the degree test into the degree test in equipment

establishment, irregular degree test, regular degree test and the degree test of equipment

to be disposed.
5.1 The degree test in equipment establishment
The equipment design department should review the option of equipment comparing

with this standard, analyze whether it is suitable for the standard or not and notify the
result to the maintenance department.
5.2. Irregular degree test

Irregular degree test should be put when the degree becomes poor suddenly and the
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responsible person for:.'management (Manufacturing department) requests the
equipment static degree test to maintenance department. Also, the test should be put
when the maintenance department admits to the necessity of degree test by finding an
iIndication of static degree matter during their own inspection.

9.3. Regular degree test
The test should be put regularly more than one time per year in maintenance
department for the degree maintenance and management of mass production
equipment. But, the period of test can be changed owing to the property of equipment
and aging. -

o.4. The degree test of equipment to bz disposed
When the responsible person for management of use (Manufacturing department) found
the equipment should be disposed for aging and disuse, he should request static
degree t_es_;t to the maintenance department for the review and notify the result sheet to
design department with riotification sheet of equipment disposal.

0.9 The measurement condition of degree test

The measurement condition for degree test of equipment should be equal to KS or JIS.

0.6. Degree test record

The degree test A for equipment establishment should be replaced by degree test

records list of equipment manufacturing company. The other records of test result
should be composed in attached form(KES U-B101) and the sum of records should be

composed in attached form 2, 3.

6. Degree compensation
When product was confirmed to be poor product depart from the standard by this test
result, the use and maintenance department of equipment should make plan for the

compensation with prior consent, compensate it, compose the result report in attached

form 4 and notify it the use department with degree test result sheet.
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