KOREAN INDUSTRIAL STANDARD
- KS C 3139 - 1988
HAI Outdoor Cross~—linked Polyethylené
Insulated Wires for 6.6kV )

1. Scope

This Korean Industrial Standard specifies the HAI outdoor
cross-linked polyethylene insulated wires (hereinafter referred
to as “wires”) with single link used " as overhead wires for

6.6kV.

2. Classifications and Specifications

Related Standard :
KS C 3004 Testing Methods of Rubber and Plastic
Insulated Wires and Cables
KS C 3111 Hard - Drawn Aluminium Wires for Electric
Purposes
KS C 3112 Hard-Drawn Aluminium Stranded

Conductors
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The classification and specifications of wires shall be as

specified in Table 1.

Table 1. Classification and specification

~ {Symbols [Conductor _ xternal Maximum {Test  Tensile  |Appro~|Minimum |Stand

and. “[Numbers |External | Thickness idiameter [resistance |voltageload  oflximate linstlator ard
nominal )¢ diameter|of of of conductor [weight |resistance [length
oSS |eomponent insulator |product |conductor of a
section  |yires/ 20T group

Diameters

of

component,

~WIres
o mm mm Q/km kgf  kg/km [MQ/km m
HﬁPOC 19/32 16.0 25 21 0193 12000 | 2270 | 600 1000 | 300

0

3. Constructions and Matenials

The construction and materials of wires are as specified in

the Table 1. and following items.

3.1 Conductor

3.1.1 Component-Wires
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be satisfied with KS C 3111 (Hard-Drawn
Aluminium Wires for Electric Purpose).

' 3.1.2 Stranded Wires

The» stranded wires shall be made as specified ih
the requirement of 3.2 in KS C 3112 (Hard -drawn
Aluminium Stranded Conductors) and its external

1ayer shall be ,tangled in “S” direction.

3.1.3 Connection of component-wires
The connection of component-wires shall be in
accordance with the requirement of 3.3 in KS C

3112
3.2 Insulator

The conductors shall be coated by cross linked
polyethylene with the thickness as specified in Table 1,
and. there shall be no defect and pores harmful for usage.
The average of thickness of insulator tested at same sites
of the same cross section shall be bigger than 90% of the
value given in Table 1, and the minimum value shall be

bigger than 80% of the value in the Table 1. The part
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