1. Scope

KOREAN INDUSTRIAL STANDARD

Sheet Bar

KS D 354578

This Korean Industrial Standard specifies sheet bars using in fabrication of materials specified in KS D 3501
_ (Hot-Rolled Mild Steel Plates, Sheets, and Strips).

2. Manufacturer

. Sheet bars shall be manufactured from ingot made by the open-hearth, converter or electric furance process.

3. Dimension

Dimension of sheet bars shall conform to the following values :

Unit : mm
Width Thickness Width Thickness Width Thickness
250 -16.8 >250 12.5 250 9.0
250 15.0. 250' 11.9 250 8.7
250 14.2 250 11.0 250 8.3
250 13.8 . 250 10.5 250 é.O
250 13.3 250 9.6 250 7.6
4. Quality

4.1 Sheet bars shall have a smooth surface, and be free of harmful defects and uniform in quality.

4.2 Dimensional tolerances shall conform to Table 1.
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Table 1
Tolerance %
Width : +3
Tickness +5 /
-3
Length +§

~Remarks 1. Thickness shall be measured at any pbint across the width not less than 15 mm from a side edge.

2. Width measurement for the cross section shall be made as shown in the following Figure.

500077

Width

43  Weight Tolerance

It shall be +3% for the case of one ton and over. However, it shall not be specified for weight less than
one ton. :

4.4  Chemical Composition
Sheet bars shall have chemical compositions as specified in KS D 3501.

5. Analysis | . , | -
Methods of analysis shall conform to the following standards : o |

KSD 1801  (General Rules for Chemical Analysis of Iron and Steel)

KSD 1804 (Determination of Carbon in Iron and Steel)

KSD 1805  (Determination of Silicon in Iron and Steel) : .

KSD 1806 (Determination of Manganes in Iron and Steel) ' b
" KSD 1802 (Determination of Phosphorus in Iron and Steel). '

KSD 1803  (Determination of Sulfur in Iron and Steel)
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