KS D 7034-81
&5 KOREAN INDUSTRIAL STANDARD

Concrete Nails

1. Scope

This Korean Industrial Standard specifies concrete nails (hereinafter refered to as nails).

2. Material

Iron wire to be used for manufacture of the nails shall conform to KS D 3559 {Hard Stee!
Wire Rods).

3. Method of Manufacture
(1} The nails shall be tempered after quenching.

{2)  The surface of the nails shall be treated by zinc coating, bluing, enamelling or brighten-

ing.

4. Classification and Shape

The classification and shape of nail shall be as shown in Figs. 1 and 2., but the head may be

of flat countersunk type with the orderer’'s approval.

Related Standards: KS B 0806 Method of Rockwell Hardness Test
KS D 3559 Hard Steel Wire Rods
KS D 8304 Electroplated Coatings of Zinc on Iron and Steel
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5. Dimension and Tolerances

ease Figured Concrete Nail
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The dimension and tolerances shall be as shown in Table 1.
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Table 1
Unit: mm
Notation ' Length L Shank diameter (d) Head diameter D
Size Tolerance Size Tolerance (reference value)
3.43 7.9
3.77 8.3
CN 25 25 +0.79 4.22 8.7
4.50 9.5
4.88 111
2
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