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1. Scope

KOREAN INDUSTRIAL STANDARD

Lead-Acid Traction Batteries

KS E 6008 : 1989

This Korean Industrial Standard specifies clad type lead-acid batteries (hereafter referred to as
"batteries”) used for such electric motor vehicles as forklift, tow truck, and cart, the power source of
which is lead-acid batteries.

Remark The units and numerical values given in { } in this standard are in accordance with the

2. Type, Capacity and Dimensions

The type, capacity and dimensions shall be in accordance with Table 1.

International System of Unit (SI) and are appended for informative reference.

Table 1
Type Voltage {Capacity of 5 hour-rate Maximum outside dimensions
\Y Ah {kC} Length L Width W Height H |Total height TL
VCR 210 2 210 { 756.0} 131 159 340 382
VCR 225 2 225 { 810.0} 82 163 459 501
VCR 245 2 245 { 882.0} 149 159 340 382
VCR 268 2 268 { 964.8} 78 161 495 537
VCR 280 2 280 {1008.0} 167 159 340 382
VCR 280 2 280  {1008.0} 114 160 401 443
VCR 320 2 320 {1152.0} 133 161 477 519
VCR 320 2 320 {1152.0} 103 161 495 537
VCR 350 2 350 {1260.0} 114 161 495 537
VCR 380 2 380 {1368.0} 180 170 380 422
VCR 400 2 400 {1440.0} 152 163 488 530
VCR 400 2 400 {1440.0} 147 161 400 442
VCR 420 2 420 {1512.0} 238 164 340 382
VCR 450 2 450 {1620.0} 147 161 400 442
VCR 475 2 475 {1710.0} 105 202 535 577
VCR 480 2 480 {1728.0} 189 161 400 442
VCR 900 2 900  {3240.0} 242 165 520 562
Normative References : KS C 2202 Separators for Lead-Acid Batteries
KS C 2207 Containers for Lead-Acid Batteries.
KS C 2208 Compound for Electric Insulation.
KS M 1203 Sulfuric Acid.
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