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ICS 91.100.10
KOREAN INDUSTRIAL STANDARD

KS L 5101 : 1997

Testing Method for Sampling Hydraulic Cement

1. Scope

This Korean Industrial Standard specifies the testing method for sampling hydraulic
cement.

2. Number and Size of Samples

Sampling shall be done from a fixed quantity of cement to obtain representative samples
of cement produced during a period of time, in accordance with 3.
Number and size of samples shall be as follows :

2.1 Number of Samples

a) Unless otherwise specified, a constant quantity of sample for physical and
chemical tests shall be taken from every 300 tons (7,600 bags) to form a
composite sample representative of the cement.

b) When the samples are taken from bulk storage or bulk shipment at a plant where
good quality history and steady manufacturing process are maintained, combine
samples of cement manufactured in a samedate may be used.

¢) Number of samples may be determined as agreed upon by the manufacturer and
purchaser.

2.2 Size of Sample

The quantity of samples combined for the all required tests shall be not less than
bkg.

3. Sampling
Sampling shall be done in accordance with the following methods.

3.1 When the cement is delivered in bulk, a constant quantity of sample combined shall be
taken from every 100 tons of cement (1)

3.2 When sampling is done from pakaged cement, the sample shall be taken from a bag
out of every 4 tons (100 bags) with diagonal insertion of sampler as illustrated in
Figure 1 and the samples are mixed thoroughly.(1)

Note (') When the sampling is done from the gquantity of cement less than 100 tons
or 100 bags, the sampling method may be determined as agreed upon by
the manufacturer and purchaser.
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