KS R 3030

KOREAN INDUSTRIAL STANDARD ’ -

Dimensions of Lubricating Oil Filter for Automotive Engine

1. Scope

This Korean Industrial Standard specifies the dimension of element exchange type and car-
trige type lubricating filters for automotive engine, hereinafter referred to as ““lubricating
filters’’. However, lubricating filters for matorcycle shall be excluded.

2. (Case

2.1 Outer Diameter Plate Thickness and Shape of Bottom

Outer diameter, plate thickness and bottom shape of element exchange type shall
generally comply with Tables 1.1 to 1.3 and Figs. 1.1 to 1.3.

Table 1.1
Unit: mm
D t d R, R, r r, ry h 8 6(°)
80 1.6 20.5 65 50 2 10 5 261 15 90
100 2.0 24.5 85 63 2 11 5 33 20 90
120 2.3 28.5 | .100 75 | 4 13 5 37 25 90
130 23 [ 315 | 105 [ 75 | 4 |13 | 5 | 37 | 25 | 90
Table 1.2
' Unit: mm
D t t d R r 8(°)
80 1.2 0r 1.6 2.3 27 10 1.5 30 to 40
100 1.2 0r 1.6 2.3 271040 | . 15 1.5 30 to 40
120 1.6 or 2.0 2.3 27 to 40 20 1.5 30 to0 40
Reference Case and reinforcing plate shall be ~\‘rv,elded or hard-soidered.
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Fig. 1.1
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Fig. 1.2
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Table 1.3
Unit: mm

D | t, t, t d R r 6(°)

80 6 | 23 3 40 10 10 | 30 t0 40
100 1.6 2.3 4 40 15 10 [ 30to 40
120 1.6 2.3 5 40 20 10 | 30t0 40
130 2.3 2.3 6 40 25 10 | 3010 40

Reference Case and reinforcing sheet shall be welded or hard-solded.
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Fig. 1.3

2.2 Upper shape connecting with upper gasket shall generally be selected among Figs.’
2.1 to 2.4. However, this shall not apply for the cartrige type.

3. Center Bolt
Outer diameter and thread size of center bolt used for lubricating filter shall generally be

as given in Table 2.
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