KS R 5034

1. Scope

KOREAN INDUSTRIAL STANDARD

Electric Horns for Automobiles

This Korean Industrial Standard specifies electric horns for automobiles, hereinafter referred

to as ‘"hotns’’. However, horns for two-cycgle automobiles are excluded.

2. Rated Voltage

Rated voltage of horns shall be 12V and 24V.

3. Class and Division

The class of horns shall follow the shape and the division shall follow the outside diameter

(Refer to Appended Table) as shown in Table 1.

Related Standards KS A 0301 Frequency Standards for Musical Instruments
' KS A 0006 Standard Atomspheric Conditions for Testing
KS B 0201 Metric Coarse Screw Threads
KS B 0211 Limits of Sizes and Tolerances for Metric Coarse Screw
Threads
KS C 1502 Sound Level Meters
KS R 0013 General Rules of Electroplating for Automobile Parts
KS R 0014 General Rules of Coating Fiims for Automobile Parts
KS R 0015 Metbod of Moisture, Rain and Spray Test for Automobile
Parts
KS R 0016 Method of High and Low Temperature Test for Automobile -
Parts
KSR 1034 Vibration Testing Method for Automobile Parts
KS R 5016 Cable Terminals for Automobiles
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Table 1
Class Division
Screw Type 107
~lat Type 100
Cylinder Type —

4. Shape and Size

4.1 Size of Outer Shape

Size and shape of outer part of horns shall generally be as shown in

4.2 Size of Fitting Part

Size of fitting part of horns shall be as shown in Table 2.

KS R 5034

appended table.

Table 2
Unit: mm
Fitting Hole Hole diameter Hole pitch
1 hole type _ 8.5 +8'5 -
2 hole type 8.5 +8'5 2.8+0.25

4.3 Size of Terminal

Size of terminals used in horns shall be as follows:

(1} Screw of screw terminal shall be M4 x 0.7 specified in KS B 0201 (Metric Coarse -
Screw Threads) in principle, accuracy rate shall be second grade specified in KS
B 0211 (Limit of Sizes and Tolerances for Metric Coarse Screw Threads) in principle.

(2)
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terminal (CB) or male terminal (PA), specified in KS R 5016 (Cable Terminals of

Automobiles).

Licensee=/, User=,

Not for Resale,

Full document details: KSA KS R 5034 2011

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/ksa-ks-r-5034-2011
http://www.avadocuments.com/doc/ksa-ks-r-5034-2011

KS R 5034

5. Apperance
Appearance of horns shall be as follows:

(1) The horns shall be free from injurious scratches. breaks uneveness, rumples and
other defects.

(2) Rust-proof treatment by coating or plating shall be given to iron frame surfaces
which are é'xposed in air. The iron frame shall be plated with more than MF Zn5
or MF Cd5 or MF Cr10 specified in KS R 0013 (General Rules of Electroplating
for Automobile Parts).

(3} On the surfaces which effect the function of horns except for the surface of iron
frame, suitable surface treatment shall be given.

6. Insulation Resistance

The insulation resistance between the main body and coil or conductors of horns shall be
measured with a 500V insulation resistance meter and it shall be more than 1MQ at normal
temperature and humidity.

7. Performance

7.1 Sound Pressure, Tone and Directivity

When the horns are sounded under the test conditions of 7.3, tone shall be horns are
sounded under the test conditions of 7.3, tone shall be as follows, However, in the
case of multiple-type horns, each horn shall meet this specification. The sound pressure
of the muitiple-type shall be less than 115dB (C).

7.1.1. Sound Pressure
Sound pressure shall be as shown.in Table 3.
7.1.2. Tone

Basic frequency shall be as shown in Table 3, there shall be no injurious wh-

istling, breaking sound, hoarse souad.
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