T C 5hod-Go K Glod

KS C 5704-1980

KOREAN INDUSTRIAL STANDARD

Magnetic Tape Reel for Information Interchange

Scope.

This Korean Industrial Standard specifies magnetic tape reels for information interchange (herein

after refered to as“Teel”)in order to wind magnetic tape for information interchange specified in

KS € 5706 (Magnetic Tape for Information Interchange).

Remark Units and numerical values represented with in this Korean industrial Standard foliow

3.

Si and are provided for reference.

2.1 Reel Surface and Inside

When a reel is set up at driving the device of a tape, the side seen from the outside is refered
to as the surface and the side being opposite to panel of the device is referec to as the inside.
An inside has a groove to set up the recording permission ring.

2.2 Recording Permission Ring

When the circuit for recording information in tape s running, permission a recording ring which
1S set up.

2.3 Standard Surface of a Reef

The plane, including a ring- shaped surface held between the inner through part cvhingncal
surface of the hub of a wheel (Fig. 1 A) and the inner surface (Fig. 1 D) of a groove 10 set
up recording permission ring, is the standard surface of a reel.

Kind

Reels are identified by the diameter by the diameter of their flange and divided into two Classes,

F and H. This classification follows Table 1.

Related Standards

KS B 5204 Squares
KS 8 5203 Vernier Callipers (E)
KS € 5706 Magnetic Tape for information Interchange
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4. Material

Material of recording permission ring must be polyethylene or material superior in meeting the
performance requirements of this standard: other materials may be used for other portions of the
reel provided this standard is satisfied and there is no difficulty in use.

5. Structure, Shape and Dimensions

5.1 Structure Shape

A reel consists of the hub of a wheel and two flanges,and the shape is as represented in Fig.
1. Holes are allowed in the finges to operate reeling a tape. Number of holes, shape and
size is arbitrary. A groove is provided to set up recording permission ring in the inside reel.

5.2 Dimensions

Dimensions of parts of a reel are shown in Tables 1. and 2. The thickness of flanges must
be in the oblique line part but is allowed to be thin within the limit in which the degree of strength
is permitted. Also the projection and such like representation made on flange must be in the
oblique line part. The difference of the central axis between the outer cylindrical surface of
the hub of a wheel (Fig. 1 C) and the inner through —part cylindrical surface of the hub of
a wheel (Fig. 1 A) must be less than 0.254mm.

Table 1
Unit: mm
Dimension Symbol of Fig, | . _Reel Symbol Dimension (mm)
i F 266.70+0.51
; H 215.90+0.51
i .
B ; : 203.20+0.51
! | 177.8+0.51
; . 152.41+0.51
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Table 2
Unit: mm
Dimension symbol - Nominal " Tolerance Dimension symbol - Nominal Tolerance
ofFig. 1 value(mm) N i ofFig. 1 value(lmm)
A " 93.68 " 40.13 ' K¢ 3.18 max.
: - —0.08 .
C 130.18 —0.13 ‘ Kr 2.03 max.
D 98.42 . x0.13 L 104.78 min.
E 111.46 +0.13 ‘ M 18.24 £0.13
F 6.35 4025 P 4° +15
) 0 l
H 19.05 +0.38 R ‘ 42.60 +0.25
2.59 © max.
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