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1.0 Introduction  

These safety rules are for the protection of any persons working on or testing high voltage 
equipment within UK Power Networks Services Powerlink.   
 
These safety rules apply to all high voltage equipment capable of being made live by change 
of isolation, switching or standard operating procedures. 
 
These safety rules form part of Powerlink’s Management System, in which all the requirements 
for compliance with health and safety legislation can be referenced. 
 
It is the duty of all those concerned to understand the rules governing any work or testing they 
may have to do and they will be held responsible for knowing and obeying them. 
 
Whenever there is an incident involving the application of these safety rules, the HV licences of 
all persons involved shall be withdrawn, without prejudice, until investigations have established 
that each person can continue working safely to the safety rules. 
 
Should any person be in doubt as to the correct interpretation of these rules or as to the 
correct procedure to follow in order to avoid danger, he must ask his immediate supervisor or 
the Shift Supply Engineer for instructions. 
 
Procedures have been written covering the methods by which these rules shall be actioned 
and compliance with those procedures is mandatory. 
 
Defined terms are printed in italic type.   
 

2.0 Definitions (for use with these HV Safety Rules only) 

Authorised/ 
Approved 

Sanctioned by Powerlink in order to satisfy the requirements of any or all of 
these high voltage safety rules and the equipment to which they refer. 

Caution 
Notice 

A notice which can be attached to equipment or its control equipment when 
dead, to prohibit making such equipment live. 

Certificate A safety document signed by an HV Authorised Person, and issued with the 
consent of the SSE stating that certain specified isolation and earthing 
activities have been carried out. 

Competent 
Person 

A person who has attained and been formally assessed as achieving a 
required standard and who is also both physically and mentally capable to be 
able to avoid danger. 

Conductor Any component or part of the system that is used for transmission of 
electricity. 

Control 
Equipment 

Those devices which provide a means of electrically operating equipment. 

Danger 
Notice 

A notice which can be attached to live equipment warning that to approach or 
to interfere with that equipment is dangerous. 

Dead At or about zero potential and disconnected from any live system. 
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Direct 
Instruction 

An instruction given by an HV Authorised Person, when the HV Authorised 
Person is at all times during the course of the isolation and earthing activities 
in the presence of the person under instruction. 

Earth The conductive mass of the Earth whose electric potential at any point is 
conventionally taken as zero. 

Earthing The means of connecting a conductor to Earth. 

Equipment Electrical plant in which conductors are used, or of which they form a part. 

High 
Voltage 
(HV) 

A voltage exceeding 1000 volts. 

HV Acceptor 
(HV2) 

A person licensed in writing by Powerlink as being competent to accept an HV 
Permit and who is responsible for ensuring that the work or testing detailed on 
the HV Permit is carried out correctly and safely. 

HV 
Authorised 
Person 
(HV1) 

A person licensed in writing by Powerlink as being competent to prepare 
Preliminary Statements, execute HV isolation and earthing activities, and to 
issue, accept and cancel HV Permits and Certificates. 

HV Master 
Record 
Card 
(HVMRC) 

A document prepared and held by the SSE, for a specified item of equipment 
recording the details of Preliminary Statements, the issue and cancellation of 
HV Permits and Certificates.  

HV Master 
Safety Key 

A key issued only to HV Authorised Persons that will operate all master locks 
on all key safes. 

HV Permit A safety document signed by an HV Authorised Person and issued with the 
consent of the SSE, confirming that the conductors of a particular item of 
equipment are safe for specified work or testing to be undertaken. 

Isolation Disconnection and separation of equipment from every source of electrical 
energy in such a way that the disconnection and separation are secure. 

Isolation 
and 
Earthing 
Activities 

Procedures adopted by an HV Authorised Person to enable HV equipment to 
be made ready for work or testing and for its restoration to service. These 
procedures include, but are not limited to:   

 Isolation of HV equipment; 

 Changes of  isolation of HV equipment; 

 The restoration of HV equipment; 

 Use of Live Line Detectors; 

 Connections/disconnections to Earth; 

 The placing and removal of Caution Notices, Safety Barriers and Danger 
Notices 
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