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Approval of an American National Standard requires verification by ANSI
that the requirements for due process, consensus, and other criteria for
approval have been met by the standards developer.

Consensus is established when, in the judgment of the ANSI Board of
Standards Review, substantial agreement has been reached by directly
and materially affected interests. Substantial agreement means much more
than a simple majority, but not necessarily unanimity. Consensus requires
that all views and objections be considered, and that a concerted effort be
made toward their resolution.

The use of American National Standards is completely voluntary; their
existence does not in any respect preclude anyone, whether they
have approved the standards or not, from manufacturing, marketing,
purchasing, or using products, processes, or procedures not conforming
to the standards.

The American National Standards Institute does not develop standards
and will in no circumstances give an interpretation of any American
National Standard. Moreover, no person has the right or authority to issue
an interpretation of an American National Standard in the name of the
American National Standards Institute. Requests for interpretation should
be addressed to the sponsor whose name appears on the title page of this
standard.

CAUTION NOTICE: This American National Standard can be revised or
withdrawn at any time. The procedures of the American National Standards
Institute require that action be taken periodically to reaffirm, revise, or
withdraw this standard. Purchasers of American National Standards
can receive current information on all standards by calling or writing the
American National Standards Institute.

This standard was developed by representative members of the Hollow Metal
Manufacturers Association Division (HMMA) of the National Association of
Architectural Metal Manufacturers (NAAMM) to provide information and
guidance on the installation and storage for hollow metal doors and frames.
This standard contains advisory information only and is published as a
public service by NAAMM and its HMMA Division.

NAAMM AND ITS HMMA DIVISION DISCLAIM ALL LIABILITY OF ANY KIND FOR THE
USE, APPLICATION OR ADAPTATION OF MATERIAL PUBLISHED IN THIS STANDARD.

Current information on all NAAMM Standards is available by calling, writing,
or visiting the website of the National Association of Architectural Metal
Manufacturers, www.naamm.org.

National Association of Architectural Metal Manufacturers
800 Roosevelt Road
Bldg. C, Suite 312
Glen Ellyn, lllinois 60137
Phone: (630) 942-6591 Fax: (639) 790-3095
www.naamm.org

Copyright © 1977, 1987, 1998, 2005, 2012, 2018

National Association of Architectural Metal Manufacturers
All Rights Reserved
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GLOSSARY OF TERMS
For Hollow Metal Doors and Frames

Documents

Definitions of terms commonly used in connection with Hollow Metal Work,
defined as they apply specifically to hollow metal, may be defined differently by other industries.

ACTIVE DOOR (ACTIVE LEAF): In a pair of doors, the door or doors in which the latching device is installed.

ACTUAL DOOR SYZE: The largest measured width by height of the door leaf as manufactured. Equat to the
nominal door size minus design clearance. Also referred to as Net Door Size.

ADJUSTABLE BASE ANCHOR: See ADJUSTABLE FLOOR ANCHOR.

or more pieces to accommodate various wall thickness.
Also referred to as an expandable frame or split frame.

ADJUSTABLE FRAME: A frame with profile in two ﬁ

ANCHOR: A metal device provided inside of a jamb, head, sill or mullion used to secure the frame to the adjacent
structure, such as wall, ceiling or floor. Also referred to as jamb anchor, wall anchor, floor anchor, etc. See listing;

ADJUSTABLE FLOOR: A metal device used to
secure a frame to floor at base which allows the
jamb to be positioned at a location in height above
floor. Typically used at a depressed slab or unleve!
floor condition. Also referred to as Adjustable
Base Anchor.

STEEL STUD WoOD STUD

COMPRESSION: An adjustable metal T
device, used to secure, adjust and square a slip ~

on frame. =

EXISTING WALL: A hole preparation,
generally in the soffit of a frame member, with
internal reinforcing and/or guide for an expansion
bolt, machine bolt, or screw. Used to secure the
frame to an existing opening.
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FIXED FLOOR: A metal device attached to the
bottom of the frame to secure a frame to the floor.
Also referred to as Base Anchor or Sill Anchor,

MASONRY STRAP & STIRRUP: A fixed
metal device used to secure the frame to new
masonry walls.

MASONRY “T”-SHAPED: A loose metal
device used to secure the frame to new masonry
walls.

MASONRY WIRE: A loose metal device used
to secure the frame to new masonry walls.

MULLION: A metal clip or angle in either 1 or
2 pieces, secured to the floor in which mullion is
then positioned over.

POURED IN PLACE: A metal device used to
secure a frame to new concrete pour in place
wall.

SILL: A metal channel secured to the floor in
which the sill section of a hollow metal frame is
positioned over.

STEEL STUD: A metal device secured in a
frame to be used for attachment to a wall built
with steel studs.

ot
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WOOD STUD: A metal device secured in a
frame to be used for attachment in a wall built
with wood studs.

Documents

APPLIED STOP: A separate surface mounted
channel, typically used on a cased opening section.
Creates a rabbeted frame profile.

i

APPLIED TRIM: A decorative piece mounted to the
face of a frame or door.

ARMOR PLATE: A plate that can be of various materials and thicknesses applied to a door and /or frame
externally, and can extend to the full height and width of the door. Not to be confused with ballistic resistance armor.

ASTRAGAL: A component or combination of components applied to; (a) a single door; (b) one or both doors of a
pair at their meeting stiles to cover the door edge clearance; (c) the bottom edge of the flush transom panel; or (d)
the bottom of the top leaf of a dutch door. The Astragal closes the clearance gab for the purpose of ensuring privacy;
minimizes the passage of light; retard the passage of air, sound, smoke or flame; and provides additional security.
Provided by the hollow metal manufacturer, or the hardware supplier.

FLAT SURFACE: A one-piece steel strip s ;
attached to one door and overlapping the other
door when in the closed position. 1 I 3

INTEGRAL: Either face of a door in a pair,

formed at its lock edge to overlap the adjacent 1 3
leaf. “

WRAP AROUND: A formed piece of steel W

attached to one leaf of a pair, and overlapping
the other door when in the closed position.
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BACKBEND: The element of the frame profile which RETURN '—'—F
extends from the return and is formed parallel to the

wall, inside the throat. Also referred to as second return, BACKBEND
double return or drywall return. See FRAME :l
ELEMENTS for additional details.

Documents

BACKSET: The distance from a cutout or datum line for a hardware preparation from a defined datumn a door or

frame.

FLUSH BOLT: The distance from the
centerline of the lock edge of a door to the - —q:_
centerline of the bolt. Shown on beveled edge
door.

e T e

HINGE: On a door, the distance from the push
side face sheet to the edge of the hinge cutout.
On a frame rabbet, the distance from the stop to
the edge of the hinge cutout.

e

LOCK: The distance from the centerline of the #
lock edge of a door to the centerline of the lock .
face prep. Shown on beveled edge door.

STRIKE: Cn a frame rabbet, the distance from
the stop to the edge of the strike cutout. On the
door edge, the distance from the push side face
sheet to the edge of the strike cutout.

BASE: See SILL.

BASE ANCHOR: See ANCHOR.

BASE ANCHOR EXTENSION: See FLOOR ANCHOR EXTENSION.

BELOW FLOOR: Below the top of the concrete or structural slab. See also Jamb Extension.

BEVELED EDGE: See EDGE, BEVELED.
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