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EXTERIOR APPLICATON PROCEDURES 
FOR PLANT APPLIED TAPE COATINGS 

TO STEEL PIPE 
 
 
1. General 

a. These specifications may be used in whole or in part by anyone without prejudice, 
if recognition of the source is included.  The National Association of Pipe Coating 
Applicators (NAPCA) assumes no responsibility for the interpretation or use of 
these specifications.   

b. The intended use of these coatings is to provide corrosion protection for buried 
pipelines.  Above ground storage of coated pipe in excess of 6 months without 
additional Ultraviolet protection is not recommended. 

c. The following definitions apply: 
i. Applicator - The contractor who applies the coating to the pipe. 
ii. Company - The purchaser of the coated pipe or the entity for whom the 

Applicator coats the pipe. 
iii. SSPC - The Steel Structures Painting Council. 
iv. NACE - NACE International. 
v. Manufacturer - The company that makes the coating materials which are 

applied to the pipe.   
 
2. Scope 

a. The Applicator shall furnish all labor, equipment and material required, shall 
prepare all surfaces to be coated and shall apply the coating to all surfaces to be 
coated. 

b. This specification covers the material and application for in-plant application of 
cold applied tapes to the exterior of all diameters of steel pipe through mechanical 
methods. 

c. The total thickness of the system is variable and is achieved through multi-layer 
build-up of the innerwrap and outerwrap.  The ultimate thickness of the coating is 
dictated by and dependant upon pipe diameter, pipe weight, operating conditions 
and conditions along the right of way.  In some cases, more than one application 
of the outerwrap may be desired. 

 
3. Pipe Conditions 

a. Pipe delivered to the Applicator for coating shall be free of protective oils, 
lacquers, mill primer, dirt or any other deleterious surface contamination which 
may affect the application of the coating.  The pipe surface shall be as free as 
possible from scabs, slivers and laminations.   

b. Any paint markings or stenciling of the pipe surface shall be of the type and 
thickness that can be removed easily during normal surface preparation. 

 
4. Handling of Bare Pipe 

Full document details: NAPCA 15-83-94 0

http://www.avadocuments.com/doc/napca-15-83-94-0
http://www.avadocuments.com/doc/napca-15-83-94-0


a. Proper equipment for unloading, handling, and temporary storage of bare pipe 
shall be used to avoid any damage to the pipe or pipe ends. 

b. If internally coated pipe is received at the Applicator's plant, care shall be taken to 
avoid damage to the internal coating or the obliteration of the internal pipe 
markings during any phases of work covered by this specification.  Internal 
coatings must be capable of withstanding the processing conditions necessary for 
the application of the external coating. 

c. The Applicator shall visibly inspect the pipe upon receipt for damage such as 
dents, flat ends, and bevel damage.  Any damage observed at this point shall be 
noted on the inbound tally, and the Company shall be informed within 24 hours of 
receipt of the pipe.  Any non-visible defects such as slivers, scabs, laminations, 
burrs, dents, etc. will be observed after the pipe is blast cleaned and at the 
Company's request, removed as an extra work item. 

 
5. Material and Workmanship 

a. All material furnished by the Applicator shall be of the specified quality.  All 
work shall be done in a thorough workmanlike manner.  The entire operation of 
pipe receiving, stockpiling, surface preparation, coating application, storage and 
loadout shall be performed under the supervision of and by experienced personnel 
skilled in the application of protective coating.   

 
6. Equipment 

The Applicator's equipment shall be in such condition as to permit the Applicator to 
follow the procedure and obtain results prescribed in these specifications.   

 
7. Coating Material 

a. All coating materials, including repair or patch materials, purchased or used under 
these specifications, shall be packaged in suitable and approved containers.  The 
containers shall be plainly marked with the name of the Manufacturer, type of 
material and batch or lot number where applicable.  Bulk shipments shall be 
allowed provided the above information is included in the bill of lading. 

b. The coating material shall be packaged in containers suitable to keep the contents 
clean and dry during handling, shipping and storage.  Storage and handling 
conditions shall be in accordance with the Manufacturer's recommendations. 

c. Precautions shall be taken during the handling, shipping and storage of all 
materials to prevent damage to the containers that would result in contamination 
of the coating materials.  All contaminated, or otherwise damaged materials shall 
be discarded. 

d. The tape system shall be composed of the following components. 
i. Primer supplied in liquid form consisting of solid ingredients carried in a 

solvent.  The primer shall be compatible with the inner and outer wraps.  
The function of the primer is to provide a highly effective bonding 
medium between the pipe surface and the corrosion protection innerwrap. 

ii. Corrosion Protection Innerwrap Tape consisting of a polyethylene backing 
and a butyl rubber adhesive supplied in suitable thicknesses in roll form.  
The innerwrap is applied after the primer and prior to the outerwrap.  The 
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