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INTRODUCTION

It is the purpose of the National Board Inspection Code (NBIC) to maintain the integrity of pressure-retaining 
items and pressure relief devices by providing rules for post-construction activities. In providing these rules, 
the NBIC helps to ensure the safety of the pressure-retaining items’ and pressure relief devices’ continued 
use.

The NBIC is intended to provide rules, information, and guidance to manufacturers, jurisdictions, Inspectors, 
owner-users, installers, contractors, and other individuals and organizations performing or involved in post-
construction activities, thereby encouraging the uniform administration of rules pertaining to pressure-retaining 
items and pressure relief devices. A thorough understanding of the NBIC’s information and conformity to its 
requirements will promote personal and public safety.

SCOPE
The NBIC recognizes four important areas of post-construction activities for pressure-retaining items and 
pressure relief devices:
•	 Installation
•	 Inspection
•	 Repairs and Alterations
•	 Testing of Pressure Relief Devices
The NBIC provides rules, information, and guidance for post-construction activities involving pressure-retain-
ing items and pressure relief devices; however, such rules, information, and guidance is not all-encompass-
ing. Where complete details are not provided in this Code, the Code user is advised to seek guidance from 
the applicable jurisdiction or other technical sources. 

The words “shall,” “should,” and “may” are used throughout the NBIC and have the following intent:
•	 Shall – action that is mandatory.
•	 Should – indicates a preferred but not mandatory means to accomplish the requirement unless specified 

by other sources, such as the jurisdiction.
•	 May – permissive; not required or a means to accomplish the specified task.

ORGANIZATION
The NBIC is organized into four parts to coincide with specific post-construction activities involving pressure-
retaining items and pressure relief devices. Each part provides general and specific rules, information, and 
guidance within each applicable post-construction activity. Individual NBIC parts or other published standards 
may contain additional information or requirements needed to meet the rules of the NBIC. Each part provides 
specific references to direct the user where to find this additional information. NBIC parts are identified as:
•	 Part 1, Installation – This part provides requirements and guidance to ensure the proper installation and 

functioning of all types of pressure-retaining items. Installation includes meeting specific safety criteria for 
construction, materials, design, supports, safety devices, operation, testing, and maintenance.

•	 Part 2, Inspection – This part provides information and guidance needed to perform and document  
inspections for all types of pressure-retaining items. This part includes information on personnel safety, 
non-destructive examination, tests, failure mechanisms, types of pressure equipment, fitness for service, 
risk-based assessments, and performance-based standards.

•	 Part 3, Repairs and Alterations – This part provides requirements and guidance to perform, verify, and 
document acceptable repairs or alterations to pressure-retaining items regardless of code of construc-
tion. Alternative methods for examination, testing, heat treatment, etc., are provided when the original 
code of construction requirements cannot be met. Specific acceptable and proven repair methods are 
also provided.

•	 Part 4, Pressure Relief Devices – This part provides information and guidance to ensure pressure relief 
devices are installed properly, that inspections of pressure relief devices are performed and documented 
properly, and that repairs to pressure relief devices are performed, verified, and documented properly. 
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Each part of the NBIC is divided into major sections as outlined in the Table of Contents.

TEXT IDENTIFICATION AND NUMBERING
Each page in the text displays the publication name and publication year in the header; the footer of each 
page displays the designated section and page number. The numbering sequence for each section begins 
with the section number followed by a period to further designate major sections (e.g., 1.1, 1.2, 1.3). Major 
sections are subdivided using periods to designate subsections within that major section (e.g., 1.1.1, 1.2.1, 
1.3.1). Subsections can be further divided as necessary. Paragraphs under sections or subsections shall be 
designated with a small letter followed by a parenthesis (e.g., a), b), c)) and are further subdivided using a 
number followed by a parenthesis (e.g., 1), 2), 3)). 

Subdivisions of paragraphs beyond this point will be designated using a hierarchical sequence of numbers 
and letters, each of which is followed by a period.

Example:	 2.1 Major Section
			   2.1.1 Section
			   2.1.2 Section
				    2.1.2.1 Subsection
					     a) paragraph
					     b) paragraph
						      1) subparagraph
						      2) subparagraph
							       a. subdivision
								        1. subdivision
								        2. subdivision
							       b. subdivision
								        1. subdivision
								        2. subdivision

Each part of the NBIC typically contains tables, charts, and figures within or after each major section. 
Tables, charts, and figures provide relevant illustrations or supporting information for text passages and are 
designated with numbers corresponding to the paragraph they illustrate or support within each section or 
subsection. Multiple tables, charts, or figures referenced by the same paragraph are marked with additional 
letters sequentially arranged to reflect the order of reference. 

SUPPLEMENTS
Supplements are contained in each part of the NBIC to provide requirements and guidance pertaining only 
to a specific type of pressure-retaining item (e.g., locomotive boilers, historical boilers, graphite pressure 
vessels) or to a specific subject (e.g., report forms, alternative repair methods, etc.). Supplements follow 
the same numbering system used for the main text but are preceded by the letter “S.” Each page of the 
supplement is tabbed to identify the supplement number.

EDITIONS
Editions of the NBIC are published every two years.  Editions are permissive on the date issued; however, 
they become mandatory six months after the date of issue. Substantive revisions or additions that have been 
incorporated into the NBIC since the last edition are noted with the two-digit publication year, enclosed in 
parentheses in the margin next to the section, or subsection containing the revisions and/or additions.

CODE STAMPING
American Society of Mechanical Engineers (ASME) Code “stamping” referenced throughout the NBIC in-
cludes the ASME Boiler and Pressure Vessel Code Symbol Stamps used for conformity assessment prior to 
the 2010 edition/2011 addenda; it also includes the ASME Single Certification Mark with applicable ASME 
Designator required to meet the later editions of the ASME Boiler and Pressure Vessel Code sections.  When 
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other construction codes or standards are utilized for repairs or alterations, stamping shall refer to the identi-
fication symbol stamp required by that code or standard. 

INTERPRETATIONS, CODE ADDITIONS, AND CODE REVISIONS
The NBIC Committee meets regularly to consider requests for interpretations, revisions, and additions for 
this Code. Interpretations are provided for each part and are specific to the Code edition and addenda 
referenced in the interpretation; interpretations may be used with subsequent editions of the NBIC provided 
the requirements have not changed. Interpretations provide clarification of existing rules in the NBIC, but are 
not part of the NBIC. Code revisions and additions are intended to accommodate technological developments, 
address administrative requirements, or clarify Code intent. 

The NBIC Committee does not act as a consultant for specific issues with pressure relief devices or for issues 
with installation, inspection, repair, or alteration activities; nor does the NBIC Committee act as a consultant 
for the general application or understanding of Code requirements. After reviewing the inquiry, the committee 
may recommend the inquirer seek assistance from another source. In this case, the request will be returned 
with a statement that consulting questions are not the responsibility of the committee, and the committee 
recommends the inquirer seek assistance from a competent source.

Interested parties may submit requests for Code interpretations, revisions, and additions through the National 
Board Business Center by following these steps:

1.	 Navigate to https://buscenter.nationalboard.org in your web browser;

2.	 Sign in to the Business Center (this may require creating an account);

3.	 Navigate to the NBIC tab and select “Request”;

4.	 Click “Make a Request”;

5.	 Select your request type; and

6.	 Fill out all fields in the request form and click the “Submit Request” button.

National Board staff will review all new requests before submitting them to the NBIC Committee for consider-
ation at the next scheduled NBIC meeting.

PRESENTATION REQUESTS
From time to time someone requests to give a presentation to specific NBIC committees (e.g., subgroups, 
subcommittees, NBIC Main Committee). Requests to give a presentation to any committee shall be submitted 
in writing to the NBIC Committee Secretary at least one month prior to the scheduled NBIC meetings. The written 
request shall specify the subject and committee(s) to which you are requesting to provide the presentation. All 
requests shall contain a copy of the presentation in a format that is acceptable to the NBIC Secretary, such 
as Microsoft PowerPoint. Requests should be emailed to the NBIC Secretary at  NBICSecretary@nbbi.org.

Commercial promotion is not permitted.

All requests for presentations are subject to the approval of The National Board and the Chair(s) of the 
specific committee(s).

JURISDICTIONAL PRECEDENCE
The NBIC references the requirements of the “jurisdiction.” Where any provision herein presents a direct 
or implied conflict with any jurisdictional regulation, the jurisdictional regulation shall govern. Where the 
requirements of the jurisdiction do not meet the minimum requirements of the NBIC Part 3, the National Board 
“R” or “NR” Symbol stamp shall not be applied, and the applicable “R” reports shall not be signed by the “R” 
or “NR” Certificate Holder or the Inspector.
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UNITS OF MEASUREMENT
Both United States (U.S.) customary units and metric units (or International System [SI] units) are used 
in the NBIC. The values stated in U.S. customary units or SI/metric units are to be regarded separately 
as the standard. Throughout the NBIC, whenever a U.S. customary unit is referenced, the equivalent SI/
metric unit follows in parentheses. In NBIC Part 2, Supplement 6 and NBIC Part 3, Supplement 6, regarding 
United States Department of Transportation (DOT) Transport Tanks, the U.S. customary unit is noted in 
parentheses following each metric unit reference.

U.S. customary units or metric units may be used with this edition of the NBIC, but one system of units shall 
be used consistently throughout a repair or alteration of a pressure-retaining item. National Board-accredited 
repair organizations shall ensure the appropriate units are used consistently throughout all phases of work. 
This includes materials, design, procedures, testing, documentation, and stamping. The NBIC policy for 
metrication is outlined in Section 7 of each part of the NBIC.

ACCREDITATION PROGRAMS
The National Board administers four specific accreditation programs as shown below:

“R”……….Repairs and alterations to pressure-retaining items (NB-415)
“VR”……..Repairs to pressure relief valves (NB-514)
“NR”……..Repair and replacement activities for nuclear items (NB-417)
“T/O”…….Testing of pressure relief valves (NB-528)

The administrative requirements for these accreditation programs can be viewed on the National Board’s 
website at www.nbbi.org.

The National Board also administers four specific accreditation/acceptance programs for inspection agencies 
as shown below:

New Construction
	 National Board Acceptance of Authorized Inspection Agencies Accredited by the American  

Society of Mechanical Engineers (NB-360)
Inservice 
	 Accreditation of Authorized Inspection Agencies Performing Inservice Inspection Activities  

(NB-369)
Owner-User 
	 Accreditation of Owner-User Inspection Organizations (NB-371)
	 Owners or users may be accredited for both a repair and inspection program provided the requirements 

for each accreditation program are met.

These programs can be viewed on the National Board’s website at www.nbbi.org. For questions or further 
information regarding these programs, contact the National Board by phone at (614) 888-8320 or by fax at 
(614) 847-1828.

CERTIFICATES OF AUTHORIZATION FOR ACCREDITATION PROGRAMS
Any organization seeking accreditation for a National Board program(s) shall apply to the National Board 
to obtain a Certificate of Authorization for the requested scope of activities. A confidential review shall be 
conducted to evaluate the organization’s quality management system and its implementation of the same. 
Upon completion of the evaluation, a recommendation regarding the applicable Certificate of Authorization 
will be sent to the National Board.

Certificate of Authorization scope, issuance, and revisions for National Board accreditation programs are 
specified in the applicable National Board procedures. When the quality management system requirements 
of the applicable accreditation program have been met, a Certificate of Authorization, and National Board 
Symbol stamp if applicable, will be issued.
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The National Board of Boiler and Pressure Vessel Inspectors is an organization comprised of Chief Inspectors 
for the states, cities, and territories of the United States and provinces and territories of Canada. It is orga-
nized for the purpose of promoting greater safety to life and property by securing concerted action and main-
taining uniformity in post-construction activities of pressure-retaining items, thereby ensuring acceptance 
and interchangeability among Jurisdictional authorities responsible for the administration and enforcement of 
various codes and standards.

In keeping with the principles of promoting safety and maintaining uniformity, the National Board originally 
published the NBIC in 1946, establishing rules for inspection and repairs to boilers and pressure vessels.
The National Board Inspection Code (NBIC) Committee is charged with the responsibility for maintaining and 
revising the NBIC. In the interest of public safety, the NBIC Committee decided, in 1995, to revise the scope 
of the NBIC to include rules for installation, inspection, and repair or alteration to boilers, pressure vessels, 
piping, and nonmetallic materials.

In 2007, the NBIC was restructured into three parts specifically identifying important post-construction activities 
involving safety of pressure-retaining items. This restructuring provides for future expansion, transparency, 
uniformity, and ultimately improving public safety.

In 2017, the NBIC was once again restructured into 4 parts, adding a new Part 4, Pressure Relief Devices. 
This purpose of this restructuring was to provide one distinct integrated part for pressure relief devices 
compiled from all PRD information referenced in Part 1, Installation; Part 2, Inspection; and Part 3, Repairs 
and Alterations.

The NBIC Committee’s function is to establish rules of safety governing post-construction activities for the 
installation, inspection, and repair and alteration of pressure-retaining items, and to interpret these rules when 
questions arise regarding their intent. In formulating the rules, the NBIC Committee considers the needs and 
concerns of individuals and organizations involved in the safety of pressure-retaining items. The objective of 
the rules is to afford reasonably certain protection of life and property, so as to give a reasonably long, safe 
period of usefulness. Advancements in design and material and the evidence of experience are recognized.

The rules established by the NBIC Committee are not to be interpreted as approving, recommending, or en-
dorsing any proprietary or specific design, or as limiting in any way an organization’s freedom to choose any 
method that conforms to the NBIC rules.

The NBIC Committee meets regularly to consider revisions of existing rules, formulation of new rules, and 
respond to requests for interpretations. Requests for interpretation must be addressed to the NBIC Secretary 
in writing and must give full particulars in order to receive Committee consideration and a written reply. Pro-
posed revisions to the code resulting from inquiries will be presented to the NBIC Committee for appropriate 
action.

Proposed revisions to the code approved by the NBIC Committee are submitted to the American National 
Standards Institute and published on the National Board web-site to invite comments from all interested per-
sons. After the allotted time for public review and final approval, the new edition is published. The Foreword, 
Introduction, Personnel and Index Sections of the NBIC are provided for guidance and informational purposes 
only and shall not be considered a part of the Code. These sections are not approved by the NBIC Committee 
or submitted to the American National Standards Institute.

Organizations or users of pressure-retaining items are cautioned against making use of revisions that are less 
restrictive than former requirements without having assurance that they have been accepted by the Jurisdic-
tion where the pressure-retaining item is installed.

The general philosophy underlying the NBIC is to parallel those provisions of the original code of construc-
tion, as they can be applied to post-construction activities. The NBIC does not contain rules to cover all 
details of post-construction activities. Where complete details are not given, it is intended that individuals or 
organizations, subject to the acceptance of the Inspector and Jurisdiction when applicable, provide details 

Full document details: NBIC NB23-1 2025

http://www.avadocuments.com/doc/nbic-nb23-1-2025
http://www.avadocuments.com/doc/nbic-nb23-1-2025


XIV

NATIONAL BOARD INSPECTION CODE2025

FOREWARD

for post-construction activities that will be as safe as otherwise provided by the rules in the original code of 
construction.

Activities not conforming to the rules of the original code of construction or the NBIC must receive specific 
approval from the Jurisdiction, who may establish requirements for design, construction, inspection, testing, 
and documentation.

There are instances where the NBIC serves to warn against pitfalls; but the code is not a handbook, and can-
not substitute for education, experience, and sound engineering judgment. It is intended that this edition of 
the NBIC not be retroactive. Unless the Jurisdiction imposes the use of an earlier edition, the latest effective 
edition is the governing document.

COLOR IMAGES
Color images of certain figures and photographs found in the NBIC are available to view on the National 
Board’s website, on the NBIC Publication Information page under the NBIC tab. For those using a digital 
copy of the NBIC, you may click the link below to directly access that page. For those using a physical copy 
of the NBIC, you may scan the QR code to access the page on a mobile device.

NBIC Publication Information Page
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PART 1, SECTION 1 
INSTALLATION — GENERAL GUIDELINES

1.1	 SCOPE

This part provides requirements and guidelines for the installation of power boilers, steam heating boilers, 
hot-water heating boilers, hot-water supply boilers, potable water heaters, pressure vessels and piping.

The proper installation of boilers, pressure vessels, piping, and other pressure-retaining items is essential 
for safe and satisfactory operation. The owner-user is responsible for ensuring that installations meet all the 
requirements of the Jurisdiction at the point of installation including licensing, registration, or certification 
of those performing installations. NBIC Part 1 identifies minimum safety requirements for installing pres-
sure-retaining items when NBIC Part 1 is mandated by a Jurisdiction. Otherwise, the requirements specified 
in NBIC Part 1 provide information and guidance for installers, contractors, owners, inspectors, and Juris-
dictions to ensure safe and satisfactory installation of specified pressure-retaining items. Jurisdictions may 
require other safety standards, including following manufacturer’s recommendations. When a Jurisdiction 
establishes different requirements or where a conflict exists, the rules of the Jurisdiction prevail. Users of 
NBIC Part 1 are cautioned that other requirements may apply for a particular installation and NBIC Part 1 is 
not a substitute for sound engineering evaluations.

1.2	 PURPOSE 

a)	 The purpose of these rules are to establish minimum requirements, which, if followed, will ensure that 
pressure-retaining items, when installed, may be safely operated, inspected, and maintained.

b)	 It should be recognized that many of the requirements included in these rules must be considered in 
the design of the pressure-retaining item by the manufacturer. However, the owner-user is responsible 
for ensuring that the installation complies with all the applicable requirements contained herein. Further, 
the installer is responsible for complying with the applicable sections when performing work on behalf of 
the owner-user.

1.3	 APPLICATION OF THESE RULES 

a)	 As referenced in lower case letters, the terms “owner,” “user,” or “owner-user” mean any person, firm, 
or corporation legally responsible for the safe operation of the boiler, pressure vessel, piping, or other 
pressure-retaining item. Further, where the term “owner” is used, it shall mean the owner, or user, or the 
owner’s or user’s designee. 

b)	 Where the owner is required to perform an activity, it is intended that the owner or the owner’s designee 
may perform the activity; however, the owner retains responsibility for compliance with these rules.

c)	 These rules refer to documentation obtained from the Jurisdiction (installation permit, operating permit). 
It is not intended to require the Jurisdiction to issue such permits but rather a caution to owners and 
installers that such permits may be required.

1.4	 CERTIFICATION, INSPECTION, AND JURISDICTIONAL REQUIREMENTS 

1.4.1	 RESPONSIBILITY 

a)	 The owner is responsible for satisfying jurisdictional requirements for certification and documentation. 
When required by jurisdictional rules applicable to the location of installation, the boilers, pressure ves-
sels, piping, and other pressure-retaining items shall not be operated until the required documentation 
has been provided by the installer to the owner and the Jurisdiction.
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b)	 The National Board Commissioned Inspector providing inservice inspection for the facility in which the 
pressure-retaining item is installed has the following responsibilities:

1)	 Verify the Form I-1: Boiler Installation Report has been completed and signed by the installer, when 
required by the jurisdiction;

2)	 Verify pressure-retaining items comply with the laws and regulations of the Jurisdiction governing 
the specific type of boiler or pressure vessel;

3)	 Verify any repairs or alterations to pressure-retaining items, which are conducted prior to, or during, 
the initial installation, are in accordance with the NBIC;

4)	 Request or assign jurisdictional identification number, when required by the Jurisdiction; and

5)	 Complete and submit the first inservice inspection/certificate report to the Jurisdiction when required 
by the Jurisdiction.

c)	 Unless otherwise specifically required by the Jurisdiction, the duties of the inservice inspector do 
not include the installation’s compliance with manufacturer’s recommendations or applicability of, or 
compliance with, other standards and requirements (e.g., environmental, construction, electrical, unde-
fined industry standards, etc.) for which other regulatory agencies have authority and responsibility to 
oversee.

1.4.2	 EQUIPMENT CERTIFICATION 

a)	 All boilers, pressure vessels, piping, and other pressure-retaining items shall have documented 
certification from the manufacturer indicating that the boiler, pressure vessel, piping, or any other pres-
sure-retaining items comply with the requirements of the code of construction. The certification shall 
identify the “Addenda” for a code of construction to which all pressure-retaining items were fabricated.

b)	 Package boilers having external piping disassembled and shipped with the boiler shall have a method 
for traceability of the disassembled piping that can be verified at the time of installation and inspection. 
The manufacturer of the package boiler is responsible for determining a method of traceability.

1.4.3	 JURISDICTIONAL REVIEW 

a)	 The owner shall determine jurisdictional requirements (e.g., certificates, permits, licenses, etc.) before 
installing the equipment. The organization responsible for installation shall obtain all permits required by 
the Jurisdiction prior to commencing installation.

b)	 The owner shall determine jurisdictional requirements (e.g., certificates, permits, licenses, etc.) before 
operating the equipment. The owner shall obtain operating certificates, permits, etc., required by the Juris-
diction prior to commencing operation.

1.4.4	 INSPECTION 

All boilers, pressure vessels, piping, and other pressure-retaining items shall be inspected and tested after 
installation and prior to commencing operation.

1.4.5	 FORM I-1: BOILER INSTALLATION REPORT 

a)	 Upon completion, inspection, testing, and acceptance of the installation, the installer shall complete 
and certify the Form I-1: Boiler Installation Report for all power boilers, hot-water heating boilers, 
steam-heating boilers, hot-water supply boilers, and potable water heaters.
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b)	 The Form I-1 shall be submitted as follows:

1)	 One copy to the owner; and

2)	 One copy to the Jurisdiction, if required.

1.4.5.1	 FORM I-1: BOILER INSTALLATION REPORT, see Pg. 6

1.4.5.1.1	 GUIDE FOR COMPLETING THE NATIONAL BOARD FORM I-1: BOILER  
INSTALLATION REPORT

a)	 Owner/Financially Responsible Party Information 

1)	 Business name of the owner or financially responsible party. 

2)	 Jurisdictionally assigned number for the owner (if applicable). 

3)	 Owner’s mailing address. 

4)	 Owner’s contact information. 

b)	 Site Information 

1)	 Business name or identifier site where the equipment is installed. 

2)	 Jurisdictionally assigned number for the site (if applicable). 

3)	 Physical address of the site. 

4)	 Contact information for the site. 

5)	 The nature of business conducted at the site. 

6)	 Does the location constitute a place of public assembly? (yes/no) 

c)	 Installation Information 

1)	 Business name of the organization who performed the installation. 

2)	 Installer license number (if applicable). 

3)	 Installation permit number (if applicable). 

4)	 Contact information for the installer. 

5)	 Condition of the equipment that was installed (new/used/temporary). 

6)	 Is the new equipment a replacement for an existing unit? 

d)	 Equipment Information 

1)	 Name or designator for equipment (e.g., “Boiler 3B” or “Shop Air Compressor”). 

2)	 Physical location of the equipment within the site (e.g., “Basement Mech. Room”). 

3)	 Equipment type (e.g., “firetube boiler” or “cold isostatic press”). 

4)	 Jurisdictionally assigned number for the equipment (if applicable). 

5)	 Number of sections if the equipment is a cast boiler (# or N/A).  Note, not all cast boilers are sectional. 
Mono-block cast boilers should be described as having one section. 

(25)
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6)	 Number of modules if the equipment is a modular boiler or water heater (# or N/A). 

7)	 Service for which the equipment is used (e.g., hot-water heating, storage, or process). 

e)	 Code Information 

1)	 Manufacturer as stamped on the code plate. 

2)	 Date of manufacture as stamped on the code plate. 

3)	 National Board Registration number, if applicable. 

4)	 Serial number, if applicable. 

5)	 ASME Code stamp, if applicable. 

6)	 Maximum allowable working pressure as stamped on the code plate. 

7)	 Maximum allowable temperature (if applicable). 

8)	 Will a Manufacturer’s Data Report be submitted with the Form I-1? (yes/no) 

9)	 Additional National Board Registration numbers or serial numbers for modular type equipment. 

f)	 Firing Information 

1)	 Is the equipment fired or unfired? 

2)	 How is the equipment fired (automatic, hand, stoker, N/A, etc.)? 

3)	 The fuel/energy source for the equipment (e.g., natural gas, solid fuel, electricity, N/A, etc.). 

4)	 What code does the fuel train comply with (e.g., CSD-1, NFPA 85, N/A, etc.)? 

5)	 The heat input of the equipment in BTU/hr (if applicable). 

6)	 Heating surface of the equipment in square feet (if applicable). 

g)	 Physical Construction and Clearances 

1)	 Diameter, length, and volume of the equipment (if appropriate). 

2)	 Type of inspection openings provided (e.g., handhole, manhole, none). 

3)	 Document the combustion air provided (if applicable). 

4)	 Clearances from the equipment to walls or structures in the indicated directions. 

h)	 Controls and Safety Devices 

1)	 Number of pressure relief devices provided for the equipment. 

2)	 The type of pressure relief device(s) provided. 

3)	 The ASME Code Symbol stamp on the provided pressure relief device (if applicable). 

4)	 Set point(s) of pressure relief device(s) provided. 

5)	 Minimum required relieving capacity of the equipment. 

6)	 Total stamped relieving capacity provided. 
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7)	 Type of primary low-water cutoff device (e.g., float, probe, flow switch, etc.). 

8)	 Type of secondary low-water cutoff device (e.g., float, probe, etc.). 

9)	 Is a high-pressure limit switch provided (if applicable)? 

10)	Is a high-pressure limit switch with manual reset provided (if applicable)? 

11)	 Is a high-temperature limit switch provided (if applicable)? 

12)	Is a high-temperature limit switch with manual reset provided (if applicable)? 

13)	Is a thermometer installed (if applicable)? 

14)	Is a means of disconnecting electrical power provided (if applicable)? 

15)	Is a remote emergency shutoff switch provided (if applicable)? 

16)	Is a carbon monoxide detector or alarm installed in the equipment room? 

i)	 Inspection Information 

1)	 What type of inspection was performed (internal or external)? 

2)	 Was a pressure test performed? 

3)	 If a pressure test was performed, what was the test medium? 

4)	 If a pressure test was performed, what was the test pressure? 

5)	 If a pressure test was performed, what was the test temperature? 

6)	 If a pressure test was performed, what was the hold time? 

7)	 Have all other code requirements been met? 

8)	 Was the installation found satisfactory? 

9)	 Are any corrections required? 

10)	What was the date of inspection? 

11)	 How long did the inspection take? 

j)	 Comments 

1)	 Comments deemed necessary by the person submitting the Form I-1. 

k)	 Submission Information 

1)	 Name of the person filling out and submitting the Form I-1. 

2)	 Title of the person submitting the Form I-1. 

3)	 The business name of the submitter’s employer. 

4)	 Submitter contact information. 

5)	 Commission or license number of the submitter. 

6)	 Date of submission. 
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This form may be obtained from The National Board of Boiler and Pressure Vessel Inspectors 1055 Crupper Avenue, Columbus, Ohio 43229-1183

FORM I-1 BOILER INSTALLATION REPORT
in accordance with provisions of the National Board Inspection Code in accordance with the provisions of the National 

Board Inspection Code: Standard form for jurisdictions operating under the NBIC and ASME Code

1:  OWNER/FINANCIALLY RESPONSIBLE PARTY INFORMATION
OWNER NAME JURISDICTIONALLY ASSIGNED OWNER NUMBER

OWNER ADDRESS (STREET, PO BOX, RR) CITY STATE ZIP CODE

OWNER CONTACT NAME PHONE E-MAIL

2:  SITE INFORMATION
SITE NAME JURISDICTIONALLY ASSIGNED SITE NUMBER

SITE ADDRESS (STREET) CITY STATE ZIP CODE       

SITE CONTACT NAME           PHONE             E-MAIL

SITE BUSINESS TYPE/NATURE PLACE OF PUBLIC ASSEMBLY?      

3:  INSTALLATION INFORMATION
INSTALLER NAME           INSTALLER LICENSE NUMBER         PERMIT NUMBER         

INSTALLER CONTACT NAME         PHONE         E-MAIL

INSTALLATION CONDITION (New / Used / Temporary)          REPLACEMENT IN KIND?        

4:  EQUIPMENT INFORMATION
 EQUIPMENT NAME (owner/user supplied designator)    EQUIPMENT LOCATION ON SITE    EQUIPMENT TYPE   JURISDICTIONALLY ASSIGNED NUMBER     

CAST SECTIONS  NUMBER OF MODULES    SERVICE / USE     

5:  CODE INFORMATION
MANUFACTURER    DATE OF MANUFACTURE   NB NUMBER     SERIAL NUMBER     ASME DESIGNATOR:    A S   U   HLW   M   E H   

Other:

MAWP (psi)     MAX. TEMPERATURE    MANUFACTURER’S DATA REPORT ATTACHED?    ADDITIONAL NB OR SERIAL NUMBERS   

6:  FIRING INFORMATION
FIRED / UNFIRED   METHOD OF FIRING    FUEL TYPE     FUEL TRAIN TYPE   HEAT INPUT     HEATING SURFACE     

7:  PHYSICAL CONSTRUCTION AND CLEARANCES
DIAMETER         LENGTH     VOLUME     INSPECTION OPENINGS?   ADEQUATE COMBUSTION AIR?           

Unobstructed Opening [sq. In.]:  
Power Ventilator Fan [C F M]:   

CLEARANCES:     LEFT     RIGHT BOTTOM TOP

NB-365, Rev. 4, (03/03/25)

Page 1 of 2

a)1) a)2)

a)3) a)3) a)3) a)3)

a)4)a)4)a)4)

b)1) b)2)

b)3) b)3) b)3) b)3)

b)4) b)4) b)4)

b)5) b)6)

c)1) c)2) c)3)

c)4) c)4) c)4)

c)5) c)6)

d)1) d)2)

d)5)

e)1) e)2) e)3) e)4) e)5)

e)6) e)8) e)9)

f )1) f )2) f )3) f )4) f )5) f )6)

g)1)

g)4) g)4) g)4)g)4) g)4)

g)1) g)1) g)2)

g)3)

e)7)

d)6) d)7)

d)3) d)4)
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This form may be obtained from The National Board of Boiler and Pressure Vessel Inspectors 1055 Crupper Avenue, Columbus, Ohio 43229-1183

8:  CONTROLS AND SAFETY DEVICES
NUMBER OF PRDs PRD TYPE    PRD SYMBOL 

STAMP    
  

PRD SETPOINT(S)     MINIMUM REQUIRED 
RELIEVING   h) 5) CAPACITY

TOTAL STAMPED RELIEVING CAPACITY    

PRIMARY LWCO TYPE? SECONDARY LWCO TYPE? HIGH PRESSURE LIMIT 
PROVIDED?

HIGH PRESSURE LIMIT W/ 
MANUAL RESET PROVIDED? 

HIGH TEMPERATURE LIMIT 
PROVIDED?  

HIGH TEMPERATURE 
LIMIT W/ MANUAL 
RESET PROVIDED?

THERMOMETER 
PROVIDED?    

ELECTRICAL:  IS A DISCONNECTING MEANS 
PROVIDED?

IS A REMOTE EMERGENCY SHUTOFF SWITCH PROVIDED?   IS A CARBON MONOXIDE DETECTOR / 
ALARM PROVIDED?   

9:  INSPECTION INFORMATION
TYPE OF INSPECTION  PRESSURE TEST PERFORMED? PRESSURE TEST MEDIUM     TEST PRESSURE     TEST TEMPERATURE    HOLD TIME     

OTHER CODE REQUIREMENTS VERIFIED?    
SECONDARY LWCO TYPE?

SATISFACTORY? CORRECTIONS REQUIRED?     

INSPECTION DATE  INSPECTION TIME   

10:  COMMENTS

11:  SUBMISSION INFORMATION
NAME OF PERSON SUBMITTING FORM    TITLE     EMPLOYER      

PHONE NUMBER    EMAIL    COMMISSION  OR LICENSE NUMBER    DATE OF SUBMISSION     
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1.5	 CHANGE OF SERVICE

See NBIC Part 2, Supplement 9 for requirements and guidelines to be followed when a change of service or 
service type is made to a pressure-retaining item. 

Whenever there is a change of service, the Jurisdiction where the pressure-retaining item is to be operated 
shall be notified for acceptance, when applicable. Any specific jurisdictional requirements shall be met.

1.6	 GENERAL REQUIREMENTS

The following are general requirements for the boilers, potable water heaters, thermal fluid heaters and 
pressure vessels covered in NBIC Part 1, Sections 2, 3, 4, and Supplement 5. Refer to each referenced 
section for additional requirements specific to the type of equipment covered by each section.

1.6.1	 SUPPORTS, FOUNDATIONS, AND SETTINGS

Each boiler, potable water heater, thermal fluid heater, pressure vessel, and all associated piping shall be 
safely supported. Design of supports, foundations, and settings shall consider vibration (including seismic 
where necessary), movement (including thermal expansion and contraction), and grounding/bonding to min-
imize electrolytic corrosion and loadings (including the weight of the fluid in the system during a pressure 
test) in accordance with jurisdictional requirements, manufacturer’s recommendations, and other industry 
standards, as applicable.

1.6.2	 STRUCTURAL STEEL

a)	 If the boiler, heater, or vessel is supported by structural steel work, the steel supporting members shall 
be so located or insulated that the heat from the furnace will not affect their strength.

b)	 Structural steel shall be installed in accordance with jurisdictional requirements, manufacturer’s recom-
mendations, and other industry standards, as applicable.

1.6.3	 EXIT

Two means of exit shall be provided for equipment rooms exceeding 500 ft.2 (46.5 m2) of floor area and 
containing one or more boilers, potable water heaters, thermal fluid heaters or pressure vessels having 
a combined fuel capacity of 1,000,000 Btu/hr (293 kW) or more (or equivalent electrical heat input). Each 
elevation shall be provided with at least two means of exit, each to be remotely located from each other. A 
platform at the top of a single boiler, potable water heater, thermal fluid heater or pressure vessel is not con-
sidered an elevation.

1.6.4	 LADDERS AND RUNWAYS

a)	 All walkways, runways, and platforms shall be:

1)	 of metal construction or equivalent material;

2)	 provided between or over the top of boilers, heaters, or vessels that are more than 8 ft. (2.4 m) 
above the operating floor to afford accessibility for normal operation, maintenance, and inspection;

3)	 constructed of safety treads, standard grating, or similar material and have a minimum width of  
30 in. (760 mm);

4)	 of bolted, welded, or riveted construction; and
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5)	 equipped with handrails 42 in. (1,070 mm) high with an intermediate rail and 4 in. (100 mm) toe 
board.

b)	 Stairways that serve as a means of access to walkways, runways, or platforms shall not exceed an 
angle of 45 degrees from the horizontal and be equipped with handrails 42 in. (1,070 mm) high with an 
intermediate rail.

c)	 Ladders that serve as a means of access to walkways, runways, or platforms shall:

1)	 be of metal construction and not less than 18 in. (460 mm) wide;

2)	 have rungs that extend through the side members and are permanently secured;

3)	 have a clearance of not less than 30 in. (760 mm) from the front of rungs to the nearest permanent 
object on the climbing side of the ladder;

4)	 have a clearance of not less than 6.5 in. (165 mm) from the back of rungs to the nearest permanent 
object; and

5)	 have a clearance width of at least 15 in. (380 mm) from the center of the ladder on either side 
across the front of the ladder.

d)	 There shall be at least two permanently installed means of exit from walkways, runways, or platforms 
that exceed 6 ft. (1.8 m) in length.

1.6.5	 FUEL

All fuel systems shall be installed in accordance with jurisdictional and environmental requirements, manu-
facturer’s recommendations, and the applicable industry standard(s), such as ASME CSD-1, Controls and 
Safety Devices for Automatically Fired Boilers; ANSI Z/Canadian Standards Association (CSA); NFPA 85, 
Boiler and Combustion Systems Hazards Code; or others. The following are requirements for natural gas, 
propane, and #2 fuel oil.

a)	 Natural Gas and Propane

1)	 Cleaning 

a.	 It is recommended that strainers be installed in the main gas line leading to the boiler control 
equipment.

b.	 A sediment trap is required prior to the gas controls. This trap shall be located in a vertical sec-
tion of pipe as close as practical upstream of the gas controls.  

2)	 Manual Valves 

a.	 A manual valve is required upstream of all controls and as close as practical to the boiler to iso-
late the fuel train when required. If a pilot line is upstream of the manual valve on the main fuel 
train, it shall also have a manual valve.  

b.	 These manual valves shall be accessible from a floor, platform, walkway, or runway.  Accessi-
bility shall mean within a 6 ft. (1.8m) elevation of the standing space and not more than 12 in. 
(305 mm) horizontally from the standing space edge. The manual valves shall be designed to 
be opened/closed without additional tools. They shall be a ball or a lubricated plug type with 
a non-removable handle that is perpendicular to the gas flow when closed and parallel when 
open, and the valves shall have stops.  

c.	 If the non-removable handle creates a hazard, the handle can be designed to be temporarily 
removed provided all of the following are incorporated: 
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1.	 The valve handle is always on while the valve is in the open position.  

2.	 At all times, the position of the valve shall be indicated.  

3.	 When the valve is in the closed position and the handle is not attached, the valve shall be 
tagged/locked out and the handle shall be tethered and accessible.

d.	 If the valve is not part of a listed and labeled assembly, the valve shall comply with a nationally 
recognized standard.  

3)	 Vents

For gas components that are vented or bled, the following requirements apply:

a.	 All vent or bleed lines from natural gas equipment such as regulators, controls, switches, relief, 
vent valves, etc., shall be vented outside to a safe point of discharge per the manufacturer’s 
requirements or the authority having jurisdiction.  

b.	 Vent and bleed line shall be sized in accordance with a nationally recognized standard.  

c.	 Manifold of vent lines or of bleed lines shall be in accordance with a nationally recognized stan-
dard. Vent lines shall not be manifolded with bleed lines.

d.	 No vent or bleed line shall discharge into a flue.  

e.	 Vent materials shall be selected such that they shall have suitable strength and durability for 
their intended purpose and shall be listed for the intended purpose by the jurisdiction having 
authority or a nationally recognized standard.

b)	 Fuel Oil  

A properly sized and rated oil strainer or filter shall be installed upstream of the safety shutoff valves.

1.6.6	 VENTILATION AND COMBUSTION AIR

a)	 The equipment room shall have adequate air supply to permit clean, safe combustion, minimize soot 
formation, and maintain a minimum of 19.5% oxygen in the air of the equipment room and sufficient 
to maintain ambient temperatures as recommended by the boiler, heater, or vessel manufacturer. 
The combustion and ventilation air should be supplied by either an unobstructed air opening or power 
ventilation or fans. 

b)	 When combustion air is supplied to the boiler, heater, or vessel by an independent duct, with or without 
the employment of power ventilators or fans, the duct shall be sized and installed in accordance 
with the manufacturer’s recommendations. However, ventilation for the equipment room must still be 
considered.

c)	 Unobstructed air openings shall be sized on the basis of the manufacturer’s recommendations, or as 
specified by the NFPA standards for oil and gas burning installations for the particular job conditions, or 
1 in.2 (650 mm2) free area per 2000 Btu/hr (586 W) maximum fuel input of the combined burners located 
in the equipment room. The equipment room supply openings shall be kept clear at all times.

d)	 Power ventilators or fans shall be sized on the basis of 0.2 cfm (0.0057 m3/min) for each 1000 Btu/
hr (293 W) of maximum fuel input for the combined burners of all boilers and heaters located in the 
equipment room. Additional capacity may be required for other fuel burning equipment in the equipment 
room.

e)	 When power ventilators or fans are used to supply combustion air, they shall be installed with interlock 
devices so that burners will not operate without an adequate number of ventilators/fans in operation.

(25)
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f)	 The size of openings specified in 1.6.6 c) above may be reduced when special engineered air supply 
systems approved by the jurisdiction are used.

g)	 Care should be taken to ensure steam, water and fluid lines are not routed across combustion air open-
ings where freezing may occur.

h)	 Air intakes for sealed combustion systems shall be installed in accordance with the manufacturer’s rec-
ommendations. For additional requirements regarding condensing boilers, see S6.5.

1.6.7	 LIGHTING

The equipment room should be well lighted and it should have an emergency light source for use in case of 
power failure.

1.6.8	 CHIMNEY OR STACK

Chimneys or stacks shall be installed in accordance with jurisdictional requirements, manufacturer’s recom-
mendations, and other industry standards, as applicable.

1.6.9	 CARBON MONOXIDE (CO) DETECTOR/ALARM

The owner or user shall install a carbon monoxide (CO) detector/alarm in equipment rooms where fuel fired 
boilers and/or fuel fired pressure vessels are located in accordance with the authority having Jurisdiction.

1.6.10	 TESTING AND FINAL ACCEPTANCE

a)	 The completed boiler or pressure vessel shall be pressure tested in either the shop or field in accor-
dance with the original code of construction; the pressure test shall be documented on the appropriate 
Manufacturer’s Data Report.

b)	 The installer shall exercise care during installation to prevent loose weld material, welding rods, small 
tools, and miscellaneous scrap metal from getting into the vessel. Prior to making the final closure the 
installer shall inspect the interior of the vessel and its appurtenances for the presence of foreign debris, 
if present it shall be removed.  

c)	 Subject to the jurisdictional requirements, a leak test may be performed on any components whose 
pressure test is not documented under the items’ Manufacturer’s Data Report. This leak test should not 
exceed 90% of the lowest pressure relief device setpoint. The test data shall be recorded, and the data 
made available as required. 

d)	 Prior to final acceptance, an operational test shall be performed on the completed installation.  The 
test shall include operating controls, limit controls and safety devices and witnessed as required by the 
Jurisdiction.  The test data shall be recorded, and the data made available to the Jurisdictional Authori-
ties as evidence that the installation complies with provisions of the governing code(s) of construction.

e)	 All fuel-fired boiler and/or fuel-fired pressure vessel combustion air-fuel ratios shall be analyzed and 
adjusted with values documented during commissioning to meet jurisdictional emission requirements 
and limits of the manufacturer, as required.
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PART 1, SECTION 2 
INSTALLATION — POWER BOILERS

2.1	 SCOPE 

This section provides requirements and guidelines for the installation of power boilers.

2.2	 DEFINITIONS 

See NBIC Part 1, Section 9, Glossary.

2.3	 GENERAL REQUIREMENTS 

2.3.1	 SUPPORTS, FOUNDATIONS, AND SETTINGS

See NBIC Part 1, Section 1.6.1, Supports, Foundations and Settings.

2.3.2	 STRUCTURAL STEEL

See NBIC Part 1, Section 1.6.2, Structural Steel.

2.3.3	 CLEARANCES 

a)	 Boiler installations shall allow for normal operation, maintenance, and inspections. There shall be at 
least 36 in. (915 mm) of clearance on each side of the boiler to enable access for maintenance and 
inspection activities. Boilers operated in battery shall not be installed closer than 48 in. (1220 mm) from 
each other. The front or rear of any boiler shall not be located within 36 in. (915 mm) of any wall or 
structure.  
 
Note:  
Alternative clearances in accordance with the manufacturer’s recommendations are subject to accep-
tance by the Jurisdiction.

b)	 Boilers shall be installed to allow for removal and installation of tubes. 

c)	 Boilers with a top-opening manhole shall have at least 84 in. (2135 mm) of unobstructed clearance 
above the manhole to the ceiling of the equipment room.

d)	 Boilers without top-opening manholes shall have at least 36 in. (915 mm) of clearance from the top of 
the boiler or as recommended by the manufacturer.

e)	 Boilers with a bottom opening used for inspection or maintenance shall have at least 12 in. (305 mm) of 
unobstructed clearance.

2.4	 EQUIPMENT ROOM REQUIREMENTS 

2.4.1	 EXIT

See NBIC Part 1, Section 1.6.3, Exit.
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2.4.2	 LADDERS AND RUNWAYS

See NBIC Part 1, Section 1.6.4, Ladders and Runways.

2.4.3	 DRAINS 

At least one floor drain shall be installed in the equipment room.

2.4.4	 WATER (CLEANING)

A convenient water supply shall be provided for flushing out the boiler and its appurtenances, adding water 
to the boiler while it is not under pressure, and cleaning the equipment room floor.

2.5	 SOURCE REQUIREMENTS 

2.5.1	 FEEDWATER 

2.5.1.1	 VOLUME 

The source of feedwater shall be capable of supplying a sufficient volume of water as determined by the 
boiler manufacturer in order to prevent damage to the boiler when all the safety relief valves are discharging 
at full capacity.

2.5.1.2	 CONNECTION 

a)	 To prevent thermal shock, feedwater shall be introduced into a boiler in such a manner that the water 
will not be discharged directly against surfaces exposed to high temperature gases or to direct radiation 
from the flame.

b)	 For boiler operating pressures of 400 psig (2.8 MPa) or higher, the feedwater inlet through the drum 
shall be fitted with shields, sleeves, or other suitable means to reduce the effects of temperature differ-
entials in the shell or head.

c)	 Feedwater other than condensate return shall not be introduced through the blowoff.

d)	 Boilers having more than 500 sq. ft. (46.5 sq. m) of water heating surface shall have at least two means 
of supplying feedwater. For boilers that are fired with solid fuel not in suspension, and boilers whose 
setting or heat source can continue to supply sufficient heat to cause damage to the boiler if the feed-
water supply is interrupted, one such means of supplying feedwater shall not be subject to the same 
interruption as the first method. Boilers fired by gaseous, liquid, or solid fuel in suspension may be 
equipped with a single means of supplying feedwater, provided means are furnished for the immediate 
removal of heat input if the supply of feedwater is interrupted.

e)	 For boilers having a water heating surface of not more than 100 sq. ft. (9 sq. m), the feedwater piping 
and connection to the boiler shall not be smaller than NPS 1/2 (DN 15). For boilers having a water heat-
ing surface more than 100 sq. ft. (9 sq. m), the feedwater piping and connection to the boiler shall not 
be less than NPS 3/4 (DN 20).

f)	 Electric boiler feedwater connections shall not be smaller than NPS 1/2 (DN 15).

g)	 High-temperature water boilers shall be provided with a means of adding water to the boiler or system 
while under pressure.
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2.5.1.3	 PUMPS 

a)	 Boiler feedwater pumps shall have discharge pressure in excess of the highest set pressure relief valve 
in order to compensate for frictional losses, entrance losses, regulating valve losses, and normal static 
head, etc. Each source shall be capable of supplying feedwater to the boiler at a minimum pressure of 
3% higher than the highest setting of any pressure relief valve on the boiler proper. Detailed engineer-
ing evaluation of the pump selection shall be performed and available. Table 2.5.1.3 is a guideline for 
estimating feedwater pump differential.

b)	 For forced-flow steam generators with no fixed steam or water line, each source of feedwater shall be 
capable of supplying feedwater to the boiler at a minimum pressure equal to the expected maximum 
sustained pressure at the boiler inlet corresponding to operation at maximum designed steaming capac-
ity with maximum allowable pressure at the superheater outlet.

c)	 Control devices may be installed on feedwater piping to protect the pump against overpressure.

TABLE 2.5.1.3 
GUIDE FOR FEEDWATER PUMP DIFFERENTIAL

Boiler Pressure Boiler Feedwater Pump Discharge Pressure
psig (MPa) psig (MPa)

200 (1.38) 250 (1.72)

400 (2.76) 475 (3.28)

800 (5.52) 925 (6.38)

1,200 (8.27) 1,350 (9.31)

2.5.1.4	 VALVES 

a)	 The feedwater piping shall be provided with a check valve and a stop valve. The stop valve shall be 
located between the check valve and the boiler.

b)	 When two or more boilers are fed from a common source, there shall also be a globe or regulating 
valve on the branch to each boiler located between the check valve and the feedwater source.

c)	 When the feedwater piping is divided into branch connections and all such connections are equipped 
with stop and check valves, the stop and check valve in the common source may be omitted.

d)	 On single boiler-turbine unit installations, the boiler feedwater stop valve may be located upstream from 
the boiler feedwater check valve.

e)	 If a boiler is equipped with duplicate feedwater supply arrangements, each such arrangement shall be 
equipped as required by these rules.

f)	 A check valve shall not be a substitute for a stop valve.

g)	 A combination feedwater stop-and-check valve in which there is only one seat and disk and a valve 
stem is provided to close the valve when the stem is screwed down shall be considered only as a stop 
valve. A separate check valve shall be installed.

h)	 Whenever globe valves are used on feedwater piping, the inlet shall be under the disk of the valve.

i)	 Stop valves and check valves shall be placed on the inlet of economizers or feedwater-heating devices.
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j)	 The recirculating return line for a high-temperature water boiler shall be provided with the stop valve, or 
valves, required for the main discharge outlet on the boiler.

2.5.2	 FUEL

See NBIC Part 1, Section 1.6.5, Fuel.

2.5.3	 ELECTRICAL 

A disconnecting means capable of being locked in the open position shall be installed at an accessible 
location at the boiler so that the boiler can be disconnected from all sources of potential energy. This dis-
connecting means shall be an integral part of the boiler or adjacent to it.

2.5.3.1	 WIRING 

All wiring for controls, heat generating apparatus, and other appurtenances necessary for the operation of the 
boiler or boilers should be installed in accordance with the provisions of national or international standards 
and comply with the applicable local electrical codes.

2.5.3.2	 REMOTE EMERGENCY SHUTDOWN SWITCHES

a)	 A manually operated remote shutdown switch(es) or circuit breaker shall be located just outside the 
equipment room door and marked for easy identification. Consideration should also be given to the type 
and location of the switch(es) in order to safeguard against tampering. Where approved by the Jurisdic-
tion, alternate locations of remote emergency switch(es) may be provided.

b)	 For equipment rooms exceeding 500 ft.2 (46 m2) floor area or containing one or more boilers having a 
combined fuel capacity of 1,000,000 Btu/hr. (293 kW) or more, additional manually operated remote 
emergency shutdown switches shall be located at suitably identified points of egress acceptable to the 
Jurisdiction.

c)	 Where a boiler is located indoors in a facility and not in an equipment room, a remote emergency shut-
down switch shall be located within 50 ft. (15 m) of the boiler along the primary egress route from the 
boiler area.

d)	 For atmospheric-gas burners and for oil burners where a fan is on the common shaft with the oil pump, 
the emergency remote shutdown switch(es) or circuit breaker(s) must disconnect all power to the 
burner controls.

e)	 For power burners with detached auxiliaries, the emergency remote shutdown switch(es) or circuit 
breaker(s) need only shut off the fuel input to the burner. 

f)	 When existing boiler installations do not include remote emergency shutdown switches, it is not 
required that these switches be retroactively installed unless required by the Jurisdiction.

2.5.3.3	 CONTROLS AND HEAT-GENERATING APPARATUS

a)	 Oil and gas-fired and electrically heated boilers shall be equipped with suitable primary (flame safe-
guard) safety controls, safety limit switches and controls, and burners or electric elements as required 
by a nationally or internationally recognized standard.

b)	 The symbol of the certifying organization that has investigated such equipment as having complied with 
a nationally recognized standard shall be affixed to the equipment and shall be considered as evidence 
that the unit was manufactured in accordance with that standard.
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c)	 These devices shall be installed in accordance with jurisdictional and environmental requirements, man-
ufacturer’s recommendations, and other industry standards, as applicable.

2.5.4	 VENTILATION AND COMBUSTION AIR

See NBIC Part 1, Section 1.6.6, Ventilation and Combustion Air.

2.5.5	 LIGHTING

See NBIC Part 1, Section 1.6.7, Lighting.

2.5.6	 EMERGENCY VALVES AND CONTROLS 

All emergency shut-off valves and controls shall be accessible from a floor, platform, walkway, or runway. 
Accessibility shall mean within a 6 ft. (1.8 m) elevation of the standing space and not more than 12 in. (305 
mm) horizontally from the standing space edge.

2.6	 DISCHARGE REQUIREMENTS 

2.6.1	 CHIMNEY OR STACK

See NBIC Part 1, Section 1.6.8, Chimney or Stack.

2.6.2	 ASH REMOVAL 

Ash removal systems shall be installed in accordance with jurisdictional and environmental requirements, 
manufacturer’s recommendations, and other industry standards, as applicable.

2.6.3	 DRAINS 

2.6.3.1	 CONNECTION 

a)	 Each boiler shall have at least one drain pipe fitted with a stop valve at the lowest point of the boiler. 
If the connection is not intended for blowoff purposes, a single valve is acceptable if it can be locked 
in the closed position or a blank flange can be installed downstream of the valve. If the connection is 
intended for blowoff purposes, requirements of NBIC Part 1, 2.7.5 shall be followed.

b)	 For high-temperature water boilers, the minimum size of the drain pipe shall be NPS 1 (DN 25).

c)	 Drain pipes, valves, and fittings within the same drain line shall be the same size.

d)	 The discharge from the drain shall be piped to a safe location.

2.6.3.2	 PRESSURE RATING 

Drain piping from the drain connection, including the required valve(s) or the blanked flange connection, 
shall be designed for the temperature and pressure of the drain connection. The remaining piping shall 
be designed for the expected maximum temperature and pressure. Static head and possible choked flow 
conditions shall be considered. In no case shall the design pressure and temperature be less than 100 psig 
(700 kPa) and 220°F (104°C), respectively.
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2.6.3.3	 PARTS 

a)	 When parts (e.g., economizers, etc.) are installed with a stop valve between the part and the boiler or 
the part cannot be completely drained through the drain on the boiler, a separate drain shall be installed 
on each such part. These drains shall meet the additional requirements of NBIC Part 1, 2.6.3, as 
applicable. 

b)	 Each water column shall have a drain pipe fitted with a stop valve at the lowest point of the water 
column. The stop valve shall have the capability of being locked in the closed position while the boiler is 
under pressure. The minimum size of the drain shall be NPS 3/4 (DN 20) and all other requirements of 
NBIC Part 1, 2.6.3, as applicable.

2.7	 OPERATING SYSTEMS 

2.7.1	 BREECHING AND DAMPERS 

Breeching and dampers shall be installed in accordance with jurisdictional and environmental requirements, 
manufacturer’s recommendations, and other industry standards, as applicable.

2.7.2	 BURNERS AND STOKERS 

Burners and stokers shall be installed in accordance with jurisdictional and environmental requirements, 
manufacturer’s recommendations, and other industry standards, as applicable.

2.7.3	 STEAM SUPPLY 

a)	 Provisions shall be made for the expansion and contraction of steam mains connected to boiler(s) so 
that there shall be no undue stress transmitted to the boiler(s). Steam reservoirs shall be installed on 
steam mains when heavy pulsations of the steam flow cause vibration of the boiler shell plates.

b)	 Each discharge outlet of the boiler drum or superheater outlet shall be fitted with a stop valve located at 
an accessible point in the steam-delivery line and as near the boiler nozzle as is convenient and prac-
ticable. The valve shall be equipped to indicate from a distance whether it is closed or open, and shall 
be equipped with a slow-opening mechanism. When such outlets are over NPS 2 (DN 50), the valve 
or valves used on the connection shall be of the outside screw-and-yoke rising spindle type, so as to 
indicate from a distance by the position of its spindle whether it is closed or open and the wheel should 
be carried either on the yoke or attached to the spindle. In the case of a single boiler and prime mover 
installation, the stop valve may be omitted provided the prime mover throttle valve is equipped with an 
indicator to show whether the valve is open or closed and is designed to withstand the required hydro-
static test pressure of the boiler.

c)	 Stop valves and fittings shall comply with the appropriate national standard except that austenitic stain-
less steel is not permitted for water wetted service.

d)	 Stop valves and fittings shall be rated for the maximum allowable working pressure of the boiler and 
shall be at least rated for 100 psig (700 kPa) at the expected steam temperature at the valve or fitting, 
in accordance with the appropriate national standard.

e)	 The nearest stop valve or valves to the superheater outlet shall have a pressure rating at least equal 
to the minimum set pressure of any safety valve on the superheater and at the expected superheated 
steam temperature; or at least equal to 85% of the lowest set pressure of any safety valve on the boiler 
drum at the expected steam temperature of the superheater outlet, whichever is greater.
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f)	 Provision for an ample gravity drain shall be provided when a stop valve is so located that water or 
condensation may accumulate. The gravity drain(s) shall be located such that the entire steam supply 
system can be drained.

g)	 When boilers are connected to a common header, the connection from each boiler having a manhole 
opening shall be fitted with two stop valves having an ample free-blow drain between them. The dis-
charge of this drain shall be visible to the operator while operating the valve. The stop valves shall 
consist of one stop check valve (set next to the boiler) and a second valve of the outside screw-and-
yoke type; or two valves of the outside screw-and-yoke type.

h)	 The second steam stop valve shall have a pressure rating at least equal to that required for the 
expected steam temperature and pressure at the valve; or the pressure rating shall be not less than 
85% of the lowest set pressure of any safety valve on the boiler drum and for the expected temperature 
of the steam at the valve, whichever is greater.

i)	 Pressure-reducing valves may be installed in the steam supply piping downstream from the required 
stop valve or valves.

2.7.4	 CONDENSATE AND RETURN 

Each condensate return pump, where practicable, shall be provided with an automatic water level control 
set to maintain an adequate water level in the condensate tank. Condensate tanks not constructed in accor-
dance with an accepted code or standard shall be vented to the atmosphere.

2.7.5	 BLOWOFF 

a)	 Except for forced-flow steam generators with no fixed steam or water line, each boiler shall have a 
blowoff pipe, fitted with a stop valve, in direct connection with the lowest water space practicable. When 
the maximum allowable working pressure of the boiler exceeds 100 psig (700 kPa), there shall be two 
valves installed.

b)	 The blowoff piping for each electric boiler pressure vessel having a nominal water content not exceed-
ing 100 gal. (378 l) is required to extend through only one valve.

c)	 When two valves are required, each bottom blowoff pipe shall have two slow-opening valves, or one 
quick-opening valve, at the boiler nozzle followed by a slow-opening valve.

d)	 Two independent slow-opening valves or a slow-opening valve and quick-opening valve may be com-
bined in one body provided the combined fitting is the equivalent of two independent slow-opening 
valves or a slow-opening valve and a quick-opening valve, and the failure of one to operate cannot 
affect the operation of the other.

e)	 Straight-run globe valves or valves where dams or pockets can exist for the collection of sediment shall 
not be used.

f)	 The blowoff valve or valves and the pipe and fittings between them and the boiler shall be of the same 
size. The minimum size of pipe and fittings shall be NPS 1 (DN 25), except boilers with 100 ft.2 (9.3 m2) 
or less of heating surface should be NPS 3/4 (DN 20). The maximum size of pipe and fittings shall not 
exceed NPS 2-1/2 (DN 65).

g)	 For electric boilers, the minimum size of blowoff pipes and fittings shall be NPS 1 (DN 25), except for 
boilers of 200 kW input or less. The minimum size should be NPS 3/4 (DN 20).

h)	 Fittings and valves shall comply with the appropriate national standard except that austenitic stainless 
steel and malleable iron are not permitted.
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i)	 When the maximum allowable working pressure exceeds 100 psig (700 kPa), blowoff piping shall be 
at least Schedule 80 and the required valves and fittings shall be rated for at least 1.25 times the maxi-
mum allowable working pressure of the boiler. When the maximum allowable working pressure exceeds 
900 psig (6.2 MPa), blowoff piping shall be at least Schedule 80 and the required valves and fittings 
shall be rated for at least the maximum allowable working pressure of the boiler plus 225 psi (1.6 MPa).

j)	 All blowoff piping, when exposed to furnace heat, shall be protected by fire brick or other heat resisting 
material so constructed that the piping may be readily inspected.

k)	 On a boiler having multiple blowoff pipes, a single master stop valve should be placed on the common 
blowoff pipe from the boiler and one stop valve on each individual blowoff. Either the master valve or 
the valves on the individual blowoff lines shall be of the slow-opening type.

l)	 The discharge of blowoff pipes shall be located so as to prevent injury to personnel.

m)	 All waterwalls or water screens that do not drain back into the boiler and integral economizers forming 
part of a boiler shall be equipped with blowoff piping and valves conforming to the requirements of this 
paragraph.

n)	 Blowoff piping from a boiler should not discharge directly into a sewer. A blowoff tank, constructed to the 
provisions of a code of construction acceptable to the Jurisdiction, shall be used where conditions do 
not provide an adequate and safe open discharge.

o)	 Galvanized pipe shall not be used.

p)	 Boiler blowoff systems should be constructed in accordance with the Guide for Blowoff Vessels (NB-
27): which can be found on the National Board website, www.nationalboard.org.

q)	 Where necessary to install a blowoff tank underground, it shall be enclosed in a concrete or brick pit 
with a removable cover so that inspection of the entire shell and heads of the tank can be made. 

r)	 Piping connections used primarily for continuous operation, such as deconcentrators on continuous 
blowdown systems, are not classed as blowoffs; but the pipe connections and all fittings up to and 
including the first shutoff valve shall be equal at least to the pressure requirements for the lowest set 
pressure of any safety valve on the boiler drum and with the corresponding saturated-steam tempera-
ture. Further, such connections shall not exceed NPS 2-1/2 (DN 65).

2.8	 CONTROLS AND GAGES 

2.8.1	 WATER 

a)	 The water column shall be directly connected to the boiler. Outlet connections (except for damper reg-
ulator, feedwater regulator, low-water fuel cutoff, drains, steam gages, or such apparatus that does not 
permit the escape of an appreciable amount of steam or water) should not be placed on the piping that 
connects the water column to the boiler.

b)	 Straight-run globe valves of the ordinary type shall not be used on piping that connects the water 
column to the boiler. Where water columns are 7 ft. (2.1 m) or more above the floor level, adequate 
means for operating gage cocks or blowing out the water glass shall be provided.

c)	 When automatic shutoff valves are used on piping that connects the water column to the boiler, they 
shall conform to the requirements of the code of construction for the boiler. 
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d)	 When shutoff valves are used on the connections to a water column, they shall be either outside-screw-
and-yoke or lever-lifting-type gate valves or stop cocks with levers permanently fastened thereto and 
marked in line with their passage, or of such other through-flow constructions to prevent stoppage by 
deposits of sediment and to indicate by the position of the operating mechanism whether they are in 
open or closed position; and such valves or cocks shall be locked or sealed open. 

e)	 Each steam boiler having a fixed waterline shall have at least one water-gage glass except that boilers 
operated at pressures over 400 psig (2.8 MPa) shall be provided with two water-gage glasses that may 
be connected to a single water column or connected directly to the drum. The gage glass connections 
and pipe connection shall be not less than NPS 1/2 (DN 15). Each water-gage glass shall be equipped 
with a valved drain.

f)	 Electric steam boilers shall have at least one water-gage glass. On electrode-type electric boilers, the 
gage glass shall be located as to indicate the water levels both at startup and maximum steam load 
conditions, as established by the boiler manufacturer. On resistance element type electric steam boil-
ers, the lowest visible part of the gage glass shall be located at least 1 in. (25 mm) above the lowest 
permissible water level established by the boiler manufacturer.

g)	 The lowest visible part of the water-gage glass shall be at least 2 in. (50 mm) above the lowest permis-
sible water level established by the boiler manufacturer.

h)	 For all installations where the water-gage glass or glasses are not easily viewed by the operator, con-
sideration should be given to install a method of remote transmission of the water level to the operating 
floor.

i)	 Boilers of the horizontal firetube type shall be so set that when the water is at the lowest reading in the 
water-gage glass, it shall be 3 in. (75 mm) above the lowest permissible water level as determined by 
the manufacturer. Horizontal firetube boilers that do not exceed 16 in. (400 mm) in inside diameter shall 
have the lowest visible level in the gage glass at least 1 in. (25 mm) above the lowest permissible level 
as determined by the manufacturer.

j)	 Each water-gage glass shall be equipped with a top and a bottom shutoff valve of such through-flow 
construction as to prevent blockage by deposits of sediment and to indicate by the position of the oper-
ating mechanism whether they are in the open or closed position. The pressure-temperature rating shall 
be at least equal to that of the lowest set pressure of any safety valve on the boiler drum and the corre-
sponding saturated steam temperature.

2.8.2	 PRESSURE GAGE 

a)	 Each steam boiler shall have a pressure gage connected to the steam space or to the steam connec-
tion to the water column. When a pressure-reducing valve is installed in the steam supply piping, a 
pressure gage shall be installed on the low pressure side of the pressure-reducing valve.

b)	 The dial range shall not be less than 1.5 times and no greater than approximately two times the pres-
sure at which the lowest pressure relief valve is set.

2.8.2.1	 CONNECTION 

a)	 For a steam boiler the gage or connection shall contain a siphon or equivalent device that will develop 
and maintain a water seal that will prevent steam from entering the gage tube. A valve or cock shall be 
placed in the gage connection adjacent to the gage. An additional valve or cock should be located near 
the boiler providing it is locked or sealed in the open position. No other shut-off valves shall be located 
between the gage and the boiler. 

b)	 Pressure gage connections shall be suitable for the maximum allowable working pressure and tempera-
ture, but if the temperature exceeds 406°F (208°C), brass or copper pipe or tubing shall not be used. 
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The connections to the boiler, except for the siphon, if used, shall not be less than NPS 1/4 (DN 8). 
Where steel or wrought iron pipe or tubing is used, it shall not be less than 1/2 in. (13 mm) inside diam-
eter. The minimum size of a siphon, if used, shall be 1/4 in. (6 mm) inside diameter.

2.8.3	 TEMPERATURE 

Each high-temperature water boiler shall have a temperature gage or other reporting device located to pro-
vide an accurate representation of the temperature at or near the boiler outlet.

2.8.4	 PRESSURE CONTROL

Each automatically fired steam boiler shall be protected from overpressure by two pressure operated 
controls.

a)	 Each individual steam boiler or each system of commonly connected steam boilers shall have a control 
that will cut off the fuel supply when the steam pressure reaches an operating limit, which shall be less 
than the maximum allowable working pressure.

b)	 Each individual automatically fired steam boiler shall have a safety limit control, with a manual reset, 
that will cut off the fuel supply to prevent steam pressure from exceeding the maximum allowable work-
ing pressure of the boiler. Each control shall be constructed to prevent a pressure setting above the 
maximum allowable working pressure of the boiler.

c)	 Shutoff valves of any type shall not be placed in the steam pressure connection between the boiler and 
the controls described in a) and b) above. These controls shall be protected with a siphon or equivalent 
means of maintaining a water seal that will prevent steam from entering the control. The connections 
to the boiler shall not be less than NPS 1/4 (DN 8) for lengths up to and including 5 ft (1.5 m) and not 
less than NPS 1/2 (DN 15) for lengths over 5 ft (1.5 m), but where steel or wrought iron pipe or tubing 
is used, they shall not be less than NPS 1/2 (DN 15) for lengths up to and including 5 ft (1.5 m) and not 
less than NPS 1 (DN 25) for lengths over 5 ft (1.5 m). The minimum size of an external siphon shall be 
NPS 1/4 (DN 8) or 3/8 in. (10 mm) outside diameter nonferrous tubing.  

d)	 Pressure controls should have separate connections, however manifolding is permitted. When multiple 
pressure controls are connected to the boiler with a common manifold, the connection at the boiler up 
to and including the entire manifold, for pipe of nonferrous material, shall not be less than NPS 1/2 (DN 
15) for lengths up to and including 5 ft (1.5 m) and not less than NPS 3/4 (DN 20) for lengths over 5 ft 
(1.5 m). For manifolds using ferrous material, the connection at the boiler up to and including the entire 
manifold shall not be less than NPS 3/4 (DN 20) for lengths up to and including 5 ft (1.5 m) and not less 
than NPS 1 1/4 (DN 32) for lengths over 5 ft (1.5 m). Individual controls are to be piped from the mani-
fold according to the provisions of c) above.  

2.8.5	 AUTOMATIC LOW-WATER FUEL CUTOFFS AND WATER FEEDING DEVICES FOR 
STEAM OR VAPOR SYSTEM BOILERS

a)	 Each automatically fired steam-or vapor-system boiler shall have an automatic low-water fuel cutoff so 
located as to automatically cut off the fuel supply when the surface of the water falls to the lowest visible 
part of the water-gage glass. If a water feeding device is installed, it shall be so constructed that the 
water inlet valve cannot feed water into the boiler through the float chamber and so located as to supply 
requisite feedwater.

b)	 Such a low-water fuel cutoff or water feeding device may be attached directly to a boiler. A fuel cutoff or 
water feeding device may also be installed in the tapped openings available for attaching a water-gage 
glass directly to a boiler, provided the connections are made to the boiler with nonferrous tees or Y’s 
not less than NPS 1/2 (DN 15) between the boiler and water-gage glass so that the water-gage glass is 
attached directly and as close as possible to the boiler; the run of the tee or Y shall take the water-gage 

(25)
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glass fittings, and the side outlet or branch of the tee or Y shall take the fuel cutoff or water feeding 
device. The ends of all nipples shall be reamed to full-size diameter.

c)	 In addition to the requirements in 2.8.5 a) and b), above, a secondary low-water fuel cutoff with manual 
reset shall be provided on each automatically fired steam or vapor system boiler.

d)	 When installed external to the boiler, low-water fuel cutoffs shall be installed in separate water col-
umns or chambers, which shall be connected to the boiler by piping connections below the waterline. A 
shared steam piping connection is permissible.

e)	 Low-water fuel cutoffs and water feeding devices embodying a separate chamber shall have a vertical 
drain pipe, extended to a safe point of discharge, and a blowoff valve not less than NPS 3/4 (DN 20), 
located at the lowest point in the water equalizing pipe connections so that the chamber and the equal-
izing pipe can be flushed and the device tested.

f)	 Each electric steam boiler of the resistance element type shall be equipped with an automatic low-water 
fuel cutoff so located as to automatically cut off the power supply to the heating elements before the 
surface of the water falls below the visible part of the water-gage glass. Low-water fuel cutoffs are not 
required for electrode-type boilers.

2.9	 PRESSURE RELIEF VALVES 

2.9.1	 PRESSURE RELIEF VALVE REQUIREMENTS – GENERAL

a)	 Only direct spring loaded, pilot operated, or power actuated pressure relief valves designed to relieve 
steam shall be used for steam service.

b)	 Pressure relief valves shall be manufactured in accordance with a national or international standard and 
be certified for capacity by the National Board.

c)	 Deadweight or weighted-lever pressure relief valves shall not be used.

d)	 For high-temperature water boilers, safety relief valves shall have a closed bonnet, and valve bodies 
shall not be constructed of cast iron.

e)	 Pressure relief valves with an inlet connection greater than NPS 3 (DN 80) used for pressure greater 
than 15 psig (103 kPa), shall have a flange or a welded inlet connection. The dimensions of flanges 
subjected to boiler pressure shall conform to the applicable standards.

f)	 When a pressure relief valve is exposed to outdoor elements that may affect operation of the valve, the 
valve may be shielded with a cover. The cover shall be vented and arranged to permit servicing and 
normal operation of the valve.

g)	 All covers, caps, and plugs utilized for shipping or transport shall be removed prior to the valve being 
installed or placed in service. 

h)	 Ensure any wire or restraining device that was utilized during shipment is removed prior to placing the 
valve in service.

2.9.1.1	 NUMBER 

At least one National Board capacity certified pressure relief valve shall be installed on the boiler. If the 
boiler has more than 500 ft2. (47 m2) of bare tube water heating surface, or if an electric boiler has a power 
input of more than 3.76 million Btu/hr (1,100 kW), two or more National Board capacity certified pressure 
relief valves shall be installed. For a boiler with combined bare tube and extended water-heating surface 
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exceeding 500 ft2 (47 m2), two or more pressure relief valves are required only if the maximum designed 
steaming capacity of the boiler exceeds 4,000 lb/hr (1,800 kg/hr).

2.9.1.2	 LOCATION 

a)	 Pressure relief valves shall be placed on, or as close as physically possible to, the boiler proper.

b)	 Pressure relief valves shall not be placed on the feedline.

c)	 Pressure relief valves shall be connected to the boiler independent of any other connection without any 
unnecessary intervening pipe or fittings. Such intervening pipe or fittings shall not be longer than the 
face-to-face dimension of the corresponding tee fitting of the same diameter and pressure rating as 
listed in the applicable standards.

2.9.1.3	 CAPACITY

a)	 The pressure relief valve capacity for each boiler shall be such that the valve or valves will discharge all 
the steam that can be generated by the boiler without allowing the pressure to rise more than 6% above 
the highest pressure at which any valve is set and in no case to more than 6% above the maximum 
allowable working pressure of the boiler.

b)	 The minimum relieving capacity for other than electric boilers and forced-flow steam generators with no 
fixed steam line and waterline shall be estimated for the boiler and waterwall heating surfaces as given 
in NBIC Part 1, Table 2.9.1.3, but in no case shall the minimum relieving capacity be less than the maxi-
mum designed steaming capacity as determined by the manufacturer.

c)	 The required relieving capacity, C, of the pressure relief valves on a high temperature water boiler shall 
be determined as follows:

C = Q/L

where,

C = required relieving capacity in lbs/hr (kg/hr)

Q = maximum output in BTU/hr (W) at the boiler nozzle obtained by the firing of any fuel for which 
the unit is designed

L = 1000 BTU/lb (646 W•hr/kg)

d)	 The minimum pressure relief valve relieving capacity for electric boilers shall not be less than 3.5 lbs/hr/
kW (1.6 kg/hr/kW) input.

e)	 If the pressure relief valve capacity cannot be computed, or if it is desirable to prove the computations, 
it should be checked by any one of the following methods; and if found insufficient, additional relieving 
capacity shall be provided:

1)	 By performing an accumulation test, that is, by shutting off all other steam discharge outlets from 
the boiler and forcing the fires to the maximum. This method should not be used on a boiler with a 
superheater or reheater, or on a high-temperature water boiler;

2)	 By measuring the maximum amount of fuel that can be burned and computing the corresponding 
evaporative capacity upon the basis of the heating value of the fuel;

3)	 By determining the maximum evaporative capacity by measuring the feedwater. The sum of the 
pressure relief valve capacities marked on the valves shall be equal to or greater than the maxi-
mum evaporative capacity of the boiler. This method should not be used on high-temperature water 
boilers.
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TABLE 2.9.1.3
MINIMUM POUNDS OF STEAM PER HOUR PER SQUARE FOOT OF HEATING SURFACE 
lb steam/hr ft2 (kg steam/hr m2) 

Firetube Boiler Watertube Boiler
Boiler Heating Surface                                               

Hand-fired 5 (24) 6 (29)

Stoker-fired 7 (34) 8 (39)

Oil, gas, or pulverized coal 8 (39) 10 (49)

Waterwall Heating Surface 

Hand-fired 8 (39) 8 (39)

Stoker-fired 10 (49) 12 (59)

Oil, gas, or pulverized coal 14 (68) 16 (78)

Copper-finned Watertubes

Hand-fired 4 (20)

Stoker-fired 5 (24)

Oil, gas, or pulverized coal 6 (29)

Notes:
•	 When a boiler is fired only by a gas having a heat value not in excess of 200 Btu/ft.3(7.5MJ/m3), 

the minimum relieving capacity should be based on the values given for hand-fired boilers above.

•	 The heating surface shall be computed for that side of the boiler surface exposed to the products 
of combustion, exclusive of the superheating surface. In computing the heating surface for this 
purpose only the tubes, fireboxes, shells, tubesheets, and the projected area of headers need to 
be considered, except that for vertical firetube steam boilers, only that portion of the tube surface 
up to the middle gage cock is to be computed.

•	 For firetube boiler units exceeding 8,000 Btu/ft.2 (9,085 J/cm2) (total fuel Btu (J) Input divided by 
total heating surface), the factor from the table will be increased by 1 (4.88) for every 1,000 Btu/ft.2 
(1,136 J/cm2) above 8,000 Btu/ft.2 (9,085 J/cm2) For units less than 7,000 Btu/ft.2 (7,950 J/cm2), the 
factor from the table will be decreased by 1 (4.88).

•	 For watertube boiler units exceeding 16,000 Btu/ft.2 (18,170 J/cm2)(total fuel Btu input divided by 
the total heating surface) the factor from the table will be increased by 1 (4.88) for every 1,000 
Btu/ft.2 (1,136 J/cm2) above 16,000 Btu/ft.2 (18,170 J/cm2). For units with less than 15,000 Btu/ft.2 
(17,034 J/cm2), the factor in the table will be decreased by 1 (4.88) for every 1,000 Btu/ft.2 (1,136 J/
cm2) below 15,000 Btu/ft.2 (17,034 J/cm2).

2.9.1.4	 SET PRESSURE 

One or more pressure relief valves on the boiler proper shall be set at or below the maximum allowable 
working pressure. If additional valves are used, the highest pressure setting shall not exceed the maximum 
allowable working pressure by more than 3%. The complete range of pressure settings of all the pressure 
relief valves on a boiler shall not exceed 10% of the highest pressure to which any valve is set. The pres-
sure setting of pressure relief valves on high temperature water boilers may exceed this 10% range.
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2.9.2	 FORCED-FLOW STEAM GENERATOR 

For a forced-flow steam generator with no fixed steamline and waterline, equipped with automatic con-
trols and protective interlocks responsive to steam pressure, pressure relief valves may be provided in 
accordance with the above paragraphs identified in NBIC Part 1, 2.9.1 or the following protection against 
overpressure shall be provided:

a)	 One or more power-actuated pressure relief valves shall be provided in direct communication with the 
boiler when the boiler is under pressure and shall receive a control impulse to open when the maximum 
allowable working pressure at the superheater outlet is exceeded. The total combined relieving capacity 
of the power-actuated pressure relief valves shall be not less than 10% of the maximum design steam-
ing capacity of the boiler under any operating condition as determined by the manufacturer. The valves 
shall be located in the pressure part system where they will relieve the overpressure. An isolating stop 
valve of the outside-screw-and-yoke type should be installed between the power-actuating pressure 
relief valve and the boiler to permit repairs provided an alternate power-actuated pressure relief valve of 
the same capacity is so installed as to be in direct communication with the boiler.

b)	 Pressure relief valves shall be provided having a total combined relieving capacity, including that of the 
power-actuated pressure relief valve, of not less than 100% of the maximum designed steaming capac-
ity of the boiler, as determined by the manufacturer. In this total, credit in excess of 30% of the total 
relieving capacity shall not be allowed for the power-actuated pressure relief valves actually installed. 
Any or all of the pressure relief valves may be set above the maximum allowable working pressure of 
the parts to which they are connected, but the set pressures shall be such that when all these valves 
(together with the power-actuated pressure relief valves) are in operation the pressure will not rise more 
than 20% above the maximum allowable working pressure of any part of the boiler, except for the steam 
piping between the boiler and the prime mover.

c)	 When stop valves are installed in the water-steam flow path between any two sections of a forced-flow 
steam generator with no fixed steamline and waterline:

1)	 The power-actuated pressure relief valve shall also receive a control impulse to open when the 
maximum allowable working pressure of the component, having the lowest pressure level upstream 
to the stop valve, is exceeded;

2)	 The pressure relief valve shall be located to provide overpressure protection for the component 
having the lowest working pressure; and

3)	 A reliable pressure-recording device shall always be in service and records kept to provide evi-
dence of conformity to the above requirements.

2.9.3	 SUPERHEATERS 

a)	 Every attached superheater shall have one or more pressure relief valves. The location shall be suit-
able for the service intended and shall provide the overpressure protection required. The pressure drop 
upstream of each pressure relief valve shall be considered in determining the set pressure and relieving 
capacity of that valve. If the superheater outlet header has a full, free steam passage from end to end 
and is so constructed that steam is supplied to it at practically equal intervals throughout its length so 
that there is a uniform flow of steam through the superheater tubes and the header, the pressure relief 
valve or valves may be located anywhere in the length of header.

b)	 The pressure-relieving capacity of the pressure relief valve or valves on an attached superheater shall 
be included in determining the number and size of the pressure relief valves for the boiler provided 
there are no intervening valves between the superheater pressure relief valve and the boiler and the 
discharge capacity of the pressure relief valve or valves, on the boiler, as distinct from the superheater, 
is at least 75% of the aggregate capacity required.
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c)	 Every independently fired superheater that may be shut off from the boiler and permit the superheater 
to become a fired pressure vessel shall have one or more pressure relief valves having a discharge 
capacity equal to 6 pounds of steam per hr/ft.2 (29 kg per hr per sq. m) of superheater surface mea-
sured on the side exposed to the hot gases.

d)	 Every pressure relief valve used on a superheater discharging superheated steam at a temperature 
over 450°F (230°C) shall have a casing, including the base, body, bonnet, and spindle constructed of 
steel, steel alloy, or equivalent heat-resistant material. The valve shall have a flanged inlet connection 
or a welded-end inlet connection. The seat and disk shall be constructed of suitable heat-erosive and 
corrosive-resistant material, and the spring fully exposed outside of the valve casing so that it is pro-
tected from contact with the escaping steam.

2.9.4	 ECONOMIZERS 

An economizer that can not be isolated from a boiler does not require a pressure relief valve. Economizers 
that can be isolated from a boiler or other heat transfer device, allowing the economizer to become a fired 
pressure vessel, shall have a minimum of one pressure relief valve. Discharge capacity, rated in lbs/hr (kg/
hr), of the pressure relief valve or valves shall be calculated from the maximum expected heat absorption 
rate in Btu/hr (W) of the economizer, and will be determined from manufacturer data, divided by 1,000 Btu/
lb (2,326kJ/kg). The pressure relief valve shall be installed in a location recommended by the manufacturer 
when no recommendation exists the location shall be as close as practical to the economizer outlet.

2.9.5	 PRESSURE-REDUCING VALVES 

a)	 Where pressure-reducing valves are used, one or more pressure relief valves shall be installed on the 
low pressure side of the reducing valve in those installations where the piping or equipment on the low 
pressure side does not meet the requirements for the steam supply piping.

b)	 The pressure relief valves shall be located as close as possible to the pressure-reducing valve.

c)	 The capacity of the pressure relief valves shall not be less than the total amount of steam that can pass 
from the high pressure side to the low pressure side and be such that the pressure rating of the lower 
pressure piping or equipment shall not be exceeded.

d)	 The use of hand-controlled bypasses around reducing valves is permissible. The bypass around a 
reducing valve may not be greater in capacity than the reducing valve unless the piping or equipment is 
adequately protected by pressure relief valves or meets the requirements of the high pressure system.

e)	 See Supplement 2 for additional information on the calculation of the required capacity of pressure relief 
valves installed after pressure-reducing valves.

2.9.6	 INSTALLATION AND DISCHARGE REQUIREMENTS

a)	 Every boiler shall have outlet connections for the pressure relief valve, or valves, independent of any 
other outside steam connection, the area of opening shall be at least equal to the aggregate areas of 
inlet connections of all of the attached pressure relief valves. An internal collecting pipe, splash plate, or 
pan should be used, provided the total area for inlet of steam is not less than twice the aggregate areas 
of the inlet connections of the attached pressure relief valves. The holes in such collecting pipes shall 
be at least 1/4 in. (6 mm) in diameter, and the least dimension in any other form of opening for inlet of 
steam shall be 1/4 in. (6 mm). If pressure relief valves are attached to a separate steam drum or dome, 
the opening between the boiler proper and the steam drum or dome shall be not less than 10 times the 
total area of the pressure relief valve inlet.

b)	 Every pressure relief valve shall be connected so as to stand in an upright position with spindle vertical.
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