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Updating of NFPA Documents  
Users of  NFPA codes, standards, recommended practices, and guides (“NFPA Documents”) should be aware that these documents may be 

superseded at any time by the issuance of new editions or may be amended from time to time through the issuance of Tentative Interim Amendments. 
An official NFPA Document at any point in time consists of the current edition of the document together with any Tentative Interim Amendments 
and any Errata then in effect. In order to determine whether a given document is the current edition and whether it has been amended through the 
issuance of Tentative Interim Amendments or corrected through the issuance of Errata, consult appropriate NFPA publications such as the National 
Fire Codes® Subscription Service, visit the NFPA website at www.nfpa.org, or contact the NFPA at the address listed below. 

 
Interpretations of NFPA Documents  
A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing Committee Projects shall not be 

considered the official position of NFPA or any of its Committees and shall not be considered to be, nor be relied upon as, a Formal Interpretation. 
 
Patents  
The NFPA does not take any position with respect to the validity of any patent rights referenced in, related to, or asserted in connection with an 

NFPA Document. The users of NFPA Documents bear the sole responsibility for determining the validity of any such patent rights, as well as the risk 
of infringement of such rights, and the NFPA disclaims liability for the infringement of any patent resulting from the use of or reliance on NFPA 
Documents. 

NFPA adheres to the policy of the American National Standards Institute (ANSI) regarding the inclusion of patents in American National 
Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant to that policy: 

NOTICE:  The user’s attention is called to the possibility that compliance with an NFPA Document may require use of an invention covered by 
patent rights. NFPA takes no position as to the validity of any such patent rights or as to whether such patent rights constitute or include essential 
patent claims under the ANSI Patent Policy. If, in connection with the ANSI Patent Policy, a patent holder has filed a statement of willingness to 
grant licenses  under these rights on reasonable and nondiscriminatory terms and conditions to applicants desiring to obtain such a license, copies of 
such filed statements can be obtained, on request, from NFPA. For further information, contact the NFPA at the address listed below. 

 
Law and Regulations  
Users of NFPA Documents should consult applicable federal, state, and local laws and regulations. NFPA does not, by the publication of its 

codes, standards, recommended practices, and guides, intend to urge action that is not in compliance with applicable laws, and these documents may 
not be construed as doing so. 

 
Copyrights  
NFPA Documents are copyrighted by the NFPA. They are made available for a wide variety of both public and private uses. These include both 
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Reducing Structure Ignition Hazards from Wildland Fire

2013 Edition

This edition of NFPA 1144, Standard for Reducing Structure Ignition Hazards from Wildland Fire,
was prepared by the Technical Committee on Forest and Rural Fire Protection, and acted on
by NFPA at its June Association Technical Meeting held June 11–14, 2012, in Las Vegas, NV. It
was issued by the Standards Council on August 9, 2012, with an effective date of August 29,
2012, and supersedes all previous editions.

This edition of NFPA 1144 was approved as an American National Standard on August 29,
2012.

Origin and Development of NFPA 1144
The basis for NFPA 1144, Standard for Reducing Structure Ignition Hazards from Wildland Fire, was

NFPA224, Fire Protection and Prevention for Summer Homes in ForestedAreas, originally created in 1935.
That document was developed by the Forest Committee of NFPA and was presented and adopted
at the 1935 Annual Meeting of the Association. In 1952, the document was renumbered NFPA
224-T, and in 1953 the title was revised to Fire Prevention Standards for Homes and Camps in Forested
Areas. The document was designated NFPA 224M, Recommended Good Practice for Homes and Camps
in Forest Areas, when it was revised in the 1962, 1969, and 1972 editions.

In 1974, NFPA 224M was renamed Standard for Homes and Camps in Forest Areas, and was revised
in progressively up-to-date editions in both 1979 and 1985. In 1988, the NFPA Forest Committee
and the Correlating Committee on Suburban and Rural Fire Protection and Prevention were
combined into the Technical Committee for Forest and Rural Fire Protection.

In 1991, NFPA 224, Standard for Homes and Camps in Forest Areas, was withdrawn, and the
Forest and Rural Technical Committee incorporated parts of the document into the 1991
edition of NFPA 299, Protecting Life and Property from Wildfire. Following the tragic wildfires in
the United States in 1985, which had resulted in the loss of 44 lives and 1400 homes, the 1991
edition was revised with a new approach to fire protection. Recent wildland/urban interface
fires, such as the conflagrations in Oakland, CA (1991); Laguna Beach, CA (1993); and
Malibu, CA (1996), had shown that fire fighters often are placed in dangerous situations due
to inadequate planning and design of roadways, signs, water supplies, and other infrastruc-
ture considerations. Those fires also demonstrated that the growing population of residential
areas increasingly is encroaching into wildland areas. The fire season of 2000 resulted in
renewed interest in seeking more creative alternative methods to reduce the historical trend
of catastrophic fires.

In 2002, NFPA 299 was renumbered NFPA 1144 to bring it into sequence with other Forest
and Rural Committee documents. NFPA 1144 was officially adopted by state and local govern-
ments and adapted for use by numerous jurisdictions involved in planning Firewise Commu-
nities. The 2002 edition clarified numerous requirements in the earlier editions and included
a significant revision of the Wildland Fire Risk and Hazard Severity Assessment system in
Annex B. The committee tested various assessment system versions in several Firewise Com-
munities workshops, sponsored by the National Wildland/Urban Interface Fire Program,
before arriving at the relative values and hazard levels given in the document. The committee
increased the severity values for non-rated roofing, inadequate separation of vegetation from
structures, and separation of structures from one another.

The 2008 edition, retitled Standard for Reducing Structure Ignition Hazards from Wildland Fire,
focused on individual structure hazards and excluded subdivision requirements, which were
incorporated into the 2008 edition of NFPA 1141, Standard for Fire Protection Infrastructure for
Land Development in Suburban and Rural Areas. The 2008 edition also required a new spatial
approach to assessing and mitigating wildfire hazards around existing structures and in-
cluded improved ignition-resistant requirements for new construction.
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In the 2013 edition of NFPA 1144, the committee has provided additional clarification for the definitions of combustible,
noncombustible, and ignition-resistant material. In addition to updating references, new requirements for the maintenance and
use of noncombustible roof gutters, downspouts, and connections are now included in the document.

NFPA 1144 presents basic criteria for fire agencies, land use planners, architects, developers, and local government
for planning development in areas that might be threatened by wildfire. This standard, when used as part of a
cooperative approach among key disciplines, will provide guidance in the design and development of Firewise Com-
munities in or near wildland fire–prone areas. It is hoped that the requirements set forth in this document will, first,
help protect the lives of both residents and fire fighters when wildfires strike and, second, reduce property damage.
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IMPORTANT NOTE: This NFPA document is made available for
use subject to important notices and legal disclaimers. These notices
and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and Dis-
claimers Concerning NFPA Documents.” They can also be obtained
on request from NFPA or viewed at www.nfpa.org/disclaimers.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material
on the paragraph can be found in Annex A.

Changes other than editorial are indicated by a vertical
rule beside the paragraph, table, or figure in which the
change occurred. These rules are included as an aid to the
user in identifying changes from the previous edition. Where
one or more complete paragraphs have been deleted, the de-
letion is indicated by a bullet (•) between the paragraphs that
remain.

A reference in brackets [ ] following a section or paragraph
indicates material that has been extracted from another NFPA
document. As an aid to the user, the complete title and edition
of the source documents for extracts in mandatory sections of
the document are given in Chapter 2 and those for extracts in
informational sections are given in Annex D. Extracted text
may be edited for consistency and style and may include the
revision of internal paragraph references and other refer-
ences as appropriate. Requests for interpretations or revisions
of extracted text shall be sent to the technical committee re-
sponsible for the source document.

Information on referenced publications can be found in
Chapter 2 and Annex D.

Chapter 1 Administration

1.1* Scope. This standard provides a methodology for assessing
wildland fire ignition hazards around existing structures, residen-
tial developments, and subdivisions and improved property or
planned property improvement that will be located in a
wildland/urban interface area, and provides minimum require-
ments for new construction to reduce the potential of structure
ignition from wildland fires.

1.2 Purpose.

1.2.1* This standard shall be used to assess fuel sources in the
structure ignition zone for their potential to ignite structures
and to identify possible mitigation measures to reduce the
possibility of structure ignition.

1.2.2 The standard provides minimum standards for design,
construction, and landscaping for structures in the wildland/
urban interface.

1.3 Application.

1.3.1 The standard shall apply to all existing structures, resi-
dential developments, and subdivisions and improved prop-

erty or planned property improvement that will be located in a
wildland/urban interface area, including commercial, ranch
and farm structures, manufactured homes, and structures in
recreational vehicle parks.

1.3.2 This standard shall not be construed as prohibiting any
design, construction, or landscaping activity that will provide
fire protection or hazard reduction at least equivalent to that
required by this standard and that which has been set forth by
the authority having jurisdiction (AHJ).

1.4 Equivalency.

1.4.1* This standard shall not be used to lessen or negate gen-
eral fire protection requirements or procedures addressed in
other standards.

1.4.2 The authority having jurisdiction shall use recognized
fire protection standards and measures as necessary to meet
local conditions.

1.4.3 Where extremely high hazard conditions exist, the au-
thority having jurisdiction shall determine equivalent require-
ments that provide a level of protection no less than would be
afforded by full compliance with this standard.

Chapter 2 Referenced Publications

2.1 General. The documents or portions thereof listed in this
chapter are referenced within this standard and shall be con-
sidered part of the requirements of this document.

2.2 NFPA Publications. National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 58, Liquefied Petroleum Gas Code, 2011 edition.
NFPA 1141, Standard for Fire Protection Infrastructure for Land

Development in Wildland, Rural, and Suburban Areas, 2012 edi-
tion.

NFPA 5000®, Building Construction and Safety Code®, 2012
edition.

2.3 Other Publications.

2.3.1 ASTM Publications. ASTM International, 100 Barr Har-
bor Drive, P.O. Box C700, West Conshohocken, PA 19428-2959.

ASTM E 108, Standard Test Methods for Fire Tests of Roof Cover-
ings, 2010a.

2.3.2 Other Publications.
Merriam-Webster’s Collegiate Dictionary, 11th edition, Merriam-

Webster, Inc., Springfield, MA, 2003.

2.4 References for Extracts in Mandatory Sections.
NFPA 5000®, Building Construction and Safety Code®, 2012

edition.

Chapter 3 Definitions

3.1 General. The definitions contained in this chapter shall
apply to the terms used in this standard. Where terms are not
defined in this chapter or within another chapter, they shall
be defined using their ordinarily accepted meanings within
the context in which they are used. Merriam-Webster’s Collegiate
Dictionary, 11th edition, shall be the source for the ordinarily
accepted meaning.
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3.2 NFPA Official Definitions.

3.2.1* Approved. Acceptable to the authority having jurisdic-
tion.

3.2.2* Authority Having Jurisdiction (AHJ). An organization,
office, or individual responsible for enforcing the require-
ments of a code or standard, or for approving equipment,
materials, an installation, or a procedure.

3.2.3* Listed. Equipment, materials, or services included in a
list published by an organization that is acceptable to the au-
thority having jurisdiction and concerned with evaluation of
products or services, that maintains periodic inspection of
production of listed equipment or materials or periodic evalu-
ation of services, and whose listing states that either the equip-
ment, material, or service meets appropriate designated stan-
dards or has been tested and found suitable for a specified
purpose.

3.2.4 Shall. Indicates a mandatory requirement.

3.2.5 Standard. A document, the main text of which contains
only mandatory provisions using the word “shall” to indicate
requirements and which is in a form generally suitable for
mandatory reference by another standard or code or for adop-
tion into law.

3.3 General Definitions.

3.3.1 Accessory Structure. Any structure used incidentally to
another structure.

3.3.2 Alternative. A system, condition, arrangement, material,
or equipment submitted to the authority having jurisdiction as a
substitute for a requirement in a standard.

3.3.3 Building. A structure, usually enclosed by walls and a
roof, constructed to provide support or shelter for an in-
tended occupancy.

3.3.4 Combustible. A combustible material is any material
that, in the form in which it is used and under the conditions
anticipated, will ignite and burn or will add appreciable heat
to an ambient fire.

3.3.5 Dwelling. One or more living units, each providing com-
plete and independent living facilities for one or more persons,
including permanent provisions for living, sleeping, eating, cook-
ing, and sanitation.

3.3.6 Evacuation. The temporary movement of people and
their possessions from locations threatened by wildland fire.

3.3.7 Fire Hazard. A fuel complex, defined by kind, arrange-
ment, volume, condition, and location, that determines the
ease of ignition and/or resistance to fire control.

3.3.8 Fire Resistive. Construction designed to provide reason-
able protection against fire.

3.3.9 Fuel Modification. Any manipulation or removal of fu-
els to reduce the likelihood of ignition or the resistance to fire
control.

3.3.10* Fuels. All combustible materials within the wildland/
urban interface or intermix, including, but not limited to, veg-
etation and structures.

3.3.11 Ground Fuels. All combustible materials such as grass,
duff, loose surface litter, tree or shrub roots, rotting wood,
leaves, peat, or sawdust that typically support combustion.

3.3.12* Heavy Timber Construction. Type IV (2HH) construc-
tion as defined in NFPA 5000, Building Construction and Safety
Code.

3.3.13* Ignition-Resistant Material. Any product designed for
exterior exposure that, when tested in accordance with an ap-
plicable test for surface burning characteristics of building
materials, extended to a 30 minute duration, exhibits a flame
spread index of not more than 25, shows no evidence of sig-
nificant progressive combustion, and whose flame front does
not progress more than 101⁄2 ft (3.2 m) beyond the centerline
of the burner at any time during the test.

3.3.14* Immediate Landscaped Area. The area of the struc-
ture ignition zone extending at least 30 ft (9 m) from the
foundation of the structure, including the footprint on decks
and all extensions, and the area in which the vegetation has
been modified for reduced flammability or aesthetic pur-
poses, such as lawns and gardens.

3.3.15 Improved Property. A piece of land or real estate upon
which a structure has been placed, a marketable crop is grow-
ing (including timber), or other property improvement has
been made.

3.3.16 Mitigation. Action that moderates the severity of a fire
hazard or risk.

3.3.17* Noncombustible. Any material that, in the form in
which it is used and under the conditions anticipated, will not
ignite, burn, support combustion, or release flammable va-
pors when subjected to fire or heat.

3.3.18 Occupancy. The purpose for which a building or por-
tion thereof is used or intended to be used.

3.3.19 Risk. The measure of the probability and severity of
adverse effects that result from an exposure to a wildland fire
(direct flames, radiant heat, or firebrands).

3.3.20 Road. Any access, not including a driveway, providing
access to more than one parcel and primarily intended for
vehicular access.

3.3.21* Slash. Debris resulting from natural events such as
wind, fire, snow, or ice breakage; or from human activities such as
building or road construction, logging, pruning, thinning, or
brush cutting.

3.3.22* Slope. Upward or downward incline or slant, usually
calculated as a percentage.

3.3.23 Structure. That which is built or constructed, an edifice
or building of any kind, or any piece of work artificially built up
or composed of parts joined together in some definite manner.

3.3.24* Structure Assessment. An evaluation to determine the
structure’s potential to be ignited by an approaching wildland
fire.

3.3.25* Structure Ignition Zone. The area around a specific
structure and associated accessory structures, including all veg-
etation that contains potential ignition sources and fuels that can
affect ignition potential during an intense wildland fire.

3.3.26 Water Supply. A source of water for fire-fighting ac-
tivities.

3.3.27 Wildland Fire. An unplanned and uncontrolled fire
spreading through vegetative fuels, at times involving structures.
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3.3.28* Wildland/Urban Interface. The presence of structures
in locations in which the AHJ determines that topographical
features, vegetation fuel types, local weather conditions, and
prevailing winds result in the potential for ignition of the
structures within the area from flames and firebrands of a
wildland fire.

3.3.29 Wildland/Urban Intermix. An area where improved
property and wildland fuels meet with no clearly defined
boundary.

Chapter 4 Assessing Wildland Fire Hazards in the
Structure Ignition Zone

4.1 General.

4.1.1* In cases in which the AHJ determines that existing im-
proved property is, or a planned property improvement will
be, located in a wildland/urban interface or intermix area, the
AHJ shall perform, or cause to be performed, a wildland fire
hazard assessment of each structure ignition zone in the devel-
opment to determine relative risk, the extent of wildland fire
hazard, and applicable mitigation measures.

4.1.2* The structure assessment shall, as a minimum, include
the following:

(1) Identification and documentation of the wildland fire
hazards in the ignition zone(s) for each structure within
wildland fire hazard areas, according to the elements and
conditions in Section 4.2

(2) Determination of mitigation measures for vegetation,
other combustibles, and the structure, including the peri-
odic maintenance associated with such measures

(3) Establishment of priorities relative to mitigating the risks
from wildland fire

4.1.3 The wildland fire hazard assessment shall be the basis
for recommended mitigation measures relative to the vegeta-
tion, other combustibles, and structures on the site.

4.2* Structure Assessment Elements and Conditions. As a
minimum, the structure assessment shall cover elements and
conditions indicated in 4.2.1 through 4.2.5.

4.2.1 Overview of the Surrounding Environment. The struc-
ture assessment shall document the conditions of 4.2.1.1
through 4.2.1.5 in the assessment of the surrounding environ-
ment, as they will place the structure in the most risk from
ignition by a wildland fire.

4.2.1.1* The structure assessment shall document the location
of the structure in relation to predominant topographical fea-
tures, such as flat open areas, ridges, saddles, steep slopes,
natural chimneys like steep narrow draws, or small canyons,
that will increase the ignition potential of the structure.

4.2.1.2* The structure assessment shall document local
weather conditions, including wind, relative humidity, tem-
perature, and fine fuel moisture content.

4.2.1.3* The structure assessment shall document nearby
structures using the same criteria as the primary structure.

4.2.1.4* The structure assessment shall document any neigh-
boring properties that could impact the ignition zone of the
property being assessed.

4.2.1.5* The structure assessment shall document the struc-
ture’s location on the slope relative to the structure’s potential
exposure to heat from a wildland fire.

4.2.2 From Chimney to Eaves. The structure assessment shall
document the conditions of 4.2.2.1 through 4.2.2.6 to observe
construction and vegetation as they place the structure in the
most risk from ignition by a wildland fire.

4.2.2.1* The structure assessment shall document the type
and construction of roofing materials.

4.2.2.2* The structure assessment shall document the condi-
tion of roofing materials and assemblies.

4.2.2.3* The structure assessment shall document all skylights
in roof assemblies.

4.2.2.4* The structure assessment shall document the poten-
tial of roof gutters and areas where exterior walls meet roof or
deck surfaces to collect litter on surfaces or in crevices.

4.2.2.5* The structure assessment shall document the con-
struction materials of gutters, downspouts, and connectors.

4.2.2.6* The structure assessment shall document the materi-
als and construction used in eaves of roof overhangs.

4.2.3 From Top of Exterior Wall to Foundation. The structure
assessment shall document the conditions of 4.2.3.1 through
4.2.3.6 to observe construction and vegetation as they place
the structure in the most risk from ignition by a wildland fire.

4.2.3.1* The structure assessment shall document the materi-
als and construction used in exterior walls and exterior siding.

4.2.3.2 The structure assessment shall document the materi-
als used for gutter downspouts and connectors on exterior
walls.

4.2.3.3* The structure assessment shall document the materi-
als used in windows and other openings in vertical surfaces.

4.2.3.4* The structure assessment shall document the loca-
tion, size, and screening of ventilation openings.

4.2.3.5* The structure assessment shall document all attached
accessory structures as part of the primary structure.

4.2.3.6* The structure assessment shall document areas next to
or under a structure where combustible materials that present a
source of flame exposure to the structure might collect.

4.2.4* From Foundation to the Immediate Landscaped Area.
The structure assessment shall document the conditions of
4.2.4.1 through 4.2.4.5 to observe construction and vegeta-
tion, as they place the structure in the most risk from ignition
by a wildland fire.

4.2.4.1* The structure assessment shall document all vegeta-
tive fuels and other combustible materials adjacent to and
within 30 ft (9 m) of the structure for their potential to con-
tribute to the intensity and spread of wildland fire.

4.2.4.2* The structure assessment shall document the pres-
ence and location of all heat and flame sources within 30 ft (9
m) of the primary structure.

4.2.4.3* The structure assessment shall document all projec-
tions attached to the primary structure.

4.2.4.4* The structure assessment shall document detached
structures within 30 ft (9 m) of the primary structure that
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might be ignited by flames, radiant heat, or firebrands from
wildland fires.

4.2.4.5* The structure assessment shall document vehicle
parking areas within 30 ft (9 m) of any surface of the structure.

4.2.5 From the Immediate Landscaped Area to the Extent of
the Structure Ignition Zone. The structure assessment shall
document the conditions of 4.2.5.1 through 4.2.5.8 to observe
construction and vegetation, as they place the structure in the
most risk from ignition by a wildland fire.

4.2.5.1* The structure assessment shall document vegetation
within the area between the outer edge of the immediate land-
scaped area and the extent of the structure ignition zone as
potential fuel that can convey the fire to the structure.

4.2.5.2* The structure assessment shall document the species
and location of trees and the separation of tree crowns within
the area between the outer edge of the immediate landscaped
area and the extent of the structure ignition zone.

4.2.5.3* The structure assessment shall document the pres-
ence and location of all heat and flame sources within the area
between the outer edge of the immediate landscaped area and
the extent of the structure ignition zone.

4.2.5.4* The structure assessment shall document detached
structures within the area between the outer edge of the im-
mediate landscaped area and the extent of the structure igni-
tion zone that might be ignited by flames, radiant heat, or
firebrands from wildland fires.

4.2.5.5* The structure assessment shall document vehicle park-
ing areas within the area between the outer edges of the immedi-
ate landscaped area and the extent of the structure ignition zone.

4.2.5.6* The structure assessment shall document all projec-
tions attached to the primary structure that extend beyond the
immediate landscaped area.

4.2.5.7 The structure assessment shall document all other fac-
tors that can affect the risk of ignition or the spread of wildland
fire on improved property within the structure ignition zone, in-
cluding the risk of structure fires spreading to vegetation.

4.2.5.8 Any structure that fails to comply with the require-
ments of Chapter 5 shall be deemed to increase the risk of the
spread of wildland fire to improved property and the risk of
fires on improved property spreading to wildland fuels.

4.3 Development of Wildland Fire Hazard Mitigation Plan.

4.3.1 From the information gathered in each structure assess-
ment, the AHJ shall require or cause to be developed a wild-
land fire hazard mitigation plan and schedule to address the
wildland fire hazards identified in the specific structure igni-
tion zone assessment.

4.3.2 The AHJ shall work with applicable agencies and orga-
nizations to resolve any conflicts between recommended wild-
land fire hazard mitigation measures and mitigation measures
or objectives of other hazards.

4.3.3* This plan shall include, but not be limited to, the fol-
lowing:

(1) Specific mitigation recommendations based on the haz-
ard assessment to reduce the ignition potential around
and including the structure

(2) Construction modification or retrofit necessary to reduce
the identified hazards as a minimum or to comply with
the provisions of Chapter 5

(3) Fuel modification recommendations as specified in Chap-
ter 6

(4) A hazard mitigation implementation and maintenance
schedule approved by the AHJ

4.3.4* The history of wildland fire in the area under assess-
ment shall be considered in determining required hazard
mitigation plan.

4.3.5* The AHJ shall approve the mitigating measures relative
to access, water supply, and construction based upon the struc-
ture assessment established in 4.1.2.

4.3.6 From the information gathered in each structure assess-
ment, the AHJ shall require or cause to be developed a wild-
land fire hazard severity map of each residential development
area addressed.

4.3.7 The map shall include, but not be limited to, the follow-
ing data elements:

(1) Lot designations
(2) Structure locations on each lot
(3) Locations of wildland fire evacuation centers or safety

zones
(4) Hazard severity for each lot
(5) Overlapping ignition zones

4.4 Mitigation Implementation and Enforcement.

4.4.1 The AHJ shall require the property owner to develop
and comply with the approved wildland fire hazard mitigation
plan and schedule according to 4.3.1.

4.4.2 No permit associated with construction shall be issued
if the provisions of this standard are not addressed.

4.4.3 No permit associated with occupancy shall be issued
until the provisions of this standard are satisfied.

Chapter 5 Building Design, Location, and
Construction

5.1 Construction in Wildland Areas.

5.1.1 General.

5.1.1.1 All new construction in wildland/urban interface ar-
eas shall be designed, located, and constructed to comply with
this standard; NFPA 1141, Standard for Fire Protection Infrastruc-
ture for Land Development in Wildland, Rural, and Suburban Areas;
and the local building code.

5.1.1.2 In case of conflicts among this standard; NFPA 1141,
Standard for Fire Protection Infrastructure for Land Development in
Wildland, Rural, and Suburban Areas; and the local building
code, the more stringent fire protection requirements shall be
utilized to mitigate the ignition potential and combustibility
of structures exposed to potential wildland fire.

5.1.2 Construction Documents. The AHJ shall be provided
with plans and specifications for each project regulated by this
standard.

5.1.2.1 Construction documents shall clearly indicate the
methods, materials, and processes employed to meet the re-
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