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IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® STANDARDS 

NOTICE AND DISCLAIMER OF LIABILITY CONCERNING THE USE OF NFPA STANDARDS

NFPA® codes, standards, recommended practices, and guides (“NFPA Standards”), of which the 
document contained herein is one, are developed through a consensus standards development process 
approved by the American National Standards Institute. This process brings together volunteers 
representing varied viewpoints and interests to achieve consensus on fire and other safety issues. While the 
NFPA administers the process and establishes rules to promote fairness in the development of consensus, 
it does not independently test, evaluate, or verify the accuracy of any information or the soundness of any 
judgments contained in NFPA Standards.

The NFPA disclaims liability for any personal injury, property, or other damages of any nature whatsoever, 
whether special, indirect, consequential or compensatory, directly or indirectly resulting from the 
publication, use of, or reliance on NFPA Standards. The NFPA also makes no guaranty or warranty as to  
the accuracy or completeness of any information published herein.

In issuing and making NFPA Standards available, the NFPA is not undertaking to render professional or 
other services for or on behalf of any person or entity. Nor is the NFPA undertaking to perform any duty 
owed by any person or entity to someone else. Anyone using this document should rely on his or her own 
independent judgment or, as appropriate, seek the advice of a competent professional in determining the 
exercise of reasonable care in any given circumstances.

The NFPA has no power, nor does it undertake, to police or enforce compliance with the contents of 
NFPA Standards. Nor does the NFPA list, certify, test, or inspect products, designs, or installations for 
compliance with this document. Any certification or other statement of compliance with the requirements 
of this document shall not be attributable to the NFPA and is solely the responsibility of the certifier or 
maker of the statement.
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ALERT: THIS STANDARD HAS BEEN MODIFIED BY A TIA OR ERRATA

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Standards”) should 
be aware that NFPA Standards may be amended from time to time through the issuance of a Tentative 
Interim Amendment (TIA) or corrected by Errata. An official NFPA Standard at any point in time 
consists of the current edition of the document together with any TIAs and Errata then in effect.

To determine whether an NFPA Standard has been amended through the issuance of TIAs or 
corrected by Errata, go to www.nfpa.org/docinfo to choose from the list of NFPA Standards or use the 
search feature to select the NFPA Standard number (e.g., NFPA 13). The document information page 
provides up-to-date document-specific information as well as postings of all existing TIAs and Errata. 
It also includes the option to register for an “Alert” feature to receive an automatic email notification 
when new updates and other information are posted regarding the document.
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ADDITIONAL IMPORTANT NOTICES AND DISCLAIMERS CONCERNING NFPA® STANDARDS

Updating of NFPA Standards

Users of NFPA codes, standards, recommended practices, and guides (“NFPA Standards”) should be aware that these
documents may be superseded at any time by the issuance of a new edition, may be amended with the issuance of Tentative
Interim Amendments (TIAs), or be corrected by Errata. It is intended that through regular revisions and amendments,
participants in the NFPA standards development process consider the then-current and available information on incidents,
materials, technologies, innovations, and methods as these develop over time and that NFPA Standards reflect this
consideration. Therefore, any previous edition of this document no longer represents the current NFPA Standard on the
subject matter addressed. NFPA encourages the use of the most current edition of any NFPA Standard [as it may be amended
by TIA(s) or Errata] to take advantage of current experience and understanding. An official NFPA Standard at any point in
time consists of the current edition of the document, including any issued TIAs and Errata then in effect.

To determine whether an NFPA Standard has been amended through the issuance of TIAs or corrected by Errata, visit the
“Codes & Standards” section at www.nfpa.org.

Interpretations of NFPA Standards

A statement, written or oral, that is not processed in accordance with Section 6 of the Regulations Governing the
Development of NFPA Standards shall not be considered the official position of NFPA or any of its Committees and shall not
be considered to be, nor be relied upon as, a Formal Interpretation.

Patents

The NFPA does not take any position with respect to the validity of any patent rights referenced in, related to, or asserted in
connection with an NFPA Standard. The users of NFPA Standards bear the sole responsibility for determining the validity of
any such patent rights, as well as the risk of infringement of such rights, and the NFPA disclaims liability for the infringement
of any patent resulting from the use of or reliance on NFPA Standards.

NFPA adheres to the policy of the American National Standards Institute (ANSI) regarding the inclusion of patents in
American National Standards (“the ANSI Patent Policy”), and hereby gives the following notice pursuant to that policy:

NOTICE: The user’s attention is called to the possibility that compliance with an NFPA Standard may require use of an
invention covered by patent rights. NFPA takes no position as to the validity of any such patent rights or as to whether such
patent rights constitute or include essential patent claims under the ANSI Patent Policy. If, in connection with the ANSI Patent
Policy, a patent holder has filed a statement of willingness to grant licenses under these rights on reasonable and
nondiscriminatory terms and conditions to applicants desiring to obtain such a license, copies of such filed statements can be
obtained, on request, from NFPA. For further information, contact the NFPA at the address listed below.

Law and Regulations

Users of NFPA Standards should consult applicable federal, state, and local laws and regulations. NFPA does not, by the
publication of its codes, standards, recommended practices, and guides, intend to urge action that is not in compliance with
applicable laws, and these documents may not be construed as doing so.

Copyrights

NFPA Standards are copyrighted. They are made available for a wide variety of both public and private uses. These include
both use, by reference, in laws and regulations, and use in private self-regulation, standardization, and the promotion of safe
practices and methods. By making these documents available for use and adoption by public authorities and private users, the
NFPA does not waive any rights in copyright to these documents.

Use of NFPA Standards for regulatory purposes should be accomplished through adoption by reference. The term
“adoption by reference” means the citing of title, edition, and publishing information only. Any deletions, additions, and
changes desired by the adopting authority should be noted separately in the adopting instrument. In order to assist NFPA in
following the uses made of its documents, adopting authorities are requested to notify the NFPA (Attention: Secretary,
Standards Council) in writing of such use. For technical assistance and questions concerning adoption of NFPA Standards,
contact NFPA at the address below.

For Further Information

All questions or other communications relating to NFPA Standards and all requests for information on NFPA procedures
governing its codes and standards development process, including information on the procedures for requesting Formal
Interpretations, for proposing Tentative Interim Amendments, and for proposing revisions to NFPA standards during regular
revision cycles, should be sent to NFPA headquarters, addressed to the attention of the Secretary, Standards Council, NFPA, 1
Batterymarch Park, P.O. Box 9101, Quincy, MA 02269-9101; email: stds_admin@nfpa.org.

For more information about NFPA, visit the NFPA website at www.nfpa.org. All NFPA codes and standards can be viewed at
no cost at www.nfpa.org/docinfo.
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NFPA® 13

Standard for the

Installation of Sprinkler Systems

2019 Edition

This edition of NFPA 13, Standard for the Installation of Sprinkler Systems, was prepared by the
Technical Committees on Hanging and Bracing of Water-Based Fire Protection Systems, Private
Water Supply Piping Systems, Sprinkler System Discharge Criteria, and Sprinkler System Installation
Criteria, released by the Correlating Committee on Automatic Sprinkler Systems, and acted on by
NFPA at its June Association Technical Meeting held June 11–14, 2018, in Las Vegas, NV. It was
issued by the Standards Council on August 14, 2018, with an effective date of September 3, 2018, and
supersedes all previous editions.

This document has been amended by one or more Tentative Interim Amendments (TIAs) and/or
Errata. See “Codes & Standards” at www.nfpa.org for more information.

This edition of NFPA 13 was approved as an American National Standard on September 3, 2018.

Origin and Development of NFPA 13

NFPA 13 represents the first standard published under the auspices of the NFPA Committee on
Automatic Sprinklers. Originally titled Rules and Regulations of the National Board of Fire Underwriters for
Sprinkler Equipments, Automatic and Open Systems, the standard has been continuously updated to keep
in step with change.

Full information about the NFPA actions on various changes will be found in the NFPA
Proceedings. The dates of successive editions are as follows: 1896, 1899, 1902, 1905, 1907, 1908, 1912,
1913, 1915, 1916, 1917, 1919, 1920, 1921, 1922, 1923, 1924, 1925, 1926, 1927, 1928, 1929. In 1930, a
separate standard was published on Class B systems. This was integrated into the 1931 edition.
Further revisions were adopted in 1934, 1935, and 1936. A two-step revision was presented in the
form of a progress report in 1939 and finally adopted in 1940. Further amendments were made in
1947, 1950, 1953, 1956, 1958, 1960, 1961, 1963, 1964, 1965, 1966, 1968, 1969, 1971, 1972, 1973, 1974,
1975, 1976, 1978, 1980, 1982, 1984, 1986, and 1989.

The 1991 edition incorporated an entire rewrite of the standard to make the overall format user
friendly. Substantive changes were made to numerous terms, definitions, and descriptions, with
additional refinements made in 1994.

The centennial (1996) edition included a significant rework of the requirements pertaining to
the application, placement, location, spacing, and use of various types of sprinklers. Other changes
provided information on extended coverage sprinklers and recognized the benefits of fast-response
sprinkler technology.

The 1999 edition encompassed a major reorganization of NFPA's Sprinkler Project that included
the establishment of a Technical Correlating Committee on Automatic Sprinkler Systems and four
new sprinkler systems technical committees, the consolidation of NFPA's sprinkler system design and
installation requirements, and the implementation of numerous technical changes.

The scope of NFPA 13 was expanded to address all sprinkler system applications. The 1999
edition contained information on the installation of underground pipe from NFPA 24 and sprinkler
system discharge criteria for on-floor and rack storage of Class I, II, III, IV, and plastic commodities,
rubber tires, baled cotton, and roll paper that were previously located in NFPA 231, 231C, 231D,
231E, and 231F. Additionally, sprinkler system information for specialized hazards from over 40
NFPA documents was either brought into NFPA 13 using NFPA's extract policy or specifically
referenced. A new chapter was also added to address the structural aspects of exposed and buried
system piping. A table of cross-references to previous editions and material that was located in other
NFPA documents was included at the end of the 1999 edition.
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More specific changes included a new sprinkler identification marking system and the designation of sprinkler sizes by
nominal K-factors. New criteria for the use of steel pipe in underground applications was added, as well as a new provision to
guard against microbiologically influenced corrosion. Obstruction rules for specific sprinkler types and rules for locating
sprinklers in concealed spaces were revised. New limitations were placed on the sprinkler sizes in storage applications, and
criteria for the K-25 sprinkler was added. Additionally, the requirements for protecting sprinklers against seismic events also
underwent significant revision.

The 2002 edition of NFPA 13 underwent style formatting and technical revisions. The style formatting was completed to
comply with the Manual of Style for NFPA Technical Committee Documents and to reorganize many of the requirements in NFPA 13
into unique chapters. Editorially, NFPA 13 eliminated all of the exceptions and reworded them as requirements where
applicable, moved the mandatory references to Chapter 2, and relocated all of the definitions to Chapter 3. In reorganizing
NFPA 13, several new chapters were created to consolidate requirements including the following: Chapter 10 contained all of
the applicable requirements for underground piping including materials, installation, and acceptance testing; Chapter 11
contained design approaches including pipe schedule, density/area method, room design method, special design areas,
residential sprinklers, exposure protection, and water curtains; Chapter 12 contained the design approaches for the protection
of storage, including idle pallets, miscellaneous storage, storage less than 12 ft, palletized, solid pile, bin box, and shelf storage,
rack storage less than 25 ft, rack storage greater than 25 ft, rubber tire, baled cotton, rolled paper, and special storage designs;
and Chapter 13 contained all of the design and installation requirements from all of the various documents that have been
extracted into NFPA 13.

The 2002 edition made specific technical changes to address several key issues. Three major areas of irregular ceiling were
addressed, including skylights, stepped ceilings, and ceiling pockets. The design requirements for ESFR sprinklers were
expanded to allow the user to choose the storage height and then the building height for any allowable arrangement. Design
requirements for the protection of storage on solid shelves were added. Requirements for the installation of residential
sprinklers were added that parallel the requirements for other types of sprinklers.

For the 2007 edition, definitions were reorganized to locate all of the storage definitions in one area, and several new
definitions addressing private water supply terms were added. The definitions and requirements of Ordinary Hazard Group 1
and 2 Occupancies were clarified where storage is present. The requirements for trapeze hangers were clarified and made
consistent for all components, and the seismic bracing criteria were updated to ensure that NFPA 13 contains all of the
appropriate requirements for installation and design of seismic bracing of fire sprinkler systems. The requirements for storage
were further reorganized and divided into separate chapters addressing general requirements for storage; miscellaneous
storage; protection of Class I to Class IV commodities that are stored palletized, solid piled, bin boxes, or shelf storage;
protection of plastic and rubber commodities that are stored palletized, solid piled, bin boxes, or shelf storage; protection of
Class I through Class IV commodities that are stored on racks; protection of plastic and rubber commodities that are stored on
racks; protection of rubber tire storage; protection of roll paper; and special designs of storage protection.

For the 2010 edition, many of the major changes related to the requirements for storage protection. First was the
combination of large drop sprinkler and the specific application control mode sprinkler requirements and the revision of the
terminology to identify them as Control Mode Specific Application sprinklers (CMSA). Next, new criteria for use of smoke
vents were added to Chapter 12. The density/area curves in the storage chapters were reduced to a maximum 3000 ft2 (278
m2) operating area; this was a significant reduction of some curves that had extended up to 6000 ft2 (557 m2). Changes to rack
storage in the 2010 edition included a new method to calculate the rack shelf area. Finally, the provisions for back-to-back shelf
storage were added to the storage chapters.

Criteria for the protection of three new special storage arrangements were added to Chapter 20. These included protection
of carton records storage with catwalk access; compact shelving of commodities consisting of paper files, magazines, books, and
similar documents in folders and miscellaneous supplies with no more than 5 percent plastics up to 8 ft high; and protection of
high bay record storage.

In Chapter 9, a number of changes occurred regarding sway bracing of sprinkler systems, including the introduction of new
zone of influence tables for Schedule 5 steel pipe, CPVC, and Type M copper tube. Also the means for calculating the loads in
the zone of influence were modified to correlate with SEI/ASCE-7, and a new Annex E was added that described this
calculation.

Other areas of change included requirements for listed expansion chambers; clarification of ceiling pocket rules; and
clarification of the formulas used in calculating large antifreeze systems.

The 2013 edition of NFPA 13 included changes to many technical requirements as well as the reorganization of multiple
chapters. One significant change that was made to the administrative chapter of NFPA 13 was to clarify that watermist systems
were not covered within NFPA 13 and that NFPA 750 should be used when looking for guidance on the design and installation
of those systems. A series of new requirements addressed the need for a compatibility review where nonmetallic piping and
fittings are installed in systems also using petroleum-based products such as cutting oils and corrosion inhibitors. Several
modifications were made to the standard pertaining to freeze protection. The use of antifreeze in new NFPA 13 sprinkler
systems was prohibited unless the solution use was listed and the listing indicated illustrated the inability for the solution to
ignite. Other freeze protection modifications to the standard included clarification on the use of heat tracing, required barrel

Full document details: NFPA 13 2019

http://www.avadocuments.com/doc/nfpa-13-2019
http://www.avadocuments.com/doc/nfpa-13-2019


ORIGIN & DEVELOPMENT 13-3

2019 Edition

length for dry sprinklers, and the allowance for engineering analyses to be submitted to support an alternate freeze protection
scheme. New sprinkler omission requirements were added for elevator machine rooms and other elevator associated spaces
where certain criteria were met. Chapter 9 included updated information on shared support structures as well as a revised
seismic bracing calculation form. Chapters 16 and 17 were reorganized to make the chapters easier to follow, to create more
consistency between the various storage chapters. A new chapter on alternative approaches for storage applications was added
to provide guidance on performance-based approaches dealing with storage arrangements.

One of the largest changes to the 2016 edition of NFPA 13 was the review of all metric conversions. Historically the
document had used an “exact” conversion process, but in the 2016 edition an approximate conversion process was used. The
intent of this change was to make the document more usable outside the United States. Another major change was the
inclusion of a pipe venting requirement to eliminate as much air as possible from wet pipe systems. This requirement
contemplates only a single vent in each wet system.

There were a significant number of changes to the storage chapters of NFPA 13. New design criteria were included for the
protection of exposed, expanded Group A plastics stored in racks. Also, a ceiling and in-rack design approach, called an
“alternative protection scheme,” was added to Chapters 16 and 17. A similar concept had existed for sprinkler protection in
NFPA 30 for several revision cycles.

A new section on sprinkler design where cloud ceilings are installed was added. This design scheme allows sprinklers to be
omitted above cloud ceilings when the gap between clouds (or clouds and walls) meets a maximum allowable dimension based
on the floor-to-cloud ceiling height. This new language was created based on a project conducted by the Fire Protection
Research Foundation. Chapter 10, which is extracted from NFPA 24, was significantly revised based on the rewrite of NFPA 24.
Most of the technical content remained the same, although the organization and structure were modified.

The 2019 edition of NFPA 13 has undergone a complete reorganization and is now fashioned in order of how one would
approach the design of a sprinkler system. Users will now find hazard classifications, water supplies, and underground piping at
the beginning of the standard. Chapter 8 has been divided into several new chapters, breaking out general rules for sprinkler
locations into one chapter and several other chapters specific to sprinkler technology. The storage chapters have also been
reorganized by sprinkler technology and address ceiling-only design. Chapter 25 has been revised and now contains all the
requirements for in-rack sprinklers.

Requirements for vertical pipe chases have been clarified as have requirements for electrical equipment rooms where
sprinklers can be omitted. Additionally, new beam rules for residential sprinklers have been added and details provided.

Due to the extensive reorganization of the 2019 edition, new features have been added to help users locate requirements
and identify sections with technical changes. The 2016–2019 Roadmap comparing the section numbers of the 2016 edition to
the 2019 edition has been compiled and is located after the index. It is provided for information only and should be used as a
quick-reference locator. Technical changes from the last edition are also indicated and should be used as a guide. Shaded text
identifies requirements that have been modified as a result of additions and deletions with the exception of tables and figures.
New requirements are marked with the N symbol. Users can view complete revision details in the First and Second Draft
Reports located in the NFPA 13 archived revision section at www.nfpa.org/docinfo.

Previous editions of this document have been translated into languages other than English, including French and Spanish.
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and disclaimers appear in all publications containing this document
and may be found under the heading “Important Notices and
Disclaimers Concerning NFPA Standards.” They can also be viewed
at www.nfpa.org/disclaimers or obtained on request from NFPA.

UPDATES, ALERTS, AND FUTURE EDITIONS: New editions of
NFPA codes, standards, recommended practices, and guides (i.e.,
NFPA Standards) are released on scheduled revision cycles. This
edition may be superseded by a later one, or it may be amended
outside of its scheduled revision cycle through the issuance of Tenta‐
tive Interim Amendments (TIAs). An official NFPA Standard at any
point in time consists of the current edition of the document, together
with all TIAs and Errata in effect. To verify that this document is the
current edition or to determine if it has been amended by TIAs or
Errata, please consult the National Fire Codes® Subscription Service
or the “List of NFPA Codes & Standards” at www.nfpa.org/docinfo.
In addition to TIAs and Errata, the document information pages also
include the option to sign up for alerts for individual documents and
to be involved in the development of the next edition.

NOTICE: An asterisk (*) following the number or letter
designating a paragraph indicates that explanatory material on
the paragraph can be found in Annex A.

A reference in brackets [ ] following a section or paragraph
indicates material that has been extracted from another NFPA
document. As an aid to the user, the complete title and edition
of the source documents for extracts in mandatory sections of
the document are given in Chapter 2 and those for extracts in
informational sections are given in Annex F. Extracted text may
be edited for consistency and style and may include the revi‐
sion of internal paragraph references and other references as
appropriate. Requests for interpretations or revisions of extrac‐
ted text shall be sent to the technical committee responsible
for the source document.

Information on referenced publications can be found in
Chapter 2 and Annex F.

Chapter 1   Administration

1.1* Scope.

1.1.1   This standard shall provide the minimum requirements
for the design and installation of automatic fire sprinkler
systems and exposure protection sprinkler systems covered
within this standard.

1.1.2*   This standard shall not provide requirements for the
design or installation of water mist fire protection systems.

1.1.2.1   Water mist fire protection systems shall not be consid‐
ered fire sprinkler systems.

1.1.2.2   The design and installation of water mist fire protec‐
tion systems shall comply with NFPA 750.

1.1.3*   This standard is written with the assumption that the
sprinkler system shall be designed to protect against a single
fire originating within the building.

1.2* Purpose.

1.2.1   The purpose of this standard shall be to provide a
reasonable degree of protection for life and property from fire
through standardization of design, installation, and testing
requirements for sprinkler systems, including private fire serv‐
ice mains, based on sound engineering principles, test data,
and field experience.

1.2.2   Sprinkler systems and private fire service mains are
specialized fire protection systems and shall require design and
installation by knowledgeable and experienced personnel.

1.3 Application.

1.3.1   This standard shall apply to the following:

(1) Character and adequacy of water supplies
(2) Sprinklers
(3) Fittings
(4) Piping
(5) Valves
(6) All materials and accessories, including the installation of

private fire service mains

1.3.2 Level of Protection.   A building, where protected by an
automatic sprinkler system installation, shall be provided with
sprinklers in all areas except where specific sections of this
standard permit the omission of sprinklers.

1.3.3   This standard shall also apply to “combined service
mains” used to carry water for both fire service and other uses
as well as to mains for fire service use only.

1.4 Retroactivity.   The provisions of this standard reflect a
consensus of what is necessary to provide an acceptable degree
of protection from the hazards addressed in this standard at
the time the standard was issued.

1.4.1   Unless otherwise specified, the provisions of this stand‐
ard shall not apply to facilities, equipment, structures, or instal‐
lations that existed or were approved for construction or
installation prior to the effective date of the standard. Where
specified, the provisions of this standard shall be retroactive.

1.4.2   In those cases where the authority having jurisdiction
determines that the existing situation presents an unacceptable
degree of risk, the authority having jurisdiction shall be permit‐
ted to apply retroactively any portions of this standard deemed
appropriate.

1.4.3   The retroactive requirements of this standard shall be
permitted to be modified if their application clearly would be
impractical in the judgment of the authority having jurisdic‐
tion, and only where it is clearly evident that a reasonable
degree of safety is provided.

1.5 Equivalency.   Nothing in this standard is intended to
prevent the use of systems, methods, or devices of equivalent or
superior quality, strength, fire resistance, effectiveness, durabil‐
ity, and safety over those prescribed by this standard.

N

N

N
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1.5.1   Technical documentation shall be submitted to the
authority having jurisdiction to demonstrate equivalency.

1.5.2   The system, method, or device shall be approved for the
intended purpose by the authority having jurisdiction.

1.6 Units and Symbols.

1.6.1 Units.

1.6.1.1   Metric units of measurement in this standard shall be
in accordance with the modernized metric system known as the
International System of Units (SI).

1.6.1.2   Two units (liter and bar), outside of but recognized by
SI, are commonly used in international fire protection.

1.6.1.3   These units with conversion factors shall be used as
listed in Table 1.6.1.3.

1.6.1.4*   If a value for measurement as given in this standard is
followed by an equivalent value in other units, the first stated
shall be regarded as the requirement.

1.6.2 Hydraulic Symbols.   The standard abbreviations in Table
1.6.2 shall be used on the hydraulic calculation form discussed
in Chapter 27.

1.6.3*   Some dimensions used in this standard are exact and
some are not. Nominal dimension are often used, such as the
dimensions used for pipe sizes. The metric equivalent shown in
this standard might not be an exact conversion to the SI unit,
but the nominal metric equivalent is typically used or a reason‐
ably equivalent value or approximate conversion is used. It
shall be acceptable to use the exact conversion or the conver‐
sions stated in the standard, even though they might not be
exact.

1.7 New Technology.

1.7.1   Nothing in this standard shall be intended to restrict
new technologies or alternate arrangements, provided the level
of safety prescribed by this standard is not lowered.

1.7.2   Materials or devices not specifically designated by this
standard shall be utilized in complete accord with all condi‐
tions, requirements, and limitations of their listings.

Table 1.6.1.3 Conversion Factors

Name of Unit Unit Symbol Conversion Factor

liter L 1 gal = 3.785 L
millimeter per 

minute
mm/min 1 gpm/ft2 = 40.746 mm/min 

= 40.746 (L/min)/m2

cubic decimeter dm3 1 gal = 3.785 dm3

pascal Pa 1 psi = 6894.757 Pa
bar bar 1 psi = 0.0689 bar
bar bar 1 bar = 105 Pa
Note: For additional conversions and information, see ASTM SI10,
Standard for Use of the International System of Units (SI): The Modern Metric
System.

Chapter 2   Referenced Publications

2.1 General.   The documents or portions thereof listed in this
chapter are referenced within this standard and shall be
considered part of the requirements of this document.

2.2 NFPA Publications.   National Fire Protection Association,
1 Batterymarch Park, Quincy, MA 02169-7471.

NFPA 11, Standard for Low-, Medium-, and High-Expansion
Foam, 2016 edition.

NFPA 14, Standard for the Installation of Standpipe and Hose
Systems, 2016 edition.

NFPA 15, Standard for Water Spray Fixed Systems for Fire Protec‐
tion, 2017 edition.

NFPA 16, Standard for the Installation of Foam-Water Sprinkler
and Foam-Water Spray Systems, 2015 edition.

NFPA 17, Standard for Dry Chemical Extinguishing Systems, 2017
edition.

NFPA 20, Standard for the Installation of Stationary Pumps for
Fire Protection, 2019 edition.

NFPA 22, Standard for Water Tanks for Private Fire Protection,
2018 edition.

Table 1.6.2 Hydraulic Symbols

Symbol or
Abbreviation Item

p Pressure in psi
gpm U.S. gallons per minute
q Flow increment in gpm to be added at a 

specific location
Q Summation of flow in gpm at a specific location
Pt Total pressure in psi at a point in a pipe
Pf Pressure loss due to friction between points 

indicated in location column
Pe Pressure due to elevation difference between 

indicated points. This can be a plus value or 
a minus value. If minus, the (−) shall be 
used; if plus, no sign is needed.

Pv Velocity pressure in psi at a point in a pipe
Pn Normal pressure in psi at a point in a pipe
E 90-degree ell
EE 45-degree ell
Lt.E Long-turn elbow
Cr Cross
T Tee-flow turned 90 degrees
GV Gate valve
BV Butterfly (wafer) check valve
Del V Deluge valve
ALV Alarm valve
DPV Dry pipe valve
CV Swing check valve
WCV Butterfly (wafer) check valve
St Strainer
psi Pounds per square inch
v Velocity of water in pipe in feet per second
K K-factor
C-factor Friction loss coefficient
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NFPA 24, Standard for the Installation of Private Fire Service
Mains and Their Appurtenances, 2019 edition.

NFPA 25, Standard for the Inspection, Testing, and Maintenance
of Water-Based Fire Protection Systems, 2017 edition.

NFPA 30, Flammable and Combustible Liquids Code, 2018
edition.

NFPA 30B, Code for the Manufacture and Storage of Aerosol Prod‐
ucts, 2019 edition.

NFPA 33, Standard for Spray Application Using Flammable or
Combustible Materials, 2018 edition.

NFPA 40, Standard for the Storage and Handling of Cellulose
Nitrate Film, 2019 edition.

NFPA 51B, Standard for Fire Prevention During Welding, Cutting,
and Other Hot Work, 2019 edition.

NFPA 70®, National Electrical Code®, 2017 edition.
NFPA 72®, National Fire Alarm and Signaling Code®, 2019

edition.
NFPA 75, Standard for the Fire Protection of Information Technol‐

ogy Equipment, 2017 edition.
NFPA 82, Standard on Incinerators and Waste and Linen

Handling Systems and Equipment, 2019 edition.
NFPA 96, Standard for Ventilation Control and Fire Protection of

Commercial Cooking Operations, 2017 edition.
NFPA 101®, Life Safety Code®, 2018 edition.
NFPA 120, Standard for Fire Prevention and Control in Coal

Mines, 2015 edition.
NFPA 170, Standard for Fire Safety and Emergency Symbols, 2018

edition.
NFPA 214, Standard on Water-Cooling Towers, 2016 edition.
NFPA 259, Standard Test Method for Potential Heat of Building

Materials, 2018 edition.
NFPA 400, Hazardous Materials Code, 2019 edition.
NFPA 409, Standard on Aircraft Hangars, 2016 edition.
NFPA 701, Standard Methods of Fire Tests for Flame Propagation

of Textiles and Films, 2015 edition.
NFPA 703, Standard for Fire Retardant–Treated Wood and Fire-

Retardant Coatings for Building Materials, 2018 edition.
NFPA 750, Standard on Water Mist Fire Protection Systems, 2019

edition.
NFPA 780, Standard for the Installation of Lightning Protection

Systems, 2017 edition.
NFPA 804, Standard for Fire Protection for Advanced Light Water

Reactor Electric Generating Plants, 2015 edition.
NFPA 909, Code for the Protection of Cultural Resource Properties

— Museums, Libraries, and Places of Worship, 2017 edition.
NFPA 1963, Standard for Fire Hose Connections, 2014 edition.

2.3 Other Publications.

2.3.1 ACI Publications.   American Concrete Institute,
38800 Country Club Drive, Farmington Hills, MI 48331-3439.

ACI 318, Building Code Requirements for Structural Concrete and
Commentary, 2014.

ACI 355.2, Qualification of Post-Installed Mechanical Anchors in
Concrete and Commentary, 2007.

2.3.2 ASCE Publications.   American Society of Civil Engineers,
1801 Alexander Bell Drive, Reston, VA 20191-4400.

ASCE/SEI 7, Minimum Design Loads for Buildings and Other
Structures, 2016.

2.3.3 ASME Publications.   ASME International, Two Park
Avenue, New York, NY 10016-5990.

Boiler and Pressure Vessel Code, Section IX, “Welding, Brazing,
and Fusing Qualifications,” 2015.

ASME A17.1, Safety Code for Elevators and Escalators, 2010/CSA
B44-10.

ASME B1.20.1, Pipe Threads, General Purpose (Inch), 2013.

ASME B16.1, Gray Iron Pipe Flanges and Flanged Fittings, Classes
25, 125, and 250, 2015.

ASME B16.3, Malleable Iron Threaded Fittings, Classes 150 and
300, 2011.

ASME B16.4, Gray Iron Threaded Fittings, Classes 125 and 250,
2011.

ASME B16.5, Pipe Flanges and Flanged Fittings, NPS 1∕2 through
NPS 24 Metric/Inch Standard, 2013.

ASME B16.9, Factory-Made Wrought Buttwelding Fittings, 2012.

ASME B16.11, Forged Fittings, Socket-Welding and Threaded,
2011.

ASME B16.15, Cast Copper Alloy Threaded Fittings, Classes 125
and 250, 2013.

ASME B16.18, Cast Copper Alloy Solder Joint Pressure Fittings,
2012.

ASME B16.22, Wrought Copper and Copper Alloy Solder Joint Pres‐
sure Fittings, 2013.

ASME B16.25, Buttwelding Ends, 2012.

ASME B31.1, Power Piping, 2014.

ASME B36.10M, Welded and Seamless Wrought Steel Pipe, 2015.

2.3.4 ASTM Publications.   ASTM International, 100 Barr
Harbor Drive, P.O. Box C700, West Conshohocken, PA
19428-2959.

ASTM A53/A53M, Standard Specification for Pipe, Steel, Black
and Hot-Dipped, Zinc-Coated, Welded and Seamless, 2012.

ASTM A106/A106M, Standard Specification for Seamless Carbon
Steel Pipe for High Temperature Service, 2015.

ASTM A135/A135M, Standard Specification for Electric-
Resistance-Welded Steel Pipe, 2009, reapproved 2014.

ASTM A153A/153M, Standard Specification for Zinc Coating
(Hot Dip) on Iron and Steel Hardware, 2016.

ASTM A312/A312M, Standard Specification for Seamless,
Welded, and Heavily Cold Worked Austenitic Stainless Steel Pipes,
2017.

ASTM A403/A403M, Standard Specification for Wrought Auste‐
nitic Stainless Steel Piping Fittings, 2016.

ASTM A536, Standard Specification for Ductile Iron Castings,
2014.

ASTM A795/A795M, Standard Specification for Black and Hot-
Dipped Zinc-Coated (Galvanized) Welded and Seamless Steel Pipe for
Fire Protection Use, 2013.

ASTM B32, Standard Specification for Solder Metal, 2008, reap‐
proved 2014.

Full document details: NFPA 13 2019

http://www.avadocuments.com/doc/nfpa-13-2019
http://www.avadocuments.com/doc/nfpa-13-2019


REFERENCED PUBLICATIONS 13-21

2019 Edition

ASTM B43, Standard Specification for Seamless Red Brass Pipe,
Standard Sizes, 2015.

ASTM B75/B75M, Standard Specification for Seamless Copper
Tube, 2011.

ASTM B88, Standard Specification for Seamless Copper Water
Tube, 2014.

ASTM B251, Standard Specification for General Requirements for
Wrought Seamless Copper and Copper-Alloy Tube, 2010.

ASTM B446, Standard Specification for Nickel-Chromium-
Molybdenum-Columbium Alloy (UNS N06625), Nickel-Chromium-
Molybdenum-Silicon Alloy (UNS N06219), and Nickel-Chromium-
Molybdenum-Tungsten Alloy (UNS N06625) Rod and Bar, 2003,
reapproved 2014.

ASTM B813, Standard Specification for Liquid and Paste Fluxes
for Soldering of Copper and Copper Alloy Tube, 2016.

ASTM B828, Standard Practice for Making Capillary Joints by
Soldering of Copper and Copper Alloy Tube and Fittings, 2002, reap‐
proved 2010.

ASTM C635/C635M, Standard Specification for the Manufac‐
ture, Performance, and Testing of Metal Suspension Systems for Acous‐
tical Tile and Lay-In Panel Ceilings, 2013a.

ASTM C636/C636M, Standard Practice for Installation of Metal
Ceiling Suspension Systems for Acoustical Tile and Lay-In Panels,
2013.

ASTM E84, Standard Test Method for Surface Burning Character‐
istics of Building Materials, 2016.

ASTM E119, Standard Test Methods for Fire Tests of Building
Construction and Materials, 2016a.

ASTM E136, Standard Test Method for Behavior of Materials in a
Vertical Tube Furnace at 750°C, 2016a.

ASTM E2652, Standard Test Method for Behavior of Materials in
a Tube Furnace with a Cone-shaped Airflow Stabilizer, at 750°C,
2016.

ASTM E2768, Standard Test Method for Extended Duration
Surface Burning Characteristics of Building Materials (30 min Tunnel
Test), 2011.

ASTM E2965, Standard Test for Determination of Low Levels of
Heat Release Rate for Materials and Products Using an Oxygen
Combustion Calorimeter, 2017.

ASTM F437, Standard Specification for Threaded Chlorinated
Poly(Vinyl Chloride) (CPVC) Plastic Pipe Fittings, Schedule 80, 2015.

ASTM F438, Standard Specification for Socket-Type Chlorinated
Poly(Vinyl Chloride) (CPVC) Plastic Pipe Fittings, Schedule 40, 2015.

ASTM F439, Standard Specification for Chlorinated Poly(Vinyl
Chloride) (CPVC) Plastic Pipe Fittings, Schedule 80, 2013.

ASTM F442/F442M, Standard Specification for Chlorinated
Poly(Vinyl Chloride) (CPVC) Plastic Pipe (SDR-PR), 2013e1.

ASTM F1121, Standard Specification for International Shore
Connections for Marine Fire Applications, 1987, reapproved 2015.

ASTM SI10, Standard for Use of the International System of Units
(SI): The Modern Metric System, 2010.

2.3.5 AWS Publications.   American Welding Society, 8669 NW
36 Street, #130, Miami, FL 33166-6672.

AWS A5.8M/A5.8, Specification for Filler Metals for Brazing and
Braze Welding, 2011.

AWS B2.1/B2.1M, Specification for Welding Procedure and
Performance Qualification, 2014.

2.3.6 AWWA Publications.   American Water Works Association,
6666 West Quincy Avenue, Denver, CO 80235.

AWWA C104/A21.4, Cement-Mortar Lining for Ductile-Iron Pipe
and Fittings, 2013.

AWWA C105/A21.5, Polyethylene Encasement for Ductile-Iron
Pipe Systems, 2010.

AWWA C110/A21.10, Ductile Iron and Gray Iron Fittings, 2012.

AWWA C111/A21.11, Rubber-Gasket Joints for Ductile-Iron Pres‐
sure Pipe and Fittings, 2012.

AWWA C115/A21.15, Flanged Ductile-Iron Pipe with Ductile-Iron
or Gray-Iron Threaded Flanges, 2011.

AWWA C116/A21.16, Protective Fusion-Bonded Epoxy Coatings
Internal and External Surface Ductile-Iron and Gray-Iron Fittings,
2009, Erratum, 2010.

AWWA C150/A21.50, Thickness Design of Ductile-Iron Pipe,
2014.

AWWA C151/A21.51, Ductile-Iron Pipe, Centrifugally Cast,
2009.

AWWA C153/A21.53, Ductile-Iron Compact Fittings, 2011.

AWWA C200, Steel Water Pipe 6 in. (150 mm) and Larger, 2012,
Errata, 2012.

AWWA C203, Coal-Tar Protective Coatings and Linings for Steel
Water Pipe, 2015.

AWWA C205, Cement-Mortar Protective Lining and Coating for
Steel Water Pipe 4 in. (100 mm) and Larger — Shop Applied, 2012.

AWWA C206, Field Welding of Steel Water Pipe, 2011.

AWWA C300, Reinforced Concrete Pressure Pipe, Steel-Cylinder
Type, 2011.

AWWA C301, Prestressed Concrete Pressure Pipe, Steel-Cylinder
Type, 2014.

AWWA C302, Reinforced Concrete Pressure Pipe, Non-Cylinder
Type, 2011.

AWWA C303, Reinforced Concrete Pressure Pipe, Bar-Wrapped,
Steel-Cylinder Type, Pretensioned, 2008.

AWWA C600, Installation of Ductile-Iron Mains and Their Appur‐
tenances, 2010.

AWWA C602, Cement-Mortar Lining of Water Pipe Lines in Place,
4 in. (100 mm) and Larger, 2011.

AWWA C900, Polyvinyl Chloride (PVC) Pressure Pipe, 4 in.
Through 12 in. (100 mm Through 300 mm), for Water Transmission
and Distribution, 2007, Errata, 2008.

AWWA C905, Polyvinyl Chloride (PVC) Pressure Pipe and Fabrica‐
ted Fittings, 14 in. Through 48 in. (350 mm Through 1200 mm), for
Water Transmission and Distribution, 2010, Erratum, 2013.
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AWWA C906, Polyethylene (PE) Pressure Pipe and Fittings, 4 in.
Through 63 in. (100 mm Through 1,650 mm), for Waterworks, 2015.

AWWA C909, Molecularly Oriented Polyvinyl Chloride (PVCO)
Pressure Pipe, 4 in. Through 24 in. (100 mm Through 600 mm) for
Water, Wastewater, and Reclaimed Water Service, 2009.

AWWA M9, Concrete Pressure Pipe, 2008.

AWWA M23, PVC Pipe — Design and Installation, 2002.

AWWA M55, PE Pipe — Design and Installation, 2006.

2.3.7 ICC-ES Publications.   ICC Evaluation Service, 900
Montclair Road, Suite A, Birmingham, AL 35213.

ICC-ES AC446, Acceptance Criteria for Headed Cast-in Specialty
Inserts in Concrete, 2013.

2.3.8 IEEE Publications.   IEEE, Three Park Avenue, 17th
Floor, New York, NY 10016-5997.

IEEE 45, Recommended Practice for Electric Installations on Ship‐
board, 2002.

2.3.9 UL Publications.   Underwriters Laboratories Inc., 333
Pfingsten Road, Northbrook, IL 60062-2096.

UL 62, Flexible Cords and Cables, 2010.

UL 263, Standard for Fire Tests of Building Construction and
Materials, 2011.

UL 723, Standard for Test for Surface Burning Characteristics of
Building Materials, 2008, revised 2013.

UL 1581, Reference Standard for Electrical Wires, Cables, and Flex‐
ible Cords, 2011.

2.3.10 U.S. Government Publications.   U.S. Government
Publishing Office, 732 North Capitol Street, NW, Washington,
DC 20401-0001.

Title 46, CFR, Parts 54.15-10 Safety and Relief Valves,
56.20 Valves, 56.20-5(a) Markings, 56.50-95 Overboard
Discharges and Shore Connections, 56.60 Materials, and
58.01-40 Machinery, Angle of Inclination.

Title 46, CFR, Subchapter F, “Marine Engineering.”

Title 46, CFR, Subchapter J, “Electrical Engineering.”

2.3.11 Other Publications.

Merriam-Webster’s Collegiate Dictionary, 11th edition, Merriam-
Webster, Inc., Springfield, MA, 2003.

2.4 References for Extracts in Mandatory Sections.

NFPA 1, Fire Code, 2018 edition.
NFPA 20, Standard for the Installation of Stationary Pumps for

Fire Protection, 2019 edition.
NFPA 24, Standard for the Installation of Private Fire Service

Mains and Their Appurtenances, 2019 edition.
NFPA 33, Standard for Spray Application Using Flammable or

Combustible Materials, 2018 edition.
NFPA 36, Standard for Solvent Extraction Plants, 2017 edition.

NFPA 37, Standard for the Installation and Use of Stationary
Combustion Engines and Gas Turbines, 2018 edition.

NFPA 40, Standard for the Storage and Handling of Cellulose
Nitrate Film, 2019 edition.

NFPA 45, Standard on Fire Protection for Laboratories Using Chem‐
icals, 2015 edition.

NFPA 51, Standard for the Design and Installation of Oxygen–Fuel
Gas Systems for Welding, Cutting, and Allied Processes, 2018 edition.

NFPA 55, Compressed Gases and Cryogenic Fluids Code, 2016
edition.

NFPA 59, Utility LP-Gas Plant Code, 2018 edition.
NFPA 59A, Standard for the Production, Storage, and Handling of

Liquefied Natural Gas (LNG), 2016 edition.
NFPA 70®, National Electrical Code®, 2017 edition.
NFPA 75, Standard for the Fire Protection of Information Technol‐

ogy Equipment, 2017 edition.
NFPA 76, Standard for the Fire Protection of Telecommunications

Facilities, 2016 edition.
NFPA 82, Standard on Incinerators and Waste and Linen

Handling Systems and Equipment, 2014 edition.
NFPA 86, Standard for Ovens and Furnaces, 2019 edition.
NFPA 91, Standard for Exhaust Systems for Air Conveying of

Vapors, Gases, Mists, and Particulate Solids, 2015 edition.
NFPA 99, Health Care Facilities Code, 2018 edition.
NFPA 99B, Standard for Hypobaric Facilities, 2018 edition.
NFPA 120, Standard for Fire Prevention and Control in Coal

Mines, 2015 edition.
NFPA 122, Standard for Fire Prevention and Control in Metal/

Nonmetal Mining and Metal Mineral Processing Facilities, 2015
edition.

NFPA 130, Standard for Fixed Guideway Transit and Passenger
Rail Systems, 2017 edition.

NFPA 140, Standard on Motion Picture and Television Production
Studio Soundstages, Approved Production Facilities, and Production
Locations, 2018 edition.

NFPA 150, Standard on Fire and Life Safety in Animal Housing
Facilities, 2019 edition.

NFPA 214, Standard on Water-Cooling Towers, 2016 edition.
NFPA 307, Standard for the Construction and Fire Protection of

Marine Terminals, Piers, and Wharves, 2016 edition.
NFPA 318, Standard for the Protection of Semiconductor Fabrica‐

tion Facilities, 2018 edition.
NFPA 400, Hazardous Materials Code, 2019 edition.
NFPA 415, Standard on Airport Terminal Buildings, Fueling

Ramp Drainage, and Loading Walkways, 2016 edition.
NFPA 423, Standard for Construction and Protection of Aircraft

Engine Test Facilities, 2016 edition.
NFPA 804, Standard for Fire Protection for Advanced Light Water

Reactor Electric Generating Plants, 2015 edition.
NFPA 805, Performance-Based Standard for Fire Protection for

Light Water Reactor Electric Generating Plants, 2015 edition.
NFPA 909, Code for the Protection of Cultural Resource Properties

— Museums, Libraries, and Places of Worship, 2017 edition.
NFPA 5000®, Building Construction and Safety Code®, 2018

edition.
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Chapter 3   Definitions

3.1 General.   The definitions contained in this chapter shall
apply to the terms used in this standard. Where terms are not
defined in this chapter or within another chapter, they shall be
defined using their ordinarily accepted meanings within the
context in which they are used. Merriam-Webster’s Collegiate
Dictionary, 11th edition, shall be the source for the ordinarily
accepted meaning.

3.2 NFPA Official Definitions.

3.2.1* Approved.   Acceptable to the authority having jurisdic‐
tion.

3.2.2* Authority Having Jurisdiction (AHJ).   An organization,
office, or individual responsible for enforcing the requirements
of a code or standard, or for approving equipment, materials,
an installation, or a procedure.

3.2.3* Listed.   Equipment, materials, or services included in a
list published by an organization that is acceptable to the
authority having jurisdiction and concerned with evaluation of
products or services, that maintains periodic inspection of
production of listed equipment or materials or periodic evalua‐
tion of services, and whose listing states that either the equip‐
ment, material, or service meets appropriate designated
standards or has been tested and found suitable for a specified
purpose.

3.2.4 Shall.   Indicates a mandatory requirement.

3.2.5 Should.   Indicates a recommendation or that which is
advised but not required.

3.2.6 Standard.   An NFPA Standard, the main text of which
contains only mandatory provisions using the word “shall” to
indicate requirements and that is in a form generally suitable
for mandatory reference by another standard or code or for
adoption into law. Nonmandatory provisions are not to be
considered a part of the requirements of a standard and shall
be located in an appendix, annex, footnote, informational
note, or other means as permitted in the NFPA Manuals of
Style. When used in a generic sense, such as in the phrase
“standards development process” or “standards development
activities,” the term “standards” includes all NFPA Standards,
including Codes, Standards, Recommended Practices, and
Guides.

3.3 General Definitions.

3.3.1 A-Class Boundary.   See 3.3.119.1.

3.3.2 Air Receiver.   A chamber, compatible with an air
compressor, that can store air under pressure that is higher in
pressure than that in the dry pipe or preaction system piping.

3.3.3 Air Reservoir.   A chamber that can store air at the same
pressure that is in the wet pipe system piping.

3.3.4* Aisle Width.   The horizontal dimension between the
face of the loads in racks under consideration.

3.3.5 Antifreeze Sprinkler System.   See 3.3.206.1.

3.3.6 Appurtenance.   An accessory or attachment that enables
the private fire service main to perform its intended function.
[24, 2019]

3.3.7 Arm-Over.   A horizontal pipe that extends from the
branch line to a single sprinkler or a sprinkler above and below
a ceiling.

3.3.8 Array.

3.3.8.1 Closed Array.   A storage arrangement where air
movement through the pile is restricted because of 6 in.
(150 mm) or less vertical flues.

3.3.8.2 Closed Array (Rolled Paper).   A vertical storage
arrangement in which the distances between columns in
both directions are short [not more than 2 in. (50 mm) in
one direction and 1 in. (25 mm) in the other].

3.3.8.3* Open Array.   A storage arrangement where air
movement through the pile is enhanced because of vertical
flues larger than 6 in. (150 mm).

3.3.8.4 Open Array (Rolled Paper).   A vertical storage
arrangement in which the distance between columns in
both directions is lengthy (all vertical arrays other than
closed or standard).

3.3.8.5* Standard Array (Rolled Paper).   A vertical storage
arrangement in which the distance between columns in one
direction is short [1 in. (25 mm) or less] and is in excess of
2 in. (50 mm) in the other direction.

3.3.9 Automated Inspection and Testing.   The performance of
inspections and tests at a distance from the system or compo‐
nent being inspected or tested through the use of electronic
devices or equipment installed for the purpose.

3.3.10 Automatic Sprinkler.   See 3.3.205.1.

3.3.11 Automotive Components on Portable Racks.   Instru‐
ment panels, windshields, metal and plastic gasoline tanks,
heater housings, door panels, interior trim, bumper facia,
wiring harnesses, sheet metal, body components, engines,
driveline components, steering mechanisms, auxiliary motors,
and lighting — all with or without expanded Group A plastic
dunnage. This definition does not include the storage of air
bags, tires, and seats on portable racks.

3.3.12* Back-to-Back Shelf Storage.   Two solid or perforated
shelves up to 30 in. (750 mm) in depth each, not exceeding a
total depth of 60 in. (1.5 m), separated by a longitudinal verti‐
cal barrier such as plywood, particleboard, sheet metal, or
equivalent, with a maximum 0.25 in. (6 mm) diameter penetra‐
tions and no longitudinal flue space and a maximum storage
height of 15 ft (4.6 m).

3.3.13* Baled Cotton.   A natural seed fiber wrapped and
secured in industry-accepted materials, usually consisting of
burlap, woven polypropylene, or sheet polyethylene, and
secured with steel, synthetic or wire bands, or wire; also
includes linters (lint removed from the cottonseed) and motes
(residual materials from the ginning process). (See Table
A.3.3.13.)

3.3.14 Banded Roll Paper Storage.   See 3.3.182.1.

3.3.15 Banded Tires.   A storage method in which a number of
tires are strapped together.

3.3.16* Bathroom.   Within a dwelling unit, any room or
compartment dedicated to personal hygiene, containing a
toilet, sink, or bathing capability such as a shower or tub.

3.3.17 B-Class Boundary.   See 3.3.119.2.
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3.3.18 Bin Box Storage.   Storage in five-sided wood, metal, or
cardboard boxes with open face on the aisles in which boxes
are self-supporting or supported by a structure so designed that
little or no horizontal or vertical space exists around boxes.

3.3.19 Branch Lines.   The pipes supplying sprinklers, either
directly or through sprigs, drops, return bends, or arm-overs.

3.3.20 Bulkhead.   A vertical barrier across the rack.

3.3.21* Carton Records Storage.   A Class III commodity
consisting predominantly of paper records in cardboard
cartons.

3.3.22 Cartoned.   A method of storage consisting of corruga‐
ted cardboard or paperboard containers fully enclosing the
commodity.

3.3.23 Catwalk.   For the purposes of carton records storage, a
storage aid consisting of either open metal grating or solid
horizontal barriers supported from a rack storage system that is
utilized as a walkway for access to storage at elevated levels.
Catwalks are accessed using stairs and are not separate floors of
a building.

3.3.24 Ceiling Height.   The distance between the floor and
the underside of the ceiling above (or roof deck) within the
area.

3.3.25* Ceiling Pocket.   An architectural ceiling feature that
consists of a bounded area of ceiling located at a higher eleva‐
tion than the attached lower ceiling.

3.3.26 Ceiling Types.

3.3.26.1 Flat Ceiling.   A continuous ceiling in a single plane.

3.3.26.2 Horizontal Ceiling.   A ceiling with a slope not
exceeding 2 in 12.

3.3.26.3 Sloped Ceiling.   A ceiling with a slope exceeding 2
in 12.

3.3.26.4 Smooth Ceiling.   A continuous ceiling free from
significant irregularities, lumps, or indentations.

3.3.27 Central Safety Station.   See 3.3.119.3.

3.3.28 Check Valve.   A valve that allows flow in one direction
only. [24, 2019]

3.3.29 Clearance to Ceiling.   The distance from the top of
storage to the ceiling above.

3.3.30 Closed Array (Palletized, Solid-Piled, Bin Box, and
Shelf Storage).   See 3.3.8.1.

3.3.31 Closed Array (Rolled Paper).   See 3.3.8.2.

3.3.32 Cloud Ceiling.   Any ceiling system, not including
sloped ceilings, installed in the same plane with horizontal
openings to the structure above on two or more sides.

3.3.33 Column (Rolled Paper).   A single vertical stack of rolls.

3.3.34 Combined Dry Pipe–Reaction Sprinkler System.   See
3.3.206.2.

3.3.35 Commodity.   The combination of products, packing
material, and container that determines commodity classifica‐
tion.

3.3.36 Compact Storage.   Storage on solid shelves not exceed‐
ing 36 in. (900 mm) in total depth, arranged as part of a
compact storage module, with no more than 30 in. (750 mm)
between shelves vertically and with no internal vertical flue
spaces other than those between individual shelving sections.

3.3.37 Compact Storage Module.   A type of shelving unit
consisting of compact storage whereby the units move to allow
for storage to be pushed together creating a storage unit with
no flues or minimal spaces between units. Aisles are created by
moving the shelving unit. Compact storage modules can be
manual or electric in operation.

3.3.38 Compartment.   A space completely enclosed by walls
and a ceiling. Each wall in the compartment is permitted to
have openings to an adjoining space if the openings have a
minimum lintel depth of 8 in. (200 mm) from the ceiling and
the total width of the openings in each wall does not exceed
8 ft (2.4 m). A single opening of 36 in. (900 mm) or less in
width without a lintel is permitted where there are no other
openings to adjoining spaces.

3.3.39* Compartmented.   The rigid separation of the prod‐
ucts in a container by dividers that form a stable unit under fire
conditions.

3.3.40 Concealed Sprinkler.   See 3.3.205.3.1.

3.3.41 Construction Definitions.

3.3.41.1* Obstructed Construction.   Panel construction and
other construction where beams, trusses, or other members
impede heat flow or water distribution in a manner that
materially affects the ability of sprinklers to control or
suppress a fire.

3.3.41.2* Unobstructed Construction.   Construction where
beams, trusses, or other members do not impede heat flow
or water distribution in a manner that materially affects the
ability of sprinklers to control or suppress a fire. Unobstruc‐
ted construction has horizontal structural members that are
not solid, where the openings are at least 70 percent of the
cross-section area and the depth of the member does not
exceed the least dimension of the openings, or all construc‐
tion types, with the exception of panel construction, where
the spacing of structural members exceeds 71∕2 ft (2.3 m) on
center.

3.3.42* Container (Shipping, Master, or Outer Container).   A
receptacle strong enough, by reason of material, design, and
construction, to be shipped safely without further packaging.

3.3.43 Continuous Obstruction.   See 3.3.133.1.

3.3.44 Control Mode Density/Area (CMDA) Sprinkler.   See
3.3.205.4.1.

3.3.45 Control Mode Specific Application (CMSA) Sprinkler.
See 3.3.205.4.2.

3.3.46* Control Valve.   A valve controlling flow to water-based
fire protection systems and devices.

3.3.47 Conventional Pallet.   See 3.3.147.1.

3.3.48 Core (Rolled Paper).   The central tube around which
paper is wound to form a roll.

3.3.49 Corrosion-Resistant Piping.   Piping that has the prop‐
erty of being able to withstand deterioration of its surface or its
properties when exposed to its environment. [24, 2019]
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3.3.50 Corrosion-Resistant Sprinkler.   See 3.3.205.4.3.

3.3.51 Corrosion-Retarding Material.   A lining or coating
material that when applied to piping or appurtenances has the
property of reducing or slowing the deterioration of the
object's surface or properties when exposed to its environment.
[24, 2019]

3.3.52 Cp.   The seismic coefficient that combines ground
motion and seismic response factors from ASCE/SEI 7-10,
Minimum Design Loads for Buildings and Other Structures.

3.3.53 Cross Mains.   The pipes supplying the branch lines,
either directly or through riser nipples.

3.3.54 Deluge Sprinkler System.   See 3.3.206.3.

3.3.55 Distance Monitoring.   The monitoring of various condi‐
tions of a system or component from a location distant from
the component through the use of electronic devices, meters,
or equipment installed for the purpose.

3.3.56 Double-Row Racks.   Racks less than or equal to 12 ft
(3.7 m) in depth or single-row racks placed back to back having
an aggregate depth up to 12 ft (3.7 m), with aisles having an
aisle width of at least 3.5 ft (1.1 m) between loads on racks.

3.3.57* Draft Curtain.   A continuous material protruding
downward from the ceiling to create a reservoir for collecting
smoke and heat.

3.3.58 Drop-Out Ceiling.   A suspended ceiling system, which is
installed below the sprinklers, with listed translucent or opaque
panels that are heat sensitive and fall from their setting when
exposed to heat.

3.3.59 Dry Barrel Hydrant (Frostproof Hydrant).   See
3.3.101.1.

3.3.60 Dry Pipe Sprinkler System.   See 3.3.206.4.

3.3.61 Dry Sprinkler.   See 3.3.205.4.4.

3.3.62 Dwelling Unit (for sprinkler system installations).   One
or more rooms arranged for the use of one or more individuals
living together, as in a single housekeeping unit normally
having cooking, living, sanitary, and sleeping facilities that
include, but are not limited to, hotel rooms, dormitory rooms,
apartments, condominiums, sleeping rooms in nursing homes,
and similar living units.

3.3.63 Early Suppression Fast-Response (ESFR) Sprinkler.
See 3.3.205.4.5.

3.3.64* Encapsulation.   A method of packaging that either
consists of a plastic sheet completely enclosing the sides and
top of a pallet load containing a combustible commodity, a
combustible package, or a group of combustible commodities
or combustible packages, or consists of combustible commodi‐
ties individually wrapped in plastic sheeting and stored exposed
in a pallet load.

3.3.65 Expanded (Foamed or Cellular) Plastics.   Those plas‐
tics, the density of which is reduced by the presence of numer‐
ous small cavities (cells), interconnecting or not, dispersed
throughout their mass.

3.3.66 Exposed Group A Plastic Commodities.   Those plastics
not in packaging or coverings that absorb water or otherwise
appreciably retard the burning hazard of the commodity.

(Paper wrapped or encapsulated, or both, should be consid‐
ered exposed.)

3.3.67 Extended Coverage Sprinkler.   See 3.3.205.4.6.

3.3.68 Extension Fitting.   A male by female adapter intended
to be used with a sprinkler to adjust the final fit where the
sprinkler is installed in a finished ceiling or wall.

3.3.69 Extra Hazard (Group 1) (EH1).   See 3.3.134.1.

3.3.70 Extra Hazard (Group 2) (EH2).   See 3.3.134.2.

3.3.71* Face Sprinklers.   Standard sprinklers that are located
in transverse flue spaces along the aisle or in the rack, are
within 18 in. (450 mm) of the aisle face of storage, and are
used to oppose vertical development of fire on the external
face of storage.

3.3.72 Feed Mains.   The pipes supplying cross mains, either
directly or through risers.

3.3.73 Fire Control.   Limiting the size of a fire by distribution
of water so as to decrease the heat release rate and pre-wet
adjacent combustibles, while controlling ceiling gas tempera‐
tures to avoid structural damage.

3.3.74 Fire Department Connection.   A connection through
which the fire department can pump supplemental water into
the sprinkler system, standpipe, or other water-based fire
protection systems, furnishing water for fire extinguishment to
supplement existing water supplies. [24, 2019]

3.3.75 Fire Pump.   A pump that is a provider of liquid flow
and pressure dedicated to fire protection. [20, 2019]

3.3.76 Fire Suppression.   Sharply reducing the heat release
rate of a fire and preventing its regrowth by means of direct
and sufficient application of water through the fire plume to
the burning fuel surface.

3.3.77 Flat Ceiling.   See 3.3.26.1.

3.3.78 Flexible Coupling.   A listed coupling or fitting that
allows axial displacement, rotation, and at least 1 degree of
angular movement of the pipe without inducing harm on the
pipe. For pipe diameters of 8 in. (200 mm) and larger, the
angular movement is permitted to be less than 1 degree but
not less than 0.5 degree.

3.3.79 Flow Hydrant.   See 3.3.101.2.

3.3.80 Flow Test.   A test performed by the flow and measure‐
ment of water from one hydrant and the static and residual
pressures from an adjacent hydrant for the purpose of deter‐
mining the available water supply at that location. [24, 2019]

3.3.81 Flush Sprinkler.   See 3.3.205.3.2.

3.3.82 Flushing Test.   A test of a piping system using flowrates
intended to remove debris from the piping system prior to it
being placed in service. [24, 2019]

3.3.83* Four-Way Bracing.   Adjacent sway braces or a sway
brace assembly intended to resist differential movement of the
system piping in all horizontal directions.

3.3.84 Fpw.   The horizontal force due to seismic load acting on
a brace at working stress levels.

3.3.85 Free-Flowing Plastic Materials.   Those plastics that fall
out of their containers during a fire, fill flue spaces, and create
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a smothering effect on the fire. Examples include powder,
pellets, flakes, or random-packed small objects [e.g., razor
blade dispensers, 1 oz to 2 oz (28 g to 57 g) bottles].

3.3.86 Fuel-Fired Heating Unit.   An appliance that produces
heat by burning fuel.

3.3.87 General Sprinkler Characteristics.   See 3.3.205.2.

3.3.88 Gridded Sprinkler System.   See 3.3.206.5.

3.3.89 Hanger.   A device or assembly used to support the grav‐
ity load of the system piping.

3.3.90 Heat-Sensitive Material.   See 3.3.119.4.

3.3.91 Heel.   See 3.3.119.5.

3.3.92 Heel Angle.   See 3.3.119.6.

3.3.93 High Volume Low Speed Fan.   A ceiling fan that is
approximately 6 ft (1.8 m) to 24 ft (7.3 m) in diameter with a
rotational speed of approximately 30 to 70 revolutions per
minute.

3.3.94 High-Challenge Fire Hazard.   A fire hazard typical of
that produced by fires in combustible high-piled storage.

3.3.95 High-Piled Storage.   Solid-piled, palletized, rack stor‐
age, bin box, and shelf storage in excess of 12 ft (3.7 m) in
height.

3.3.96 Horizontal Barrier.   A solid barrier in the horizontal
position covering the rack at certain height increments to
prevent vertical fire spread.

3.3.97 Horizontal Ceiling.   See 3.3.26.2.

3.3.98 Horizontal Channel.   Any uninterrupted space in
excess of 5 ft (1.5 m) in length between horizontal layers of
stored tires. Such channels can be formed by pallets, shelving,
racks, or other storage arrangements.

3.3.99 Horizontal Roll Paper Storage.   See 3.3.182.2.

3.3.100 Hose House.   An enclosure located over or adjacent
to a hydrant or other water supply designed to contain the
necessary hose nozzles, hose wrenches, gaskets, and spanners
to be used in fire fighting in conjunction with and to provide
aid to the local fire department. [24, 2019]

3.3.101 Hydrant.   An exterior valved connection to a water
supply system that provides hose connections. [24, 2019]

3.3.101.1 Dry Barrel Hydrant (Frostproof Hydrant).   A type of
hydrant with the main control valve below the frost line
between the footpiece and the barrel. [24, 2019]

3.3.101.2 Flow Hydrant.   The hydrant that is used for the
flow and flow measurement of water during a flow test. [24,
2019]

3.3.101.3 Private Fire Hydrant.   A valved connection on a
water supply system having one or more outlets and that is
used to supply hose and fire department pumpers with
water on private property. [24, 2019]

3.3.101.4 Public Hydrant.   A valved connection on a water
supply system having one or more outlets and that is used to
supply hose and fire department pumpers with water. [24,
2019]

3.3.101.5 Residual Hydrant.   The hydrant that is used for
measuring static and residual pressures during a flow test.
[24, 2019]

3.3.101.6 Wet Barrel Hydrant.   A type of hydrant that is
intended for use where there is no danger of freezing
weather, where each outlet is provided with a valve and an
outlet. [24, 2019]

3.3.102 Hydrant Butt.   The hose connection outlet of a
hydrant. [24, 2019]

3.3.103 Hydraulically Calculated Water Demand Flow Rate.
The waterflow rate for a system or hose stream that has been
calculated using accepted engineering practices. [24, 2019]

3.3.104 Hydraulically Designed System.   A calculated sprinkler
system in which pipe sizes are selected on a pressure loss basis
to provide a prescribed water density, in gallons per minute per
square foot (mm/min), or a prescribed minimum discharge
pressure or flow per sprinkler, distributed with a reasonable
degree of uniformity over a specified area.

3.3.105 Hydrostatic Test.   A test of a closed piping system and
its attached appurtenances consisting of subjecting the piping
to an increased internal pressure for a specified period of dura‐
tion to verify system integrity and leak rates. [24, 2019]

3.3.106* Indicating Valve.   A valve that has components that
provide the valve operating position, open or closed. [24,
2019]

3.3.107 Installation Orientation.   See 3.3.205.3.

3.3.108 Institutional Sprinkler.   See 3.3.205.4.7.

3.3.109 Intermediate-Level Sprinkler/Rack Storage Sprinkler.
See 3.3.205.4.8.

3.3.110 International Shore Connection.   See 3.3.119.7.

3.3.111 Laced Tire Storage.   Tires stored where the sides of
the tires overlap, creating a woven or laced appearance. [See
Figure A.3.3.185(g).]

3.3.112 Lateral Brace.   A sway brace intended to resist differ‐
ential movement perpendicular to the axis of the system
piping.

3.3.113 Light Hazard.   See 3.3.134.3.

3.3.114* Limited-Combustible (Material).   See Section 4.10.

3.3.115 Longitudinal Brace.   A sway brace intended to resist
differential movement parallel to the axis of the system piping.

3.3.116* Longitudinal Flue Space.   The space between rows of
storage perpendicular to the direction of loading with a width
not exceeding 24 in. (600 mm) between storage.

3.3.117 Looped Sprinkler System.   See 3.3.206.6.

3.3.118* Low-Piled Storage.   Solid-piled, palletized, rack stor‐
age, bin box, and shelf storage up to 12 ft (3.7 m) in height.

3.3.119 Marine Definitions.   These definitions apply to Chap‐
ter 30 only.

3.3.119.1 A-Class Boundary.   A boundary designed to resist
the passage of smoke and flame for 1 hour when tested in
accordance with ASTM E119, Standard Test Methods for Fire
Tests of Building Construction and Materials, or UL 263, Stand‐
ard for Fire Tests of Building Construction and Materials.
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3.3.119.2 B-Class Boundary.   A boundary designed to resist
the passage of flame for 1∕2 hour when tested in accordance
with ASTM E119, Standard Test Methods for Fire Tests of Build‐
ing Construction and Materials, or UL 263, Standard for Fire
Tests of Building Construction and Materials.

3.3.119.3 Central Safety Station.   A continuously manned
control station from which all of the fire control equipment
is monitored. If this station is not the bridge, direct commu‐
nication with the bridge must be provided by means other
than the ship's service telephone.

3.3.119.4* Heat-Sensitive Material.   A material whose melt‐
ing point is below 1700°F (927°C).

3.3.119.5 Heel.   The inclination of a ship to one side.

3.3.119.6 Heel Angle.   The angle defined by the intersection
of a vertical line through the center of a vessel and a line
perpendicular to the surface of the water.

3.3.119.7* International Shore Connection.   A universal
connection to the vessel's fire main to which a shoreside
fire-fighting water supply can be connected.

3.3.119.8* Marine System.   A sprinkler system installed on a
ship, boat, or other floating structure that takes its supply
from the water on which the vessel floats.

3.3.119.9* Marine Thermal Barrier.   An assembly that is
constructed of noncombustible materials and made intact
with the main structure of the vessel, such as shell, structural
bulkheads, and decks; meets the requirements of a B-Class
boundary; and is insulated such that, if tested in accordance
with ASTM E119, Standard Test Methods for Fire Tests of Build‐
ing Construction and Materials, or UL 263, Standard for Fire
Tests of Building Construction and Materials, for 15 minutes,
the average temperature of the unexposed side does not rise
more than 250°F (121°C) above the original temperature,
nor does the temperature at any one point, including any
joint, rise more than 405°F (207°C) above the original
temperature.

3.3.119.10 Marine Water Supply.   The supply portion of the
sprinkler system from the water pressure tank or the sea
suction of the designated sprinkler system pump up to and
including the valve that isolates the sprinkler system from
these two water sources.

3.3.119.11 Supervision.   A visual and audible alarm signal
given at the central safety station to indicate when the
system is in operation or when a condition that would
impair the satisfactory operation of the system exists. Super‐
visory alarms must give a distinct indication for each individ‐
ual system component that is monitored.

3.3.119.12 Survival Angle.   The maximum angle to which a
vessel is permitted to heel after the assumed damage
required by stability regulations is imposed.

3.3.119.13 Type 1 Stair.   A fully enclosed stair that serves all
levels of a vessel in which persons can be employed.

3.3.120 Marine System.   See 3.3.119.8.

3.3.121 Marine Thermal Barrier.   See 3.3.119.9.

3.3.122 Marine Water Supply.   See 3.3.119.10.

3.3.123* Miscellaneous Storage.   Storage that does not exceed
12 ft (3.66 m) in height, is incidental to another occupancy use

group, does not constitute more than 10 percent of the build‐
ing area or 4000 ft2 (370 m2) of the sprinklered area, whichever
is greater, does not exceed 1000 ft2 (93 m2) in one pile or area,
and is separated from other storage areas by at least 25 ft
(7.62 m).

3.3.124* Miscellaneous Tire Storage.   The storage of rubber
tires that is incidental to the main use of the building; storage
areas do not exceed 2000 ft2 (186 m2), and on-tread storage
piles, regardless of storage method, do not exceed 25 ft (7.6 m)
in the direction of the wheel holes. Acceptable storage arrange‐
ments include (a) on-floor, on-side storage up to 12 ft (3.7 m)
high; (b) on-floor, on-tread storage up to 5 ft (1.5 m) high; (c)
double-row or multirow fixed or portable rack storage on-side
or on-tread up to 5 ft (1.5 m) high; (d) single-row fixed or port‐
able rack storage on-side or on-tread up to 12 ft (3.7 m) high;
and (e) laced tires in racks up to 5 ft (1.5 m) in height.

3.3.125 Movable Racks.   Racks on fixed rails or guides that
can be moved back and forth only in a horizontal, two-
dimensional plane. A moving aisle is created as abutting racks
are either loaded or unloaded, then moved across the aisle to
abut other racks.

3.3.126 Multicycle System.   See 3.3.206.7.

3.3.127 Multiple-Row Racks.   Racks greater than 12 ft (3.7 m)
in depth or single- or double-row racks separated by aisles less
than 3.5 ft (1.1 m) wide having an overall width greater than
12 ft (3.7 m).

3.3.128 Net Vertical Force.   The vertical reaction due to the
angle of installation of sway braces on system piping resulting
from earthquake motion.

3.3.129 Noncombustible Material.   See Section 4.10.

3.3.130 Noncontinuous Obstruction.   See 3.3.133.2.

3.3.131 Nozzles.   See 3.3.205.4.9.

3.3.132 Obstructed Construction.   See 3.3.41.1.

3.3.133 Obstruction.

3.3.133.1 Continuous Obstruction.   An obstruction located at
or below the level of sprinkler deflectors that affect the
discharge pattern of two or more adjacent sprinklers.

3.3.133.2 Noncontinuous Obstruction.   An obstruction at or
below the level of the sprinkler deflector that affects the
discharge pattern of a single sprinkler.

3.3.134 Occupancies.

3.3.134.1 Extra Hazard (Group 1) (EH1).   Occupancies or
portions of other occupancies where the quantity and
combustibility of contents are very high and dust, lint, or
other materials are present, introducing the probability of
rapidly developing fires with high rates of heat release but
with little or no combustible or flammable liquids.

3.3.134.2 Extra Hazard (Group 2) (EH2).   Occupancies or
portions of other occupancies with moderate to substantial
amounts of flammable or combustible liquids or occupan‐
cies where shielding of combustibles is extensive.

3.3.134.3 Light Hazard Occupancies.   Occupancies or
portions of other occupancies where the quantity and/or
combustibility of contents is low and fires with relatively low
rates of heat release are expected.
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3.3.134.4 Ordinary Hazard (Group 1) (OH1).   Occupancies
or portions of other occupancies where the quantity and
combustibility of the contents does not exceed the amount
of miscellaneous storage of Class 2, 3, 4, plastics, tires, and
roll paper provided in Table 4.3.1.7.1.

3.3.134.5 Ordinary Hazard (Group 2) (OH2).   Occupancies
or portions of other occupancies where the quantity and
combustibility of contents are moderate to high, stockpiles
of contents with moderate rates of heat release do not
exceed 12 ft (3.66 m), and stockpiles of contents with high
rates of heat release do not exceed 8 ft (2.4 m).

3.3.135 Old-Style/Conventional Sprinkler.   See 3.3.205.4.10.

3.3.136 On-Side Tire Storage.   Tires stored horizontally or
flat.

3.3.137 On-Tread Tire Storage.   Tires stored vertically or on
their treads.

3.3.138 Open Array (Palletized, Solid-Piled, Bin Box, and
Shelf Storage).   See 3.3.8.3.

3.3.139 Open Array (Rolled Paper).   See 3.3.8.4.

3.3.140 Open Rack.   Racks without shelving or with shelving
in racks that are fixed in place with shelves having a solid
surface and a shelf area equal to or less than 20 ft2 (1.9 m2) or
with shelves having a wire mesh, slatted surface, or other mate‐
rial with openings representing at least 50 percent of the shelf
area including the horizontal area of rack members and where
the flue spaces are maintained.

3.3.141 Open Sprinkler.   See 3.3.205.4.11.

3.3.142* Open-Top Container.   A container of any shape that
is entirely or partially open on the top and arranged so as to
allow for the collection of discharging sprinkler water cascad‐
ing through the storage array.

3.3.143 Ordinary Hazard (Group 1) (OH1).   See 3.3.134.4.

3.3.144 Ordinary Hazard (Group 2) (OH2).   See 3.3.134.5.

3.3.145 Ornamental/Decorative Sprinkler.   See 3.3.205.4.12.

3.3.146 Packaging.   A commodity wrapping, cushioning, or
container.

3.3.147 Pallet.

3.3.147.1* Conventional Pallets.   A material-handling aid
designed to support a unit load with openings to provide
access for material-handling devices. (See Figure A.3.3.147.1.)

3.3.147.2 Plastic Pallet.   A pallet having any portion of its
construction consisting of a plastic material.

3.3.147.3* Reinforced Plastic Pallet.   A plastic pallet incorpo‐
rating a secondary reinforcing material (such as steel or
fiberglass) within the pallet.

3.3.147.4 Slave Pallet.   A special pallet captive to a material-
handling system. (See Figure A.3.3.147.1.)

3.3.147.5 Wood Pallet.   A pallet constructed entirely of
wood with metal fasteners.

3.3.148 Palletized Storage.   Storage of commodities on pallets
or other storage aids that form horizontal spaces between tiers
of storage.

3.3.149 Palletized Tire Storage.   Storage on portable racks of
various types utilizing a conventional pallet as a base.

3.3.150 Paper (General Term).   The term for all kinds of
felted sheets made from natural fibrous materials, usually vege‐
table but sometimes mineral or animal, and formed on a fine
wire screen from water suspension.

3.3.151 Pendent Sprinkler.   See 3.3.205.3.3.

3.3.152* Pile Stability, Stable Piles.   Those arrays where
collapse, spillage of content, or leaning of stacks across flue
spaces is not likely to occur soon after initial fire development.

3.3.153* Pile Stability, Unstable Piles.   Those arrays where
collapse, spillage of contents, or leaning of stacks across flue
spaces occurs soon after initial fire development.

3.3.154 Pilot Line Detector.   See 3.3.205.4.13.

3.3.155 Pipe Schedule System.   See 3.3.206.8.

3.3.156 Plastic Pallet.   See 3.3.147.2.

3.3.157 Portable Racks.   Racks that are not fixed in place and
can be arranged in any number of configurations.

3.3.158* Post-Installed Anchors.   A device used for fastening
pipe to the building structure, installed in hardened concrete.

3.3.159 Preaction Sprinkler System.   See 3.3.206.9.

3.3.160 Premixed Antifreeze Solution.   A mixture of an anti‐
freeze material with water that is prepared and factory-mixed
by the manufacturer with a quality control procedure in place
that ensures that the antifreeze solution remains homogeneous
and that the concentration is as specified.

3.3.161 Pressure Regulating Device.   A device designed for
the purpose of reducing, regulating, controlling, or restricting
water pressure. [24, 2019]

3.3.162 Private Fire Hydrant.   See 3.3.101.3.

3.3.163* Private Fire Service Main.   Private fire service main,
as used in this standard, is that pipe and its appurtenances on
private property (1) between a source of water and the base of
the system riser for water-based fire protection systems, (2)
between a source of water and inlets to foam-making systems,
(3) between a source of water and the base elbow of private
hydrants or monitor nozzles, and (4) used as fire pump suction
and discharge piping, (5) beginning at the inlet side of the
check valve on a gravity or pressure tank. [24, 2019]

3.3.164* Prying Factor.   A factor based on fitting geometry
and brace angle from vertical that results in an increase in
tension load due to the effects of prying between the upper
seismic brace attachment fitting and the structure.

3.3.165 Public Hydrant.   See 3.3.101.4.

3.3.166 Pumper Outlet.   The hydrant outlet intended to be
connected to a fire department pumper for use in taking
supply from the hydrant for pumpers. [24, 2019]

3.3.167 Pyramid Tire Storage.   On-floor storage in which tires
are formed into a pyramid to provide pile stability.

3.3.168 Quick-Response Early Suppression (QRES) Sprinkler.
See 3.3.205.4.14.

3.3.169 Quick-Response Extended Coverage Sprinkler.   See
3.3.205.4.15.
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3.3.170 Quick-Response (QR) Sprinkler.   See 3.3.205.4.16.

3.3.171* Rack.   Any combination of vertical, horizontal, and
diagonal members that supports stored materials. [1, 2018]

3.3.172 Rack Shelf Area.   The area of the horizontal surface
of a shelf in a rack defined by perimeter aisle(s) or nominal
6 in. (150 mm) flue spaces on all four sides, or by the place‐
ment of loads that block openings that would otherwise serve
as the required flue spaces.

3.3.173 Rated Capacity.   The flow available from a hydrant at
the designated residual pressure (rated pressure) either meas‐
ured or calculated. [24, 2019]

3.3.174* Raw Water Source.   A water supply that has not been
treated and could contain foreign material that could enter the
sprinkler system.

3.3.175 Recessed Sprinkler.   See 3.3.205.3.4.

3.3.176 Reinforced Plastic Pallet.   See 3.3.147.3.

3.3.177 Residential Sprinkler.   See 3.3.205.4.17.

3.3.178 Residual Hydrant.   See 3.3.101.5.

3.3.179 Residual Pressure.   The pressure that exists in the
distribution system, measured at the residual hydrant at the
time the flow readings are taken at the flow hydrants. [24,
2019]

3.3.180 Riser Nipple.   A vertical pipe between the cross main
and branch line.

3.3.181 Risers.   The vertical supply pipes in a sprinkler system.

3.3.182 Roll Paper Storage.

3.3.182.1 Banded Roll Paper Storage.   Rolls provided with a
circumferential steel strap [3∕8 in. (10 mm) or wider] at each
end of the roll.

3.3.182.2 Horizontal Roll Paper Storage.   Rolls stored with
the cores in the horizontal plane (on-side storage).

3.3.182.3* Roll Paper Storage Height.   The maximum verti‐
cal distance above the floor at which roll paper is normally
stored.

3.3.182.4 Vertical Roll Paper Storage.   Rolls stored with the
cores in the vertical plane (on-end storage).

3.3.182.5* Wrapped Roll Paper Storage.   Rolls provided with
a complete heavy kraft covering around both sides and
ends.

3.3.183 Roll Paper Storage Height.   See 3.3.182.3.

3.3.184 Roof Height.   The distance between the floor and the
underside of the roof deck within the storage area.

3.3.185* Rubber Tire Rack Illustrations.   See Figure
A.3.3.185(a) through Figure A.3.3.185(g).

3.3.186 Rubber Tires.   Pneumatic tires for passenger automo‐
biles, aircraft, light and heavy trucks, trailers, farm equipment,
construction equipment (off-the-road), and buses.

3.3.187* Seismic Separation Assembly.   An assembly of
fittings, pipe, flexible pipe, and/or couplings that permits
movement in all directions to accommodate seismic differential
movement across building seismic separation joints.

3.3.188* Shelf Storage.   Storage on structures up to and
including 30 in. (750 mm) deep and separated by aisles at least
30 in. (750 mm) wide.

3.3.189 Shop-Welded.   As used in this standard, shop in the
term shop-welded means either (1) a sprinkler contractor’s or
fabricator’s premise or (2) an area specifically designed or
authorized for welding, such as a detached outside location,
maintenance shop, or other area (either temporary or perma‐
nent) of noncombustible or fire-resistive construction free of
combustible and flammable contents and suitably segregated
from adjacent areas.

3.3.190 Sidewall Sprinkler.   See 3.3.205.3.5.

3.3.191* Single-Row Racks.   Racks that have no longitudinal
flue space and that have a depth up to 6 ft (1.8 m) with aisles
having a width of at least 3.5 ft (1.1 m) between loads on racks.

3.3.192 Slatted Shelf Rack.   A rack where shelves are fixed in
place with a series of narrow individual solid supports used as
the shelf material and spaced apart with regular openings.

3.3.193 Slave Pallet.   See 3.3.147.4.

3.3.194 Sloped Ceiling.   See 3.3.26.3.

3.3.195* Small Openings.   Openings in the ceiling or
construction features of a concealed space that allow limited
amounts of heat to enter the concealed space.

3.3.196 Small Room.   A compartment of light hazard occu‐
pancy classification having unobstructed construction and a
floor area not exceeding 800 ft2 (74 m2).

3.3.197 Smooth Ceiling.   See 3.3.26.4.

3.3.198 Solid Shelf Rack.   A rack that is not defined as an
open rack where shelves are fixed in place with a solid, slatted,
or wire mesh barrier used as the shelf material and having limi‐
ted openings in the shelf area.

3.3.199* Solid Shelving.   Shelving that is fixed in place, slat‐
ted, wire mesh, or other type of shelves located within racks.
The area of a solid shelf is defined by perimeter aisle or flue
space on all four sides or by the placement of loads that block
openings that would otherwise serve as the required flue
spaces. Solid shelves having an area equal to or less than 20 ft2

(1.9 m2) are defined as open racks. Shelves of wire mesh, slats,
or other materials more than 50 percent open and where the
flue spaces are maintained are defined as open racks.

3.3.200 Solid Unit Load of Nonexpanded Plastic (Either
Cartoned or Exposed).   A load that does not have voids (air)
within the load and that burns only on the exterior of the load;
water from sprinklers might reach most surfaces available to
burn.

3.3.201 Solid-Piled Storage.   Storage of commodities stacked
on each other.

3.3.202 Special Sprinkler.   See 3.3.205.4.18.

3.3.203 Spray Sprinkler.   See 3.3.205.4.19.

3.3.204 Sprig.   A pipe that rises vertically and supplies a single
sprinkler.

3.3.205 Sprinkler Definitions.

3.3.205.1 Automatic Sprinkler.   A fire suppression or control
device that operates automatically when its heat-activated
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element is heated to its thermal rating or above, allowing
water to discharge over a specified area.

3.3.205.2* General Sprinkler Characteristics.   The following
are characteristics of a sprinkler that define its ability to
control or extinguish a fire. (1) Thermal sensitivity. A meas‐
ure of the rapidity with which the thermal element operates
as installed in a specific sprinkler or sprinkler assembly. One
measure of thermal sensitivity is the response time index
(RTI) as measured under standardized test conditions. (a)
Sprinklers defined as fast response have a thermal element
with an RTI of 50 (meters-seconds)

1∕2 or less. (b) Sprinklers
defined as standard response have a thermal element with
an RTI of 80 (meters-seconds)

1∕2 or more. (2) Temperature
rating. (3) K-factor (see Chapter 7). (4) Installation orienta‐
tion (see 3.3.205.3). (5) Water distribution characteristics
(i.e., application rate, wall wetting). (6) Special service
conditions.

3.3.205.3 Installation Orientation.   The following sprinklers
are defined according to orientation.

3.3.205.3.1 Concealed Sprinkler.   A recessed sprinkler with
cover plate.

3.3.205.3.2 Flush Sprinkler.   A sprinkler in which all or part
of the body, including the shank thread, is mounted above
the lower plane of the ceiling.

3.3.205.3.3 Pendent Sprinkler.   A sprinkler designed to be
installed in such a way that the water stream is directed
downward against the deflector.

3.3.205.3.4 Recessed Sprinkler.   A sprinkler in which all or
part of the body, other than the shank thread, is mounted
within a recessed housing.

3.3.205.3.5 Sidewall Sprinkler.   A sprinkler having special
deflectors that are designed to discharge most of the water
away from the nearby wall in a pattern resembling one-
quarter of a sphere, with a small portion of the discharge
directed at the wall behind the sprinkler.

3.3.205.3.6 Upright Sprinkler.   A sprinkler designed to be
installed in such a way that the water spray is directed
upwards against the deflector.

3.3.205.4 Sprinkler Types.   The following sprinklers are
defined according to design and/or performance character‐
istics.

3.3.205.4.1* Control Mode Density/Area (CMDA) Sprinkler.   A
type of spray sprinkler intended to provide fire control in
storage applications using the design density/area criteria
described in this standard.

3.3.205.4.2* Control Mode Specific Application (CMSA) Sprin‐
kler.   A type of spray sprinkler that is capable of producing
characteristic large water droplets and that is listed for its
capability to provide fire control of specific high-challenge
fire hazards.

3.3.205.4.3 Corrosion-Resistant Sprinkler.   A sprinkler fabrica‐
ted with corrosion-resistant material, or with special coatings
or platings, to be used in an atmosphere that would
normally corrode sprinklers.

3.3.205.4.4* Dry Sprinkler.   A sprinkler secured in an exten‐
sion nipple that has a seal at the inlet end to prevent water
from entering the nipple until the sprinkler operates.

3.3.205.4.5* Early Suppression Fast-Response (ESFR) Sprinkler.
 A type of fast-response sprinkler that has a thermal element
with an RTI of 50 (meters-seconds)

1∕2 or less and is listed for
its capability to provide fire suppression of specific high-
challenge fire hazards.

3.3.205.4.6 Extended Coverage Sprinkler.   A type of spray
sprinkler with maximum coverage areas as specified in
Sections 11.2 and 11.3.

3.3.205.4.7 Institutional Sprinkler.   A sprinkler specially
designed for resistance to load-bearing purposes and with
components not readily converted for use as weapons.

3.3.205.4.8 Intermediate-Level Sprinkler/Rack Storage Sprin‐
kler.   A sprinkler equipped with integral shields to protect
its operating elements from the discharge of sprinklers
installed at higher elevations.

3.3.205.4.9 Nozzle.   A device for use in applications requir‐
ing special water discharge patterns, directional spray, or
other unusual discharge characteristics.

3.3.205.4.10 Old-Style/Conventional Sprinkler.   A sprinkler
that directs from 40 percent to 60 percent of the total water
initially in a downward direction and that is designed to be
installed with the deflector either upright or pendent.

3.3.205.4.11 Open Sprinkler.   A sprinkler that does not have
actuators or heat-responsive elements.

3.3.205.4.12 Ornamental/Decorative Sprinkler.   A sprinkler
that has been painted or plated by the manufacturer.

3.3.205.4.13 Pilot Line Detector.   A standard spray sprinkler
or thermostatic fixed-temperature release device used as a
detector to pneumatically or hydraulically release the main
valve, controlling the flow of water into a fire protection
system.

3.3.205.4.14* Quick-Response Early Suppression (QRES) Sprin‐
kler.   A type of quick-response sprinkler that has a thermal
element with an RTI of 50 (meter-seconds)

1∕2 or less and is
listed for its capability to provide fire suppression of specific
fire hazards.

3.3.205.4.15 Quick-Response Extended Coverage Sprinkler.   A
type of quick-response sprinkler that has a thermal element
with an RTI of 50 (meter-seconds)

1∕2 or less and complies
with the extended protection areas defined in Chapter 11.

3.3.205.4.16* Quick-Response (QR) Sprinkler.   A type of spray
sprinkler that has a thermal element with an RTI of 50
(meter-seconds)

1∕2 or less and is listed as a quick-response
sprinkler for its intended use.

3.3.205.4.17 Residential Sprinkler.   A type of fast-response
sprinkler having a thermal element with an RTI of 50
(meters-seconds)

1∕2 or less that has been specifically investiga‐
ted for its ability to enhance survivability in the room of fire
origin and that is listed for use in the protection of dwelling
units.
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3.3.205.4.18 Special Sprinkler.   A sprinkler that has been
tested and listed as prescribed in Section 15.2.

3.3.205.4.19 Spray Sprinkler.   A type of sprinkler listed for
its capability to provide fire control for a wide range of fire
hazards.

3.3.205.4.20 Standard Spray Sprinkler.   A spray sprinkler
with maximum coverage areas as specified in Sections 10.2
and 10.3.

3.3.206* Sprinkler System.   A system, commonly activated by
heat from a fire and discharges water over the fire area, that
consists of an integrated network of piping designed in accord‐
ance with fire protection engineering standards that includes a
water supply source, a water control valve, a waterflow alarm,
and a drain. The portion of the sprinkler system above ground
is a network of specifically sized or hydraulically designed
piping installed in a building, structure, or area, generally over‐
head, and to which sprinklers are attached in a systematic
pattern.

3.3.206.1 Antifreeze Sprinkler System.   A wet pipe system
using automatic sprinklers that contains a liquid solution to
prevent freezing of the system, intended to discharge the
solution upon sprinkler operation, followed immediately by
water from a water supply.

3.3.206.2 Combined Dry Pipe–Reaction Sprinkler System.   A
sprinkler system employing automatic sprinklers attached to
a piping system containing air under pressure with a supple‐
mental detection system installed in the same areas as the
sprinklers. Operation of the detection system actuates trip‐
ping devices that open dry pipe valves simultaneously and
without loss of air pressure in the system. The detection
system also serves as an automatic fire alarm system.

3.3.206.3 Deluge Sprinkler System.   A sprinkler system
employing open sprinklers or nozzles that are attached to a
piping system that is connected to a water supply through a
valve that is opened by the operation of a detection system
installed in the same areas as the sprinklers or the nozzles.
When this valve opens, water flows into the piping system
and discharges from all sprinklers or nozzles attached
thereto.

3.3.206.4 Dry Pipe Sprinkler System.   A sprinkler system
employing automatic sprinklers that are attached to a
piping system containing air or nitrogen under pressure,
the release of which (as from the opening of a sprinkler)
permits the water pressure to open a valve known as a dry
pipe valve, and the water then flows into the piping system
and out the opened sprinklers.

3.3.206.4.1 Differential Dry Pipe Valve.   A valve that is held
in the closed position by the system gas pressure exposed to
the larger surface area on the air/nitrogen side of the clap‐
per where it is at least 5 times that of the surface area on the
water supply side.

3.3.206.4.2 Mechanical Dry Pipe Valve.   A valve that uses a
series of mechanical devices such as levers, springs,
diaphragms, and latches to hold the valve in the closed posi‐
tion with air/nitrogen pressure and without using the clap‐
per surface areas to provide a differential between air/
nitrogen and water pressures.

3.3.206.5* Gridded Sprinkler System.   A sprinkler system in
which parallel cross mains are connected by multiple
branch lines, causing an operating sprinkler to receive water
from both ends of its branch line while other branch lines
help transfer water between cross mains.

3.3.206.6* Looped Sprinkler System.   A sprinkler system in
which multiple cross mains are tied together so as to provide
more than one path for water to flow to an operating sprin‐
kler and branch lines are not tied together.

3.3.206.7 Multicycle System.   A type of sprinkler system capa‐
ble of repeated on–off flow cycles in response to heat.

3.3.206.8 Pipe Schedule System.   A sprinkler system in which
the pipe sizing is selected from a schedule that is deter‐
mined by the occupancy classification and in which a given
number of sprinklers are allowed to be supplied from
specific sizes of pipe.

3.3.206.9* Preaction Sprinkler System.   A sprinkler system
employing automatic sprinklers that are attached to a
piping system that contains air that might or might not be
under pressure, with a supplemental detection system instal‐
led in the same areas as the sprinklers.

3.3.206.10 Wet Pipe Sprinkler System.   A sprinkler system
employing automatic sprinklers attached to a piping system
containing water and connected to a water supply so that
water discharges immediately from sprinklers opened by
heat from a fire.

3.3.207 Ss.   The maximum considered earthquake ground
motion for 0.2-second spectral response acceleration
(5 percent of critical damping), site Class B for a specific site.

3.3.208 Standard Array (Rolled Paper).   See 3.3.8.5.

3.3.209 Standard Spray Sprinkler.   See 3.3.205.4.20.

3.3.210 Static Pressure.   The pressure that exists at a given
point under normal distribution system conditions measured at
the residual hydrant with no hydrants flowing. [24, 2019]

3.3.211 Storage Aids.   Commodity storage devices, such as
pallets, dunnage, separators, and skids.

3.3.212 Supervision (Marine System).   See 3.3.119.11.

3.3.213 Supervisory Device.   A device arranged to supervise
the operative condition of automatic sprinkler systems.

3.3.214 Survival Angle.   See 3.3.119.12.

3.3.215 System Riser.   The aboveground horizontal or vertical
pipe between the water supply and the mains (cross or feed)
that contains a control valve (either directly or within its supply
pipe), a pressure gauge, a drain, and a waterflow alarm device.

3.3.216 System Working Pressure.   The maximum anticipated
static (nonflowing) or flowing pressure applied to sprinkler
system components exclusive of surge pressures and exclusive
of pressure from the fire department connection.

3.3.217 Sway Brace.   An assembly intended to be attached to
the system piping to resist horizontal earthquake loads in two
directions.
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3.3.218 Thermal Barrier.   A material that limits the average
temperature rise of the unexposed surface to not more than
250°F (121°C) above ambient for a specified fire exposure
duration using the standard time–temperature curve of ASTM
E119, Standard Test Methods for Fire Tests of Building Construction
and Materials, or UL 263, Standard for Fire Tests of Building
Construction and Materials.

3.3.219* Tiered Storage (Baled Cotton).   An arrangement in
which bales are stored directly on the floor, two or more bales
high.

3.3.220 Transverse Flue Space.   The space between rows of
storage parallel to the direction of loading. (See Figure
A.3.3.116.)

3.3.221 Type 1 Stair.   See 3.3.119.13.

3.3.222 Unit Load.   A pallet load or module held together in
some manner and normally transported by material-handling
equipment.

3.3.223 Unobstructed Construction.   See 3.3.41.2.

3.3.224 Upright Sprinkler.   See 3.3.205.3.6.

3.3.225 Vertical Roll Paper Storage.   See 3.3.182.4.

3.3.226 Waterflow Alarm Device.   An attachment to the sprin‐
kler system that detects a predetermined water flow and is
connected to a fire alarm system to initiate an alarm condition
or is used to mechanically or electrically initiate a fire pump or
local audible or visual alarm.
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Chapter 4   General Requirements

4.1 Level of Protection.

4.1.1   A building, where protected by an automatic sprinkler
system installation, shall be provided with sprinklers in all areas
except where specific sections of this standard permit the omis‐
sion of sprinklers.

4.1.2 Limited Area Systems.

4.1.2.1   When partial sprinkler systems are installed, the
requirements of this standard shall be used insofar as they are
applicable.

4.1.2.2   The authority having jurisdiction shall be consulted in
each case.

4.2* Owner’s Certificate.   The owner(s) of a building or struc‐
ture where the fire sprinkler system is going to be installed or
their authorized agent shall provide the sprinkler system instal‐
ler with the following information prior to the layout and
detailing of the fire sprinkler system [see Figure A.27.1(b)]:

(1) Intended use of the building including the materials
within the building and the maximum height of any stor‐
age

(2) A preliminary plan of the building or structure along with
the design concepts necessary to perform the layout and
detail for the fire sprinkler system

(3) Water supply information as identified in 5.2.2
(4)* Any special knowledge of the water supply, including

known environmental conditions that might be responsi‐
ble for corrosion, including microbiologically influenced
corrosion (MIC)

4.3* Classification of Hazard.

4.3.1 General.

4.3.1.1   Occupancy classifications for this standard shall relate
to sprinkler design, installation, and water supply requirements
only.

4.3.1.2   Occupancy classifications shall not be intended to be a
general classification of occupancy hazards.

4.3.1.3   Commodity classification and storage arrangements
for miscellaneous and low-piled storage specified in 4.3.1.5
through 4.3.1.8 shall be determined in accordance with
Sections 20.3 through 20.5.

4.3.1.4* Miscellaneous Storage.

4.3.1.4.1   Miscellaneous storage shall not constitute more than
10 percent of the building area or 4000 ft2 (370 m2) of the
sprinklered area, whichever is greater.

4.3.1.4.2   Miscellaneous storage shall not exceed 1000 ft2

(93 m2) in one pile or area.

4.3.1.4.3   Miscellaneous storage shall be separated from other
storage piles or areas by at least 25 ft (7.6 m).

4.3.1.5 Low-Piled Storage.

4.3.1.5.1   For storage of Class I through Class IV commodities
12 ft (3.7 m) or less in height that do not meet the definition of
Miscellaneous Storage that is on solid shelf racks, in-rack sprin‐
klers shall be provided in accordance with 25.6.1, and ceiling

sprinkler protection shall be provided in accordance with this
chapter for the applicable occupancy hazard criteria.

4.3.1.5.2   For storage of Group A plastic commodities 5 ft
(1.5 m) or less in height that do not meet the definition of
Miscellaneous Storage that is on solid shelf racks, in-rack sprin‐
klers shall be provided in accordance with 25.6.1, and ceiling
sprinkler protection shall be provided in accordance with this
chapter for the applicable occupancy hazard criteria.

4.3.1.6 Miscellaneous Tire Storage.

4.3.1.6.1   Miscellaneous tire storage shall not exceed 2000 ft2

(185 m2).

4.3.1.6.2   Miscellaneous tire storage piles on-tread, regardless
of storage method, shall not exceed 25 ft (7.6 m) in the direc‐
tion of the wheel holes.

4.3.1.7 Protection Criteria for Miscellaneous and Low-Piled
Storage.

4.3.1.7.1   The protection criteria for miscellaneous and low-
piled storage protected by ceiling sprinklers only shall be selec‐
ted from Table 4.3.1.7.1 and Figure 19.3.3.1.1 in accordance
with the density/area method of 19.3.3.2.

4.3.1.7.1.1   The protection criteria for rack storage of miscella‐
neous and low-piled storage with in-rack sprinklers shall be in
accordance with 25.2.2.

4.3.1.7.2   Except as provided in 4.3.1.6.1, the maximum design
area for miscellaneous and low-piled storage shall not exceed
3000 ft2 (279 m2).

4.3.1.8 In-Rack Sprinklers.   Miscellaneous and low-piled stor‐
age per 4.3.1.5 through 4.3.1.7 that require in-rack sprinklers
shall follow Chapter 25 for their installation and design
requirements.

4.3.2* Light Hazard.   The following shall be protected with
light hazard occupancy criteria in this standard:

(1) Spaces with low quantity and combustibility of contents

4.3.3* Ordinary Hazard (Group 1).   The following shall be
protected with OH1 occupancy criteria in this standard:

(1) Spaces with moderate quantity and low combustibility of
contents

(2) Stockpiles of contents with low combustibility that do not
exceed 8 ft (2.4 m)

4.3.4* Ordinary Hazard (Group 2).   The following shall be
protected with OH2 occupancy criteria in this standard:

(1) Spaces with moderate to high quantity and combustibility
of contents

(2) Stockpiles of contents with moderate to high combustibil‐
ity that do not exceed 12 ft (3.7 m)

4.3.5* Extra Hazard (Group 1) (EH1).   The following shall be
protected with EH1 occupancy criteria in this standard:

(1) Spaces with very high quantity and combustibility of
contents

(2) Spaces where dust, lint, or other materials are present,
introducing the probability of rapidly developing fires
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Table 4.3.1.7.1 Discharge Criteria for Miscellaneous Storage Up to 12 ft (3.7 m) in Height

Commodity Type of Storage

Storage Height

Maximum
Ceiling
Height

Design
Curve
Figure

19.3.3.1.1 Note

Inside Hose

Total Combined
Inside and

Outside Hose
Duration
(minutes)ft m ft m gpm L/min gpm L/min

Class I to Class IV

Class I
Solid-piled, palletized, 

bin box, shelf, 
single-, double-, 
multiple-row rack, 
and back-to-back 
shelf storage

≤12 ≤3.7 — — OH1 0, 50, 100 0, 190, 
380 250 950 90

Class II ≤10 ≤3.0 — — OH1 0, 50, 100 0, 190, 
380 250 950 90

Class II >10 to ≤12 >3.0 to 
≤3.7 — — OH2 0, 50, 100 0, 190, 

380 250 950 90

Class III ≤12 ≤3.7 — — OH2 0, 50, 100 0, 190, 
380 250 950 90

Class IV ≤10 ≤3.0 — — OH2 0, 50, 100 0, 190, 
380 250 950 90

Class IV Palletized, bin box, 
shelf, and solid-piled >10 to ≤12 >3.0 to 

≤3.7 32 10 OH2 0, 50, 100 0, 190, 
380 250 950 90

Single-, double-, 
multiple-row rack 
and back-to-back 
shelf storage

>10 to ≤12 >3.0 to 
≤3.7 32 10 EH1 0, 50, 100 0, 190, 

380 500 1900 120

Single-, double-, 
multiple-row rack >10 to ≤12 >3.0 to 

≤3.7 32 10
See 

Chapter 
25.

+1 level of 
in-rack 0, 50, 100 0, 190, 

380 250 950 90

Group A Plastic Storage

Cartoned Nonexpanded 
and expanded

Solid-piled, palletized, 
bin box, shelf, 
single-, double-, 
multiple-row rack, 
and back-to-back 
shelf storage

≤5 ≤1.5 — — OH2 0, 50, 100 0, 190, 
380 250 950 90

>5 to ≤10 >1.5 to 
≤3.0 15 4.6 EH1 0, 50, 100 0, 190, 

380 500 1900 120

>5 to ≤10 >1.5 to 
≤3.0 20 6.1 EH2 0, 50, 100 0, 190, 

380 500 1900 120

>10 to ≤12 >3.0 to 
≤3.7 17 5.2 EH2 0, 50, 100 0, 190, 

380 500 1900 120

Solid-piled, palletized, 
bin box, shelf, and 
back-to-back shelf 
storage

>10 to ≤12 >3.0 to 
≤3.7 32 10 EH2 0, 50, 100 0, 190, 

380 500 1900 120

Single-, double-, 
multiple-row rack >10 to ≤12 >3.0 to 

≤3.7 32 10
See 

Chapter 
25.

+1 level of 
in-rack 0, 50, 100 0, 190, 

380 250 950 90

(continues)
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Table 4.3.1.7.1  Continued

Commodity Type of Storage

Storage Height

Maximum
Ceiling
Height

Design
Curve
Figure

19.3.3.1.1 Note

Inside Hose

Total Combined
Inside and

Outside Hose
Duration
(minutes)ft m ft m gpm L/min gpm L/min

Exposed Nonexpanded 
and expanded

Solid-piled, palletized, 
bin box, shelf, 
single-, double-, 
multiple-row rack, 
and back-to-back 
shelf storage

≤5 ≤1.5 — — OH2 0, 50, 100 0, 190, 
380 250 950 90

Solid-piled, palletized, 
bin box, shelf, and 
back-to-back shelf 
storage

>5 to ≤8 >1.5 to 
≤2.4 28 8.5 EH2 0, 50, 100 0, 190, 

380 500 1900 120

Solid-piled, palletized, 
bin box, shelf, 
single-, double-, 
multiple-row rack, 
and back-to-back 
shelf storage

>5 to ≤10 >1.5 to 
≤3.0 15 4.6 EH2 0, 50, 100 0, 190, 

380 500 1900 120

Nonexpanded Solid-piled, palletized, 
bin box, shelf, 
single-, double-, 
multiple-row rack, 
and back-to-back 
shelf storage

>5 to ≤10 >1.5 to 
≤3.0 20 6.1 EH2 0, 50, 100 0, 190, 

380 500 1900 120

Expanded Single-, double-, 
multiple-row rack >5 to ≤10 >1.5 to 

≤3.0 20 6.1
See 

Chapter 
25.

+1 level of 
in-rack 0, 50, 100 0, 190, 

380 250 950 90

Nonexpanded 
and expanded

Solid-piled, palletized, 
bin box, shelf, and 
back-to-back shelf 
storage

>10 to ≤12 >3.0 to 
≤3.7 17 5.2 EH2 0, 50, 100 0, 190, 

380 500 1900 120

Single-, double-, 
multiple-row rack >10 to ≤12 >3.0 to 

≤3.7 17 5.2 EH2 0, 50, 100 0, 190, 
380 500 1900 120

>10 to ≤12 >3.0 to 
≤3.7 32 10

See 
Chapter 

25.

+1 level of 
in-rack 0, 50, 100 0, 190, 

380 250 950 90

Tire Storage

Tires On floor, on side >5 to ≤12 >1.5 to 
≤3.7 32 10 EH1 0, 50, 100 0, 190, 

380 500 1900 120

On floor, on tread, or 
on side ≤5 ≤1.5 — — OH2 0, 50, 100 0, 190, 

380 250 950 90

Single-, double-, or 
multiple-row racks 
on tread or on side

≤5 ≤1.5 — — OH2 0, 50, 100 0, 190, 
380 250 950 90

Single-row rack, 
portable, on tread 
or on side

>5 to ≤12 >1.5 to 
≤3.7 32 10 EH1 0, 50, 100 0, 190, 

380 500 1900 120

Single-row rack, fixed, 
on tread or on side >5 to ≤12 >1.5 to 

≤3.7 32 10 EH1 0, 50, 100 0, 190, 
380 500 950 120

>5 to ≤12 >1.5 to 
≤3.7 32 10

See 
Chapter 

25.

+1 level of 
in-rack 0, 50, 100 0, 190, 

380 250 950 90

Rolled Paper Storage

Heavyweight and 
mediumweight

On end ≤10 ≤3.0 30 9.1 OH2 0, 50, 100 0, 190, 
380 250 950 90

Tissue and lightweight On end ≤10 ≤3.0 30 9.1 EH1 0, 50, 100 0, 190, 
380 250 950 120
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4.3.6* Extra Hazard (Group 2) (EH2).   The following shall be
protected with EH2 occupancy criteria in this standard:

(1) Spaces with very high quantity and combustibility of
contents

(2) Spaces with substantial amounts of combustible or flam‐
mable liquids

(3) Spaces where shielding of combustibles is extensive

4.3.7 High-Piled Storage.   Storage arrangements that do not
meet the requirements of 4.3.1.5 through 4.3.1.8 shall be
protected in accordance with Chapters 20 through 25.

4.3.8* Special Occupancy Hazards. (Reserved)

4.3.9   Where K-11.2 (160) or larger sprinklers are used with
EH1 or EH2 design curves, the design area shall be permitted
to be reduced by 25 percent but not below 2000 ft2 (185 m2),
regardless of temperature rating.

4.4 Hose Connections.   Hose connections shall not be
required for the protection of miscellaneous storage.

4.5 System Protection Area Limitations.

4.5.1   The maximum floor area on any one floor to be protec‐
ted by sprinklers supplied by any one sprinkler system riser or
combined system riser shall be as follows:

(1) Light hazard — 52,000 ft2 (4830 m2)
(2) Ordinary hazard — 52,000 ft2 (4830 m2)
(3)* Extra hazard — Hydraulically calculated — 40,000 ft2

(3720 m2)
(4) High-piled Storage — High-piled storage (as defined in

3.3.95) and storage covered by other NFPA standards —
40,000 ft2 (3720 m2)

(5) In-rack Storage — 40,000 ft2 (3720 m2)

4.5.2   The floor area occupied by mezzanines shall comply
with 4.5.2.1, 4.5.2.2, or 4.5.2.3.

4.5.2.1   In a building with only one sprinkler system, the floor
area occupied by mezzanines shall not be included in the area
limits of 4.5.1.

4.5.2.2   In a building with more than one sprinkler system, if a
mezzanine is located entirely within the same sprinkler system
boundary as the sprinklers protecting the ceiling above, the
floor area occupied by mezzanine(s) shall not be included in
the area limits of 4.5.1.

4.5.2.3   In a building with more than one sprinkler system, if
any portion of the mezzanine floor area that is located outside
the system boundary of the riser supplying the sprinklers under
the mezzanine, the area of the mezzanine of the system boun‐
dary shall be added to the system area from which it is
supplied, and the total system area shall meet the limits of
4.5.1.

4.5.3   Where single systems protect extra hazard, high-piled
storage, or storage covered by other NFPA standards, and ordi‐
nary or light hazard areas, the extra hazard or storage area
coverage shall not exceed the floor area specified for that
hazard and the total area coverage shall not exceed 52,000 ft2

(4830 m2).

4.5.4   The area protected by a single in-rack system includes all
of the floor area occupied by the racks, including aisles, regard‐
less of the number of levels of in-rack sprinklers.

4.5.4.1   Multiple buildings attached by canopies, covered bree‐
zeways, common roofs, or a common wall(s) shall be permitted
to be supplied by a single fire sprinkler riser.

4.5.5   The maximum system size shall comply with 4.5.1.

4.5.6* Detached Buildings.

4.5.6.1   Unless the requirements of 4.5.6.2 apply, detached
buildings, regardless of separation distance, that do not meet
the criteria of 4.5.4 shall be provided with separate fire sprin‐
kler systems.

4.5.6.2   When acceptable to the authority having jurisdiction,
detached structures shall be permitted to be supplied by the
fire sprinkler system of an adjacent building.

4.6 Water Supply Information.

4.6.1 Water Supply Capacity Information.   The following
information shall be included:

(1) Location and elevation of static and residual test gauge
with relation to the riser reference point

(2) Flow location
(3) Static pressure, psi (bar)
(4) Residual pressure, psi (bar)
(5) Flow, gpm (L/min)
(6) Date
(7) Time
(8) Name of person who conducted the test or supplied the

information
(9) Other sources of water supply, with pressure or elevation

4.6.1.1*   Where a waterflow test is used for the purposes of
system design, the test shall be conducted no more than
12 months prior to working plan submittal unless otherwise
approved by the authority having jurisdiction.

4.6.2 Water Supply Treatment Information.   The following
information shall be included when water supply treatment is
provided in accordance with 5.1.5:

(1) Type of condition that requires treatment
(2) Type of treatment needed to address the problem
(3) Details of treatment plan

4.7* Additives.   Additives or chemicals intended to stop leaks,
such as sodium silicate or derivatives of sodium silicate, brine,
or similar acting chemicals, shall not be used in sprinkler
systems.

4.8 Air, Nitrogen, or Other Approved Gas.   Where air is used
to charge, maintain, or supervise sprinkler systems, nitrogen or
other approved gas shall also be permitted to be used.

4.9* Support of Nonsprinkler System Components.   Sprinkler
system components shall not be used to support nonsprinkler
system components unless expressly permitted by this standard.

4.10 Noncombustible Materials and Limited-Combustible
Materials.

4.10.1* Noncombustible Material.

4.10.1.1   A material that complies with any of the following
shall be considered a noncombustible material:

(1)* The material, in the form in which it is used, and under
the conditions anticipated, will not ignite, burn, support
combustion, or release flammable vapors when subjected
to fire or heat.
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(2) The material is reported as passing ASTM E136, Standard
Test Method for Behavior of Materials in a Vertical Tube Furnace
at 750°C.

(3) The material is reported as complying with the pass/fail
criteria of ASTM E136 when tested in accordance with
the test method and procedure in ASTM E2652, Standard
Test Method for Behavior of Materials in a Tube Furnace with a
Cone-shaped Airflow Stabilizer, at 750°C.

[5000:7.1.4.1.1]

4.10.1.2   Where the term limited-combustible is used in this stand‐
ard, it shall also include the term noncombustible.
[5000:7.1.4.1.2]

4.10.2* Limited-Combustible Material.   A material shall be
considered a limited-combustible material where both of the
following conditions of 4.10.2(1) and 4.10.2(2), and the condi‐
tions of either 4.10.2.1 or 4.10.2.2, are met:

(1) The material does not comply with the requirements for a
noncombustible material in accordance with 4.10.1.

(2) The material, in the form in which it is used, exhibits a
potential heat value not exceeding 3500 Btu/lb (8141 kJ/
kg), when tested in accordance with NFPA 259.

[5000:7.1.4.2]

4.10.2.1   The material shall have a structural base of noncom‐
bustible material with a surfacing not exceeding a thickness of
1∕8 in. (3.2 mm) where the surfacing exhibits a flame spread
index not greater than 50 when tested in accordance with

ASTM E84, Standard Test Method for Surface Burning Characteris‐
tics of Building Materials, or UL 723, Standard for Test for Surface
Burning Characteristics of Building Materials. [5000:7.1.4.2.1]

4.10.2.2   The material shall be composed of materials that in
the form and thickness used, neither exhibit a flame spread
index greater than 25 nor evidence of continued progressive
combustion when tested in accordance with ASTM E84 or UL
723 and are of such composition that all surfaces that would be
exposed by cutting through the material on any plane would
neither exhibit a flame spread index greater than 25 nor
exhibit evidence of continued progressive combustion when
tested in accordance with ASTM E84 or UL 723.
[5000:7.1.4.2.2]

4.10.2.3   Materials shall be considered limited-combustible
materials where tested in accordance with ASTM E2965, Stand‐
ard Test Method for Determination of Low Levels of Heat Release Rate
for Materials and Products Using an Oxygen Consumption Calorime‐
ter, at an incident flux of 75 kW/m2 for a 20-minute exposure,
and both the following conditions are met:

(1) The peak heat release rate shall not exceed 150 kW/m2

for longer than 10 seconds.
(2) The total heat released shall not exceed 8 MJ/m2.
[5000:7.1.4.2.3]

4.10.2.4   Where the term limited-combustible is used in this stand‐
ard, it shall also include the term noncombustible.
[5000:7.1.4.2.4]
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Chapter 5   Water Supplies

5.1 General.

5.1.1 Number of Supplies.   Every automatic sprinkler system
shall have at least one automatic water supply.

5.1.2 Capacity.   Water supplies shall be capable of providing
the required flow and pressure for the remote design area
determined using the requirements and procedures as speci‐
fied in Chapters 19 through 26 including hose stream allow‐
ance where applicable for the required duration.

5.1.3* Size of Fire Mains.

5.1.3.1   Except as provided in 5.1.3.2 or 5.1.3.3, no pipe
smaller than 6 in. (150 mm) in diameter shall be installed as a
private service main.

5.1.3.2   For mains that do not supply hydrants, sizes smaller
than 6 in. (150 mm) shall be permitted to be used subject to
the following restrictions:

(1) The main supplies only automatic sprinkler systems, open
sprinkler systems, water spray fixed systems, foam systems,
or Class II standpipe systems.

(2) Hydraulic calculations show that the main will supply the
total demand at the appropriate pressure. Systems that
are not hydraulically calculated shall have a main at least
as large as the system riser.

5.1.3.3   Where a single main less than 4 in. (100 mm) in diam‐
eter serves both fire systems and other uses, the non-fire
demand shall be added to the hydraulic calculations for the
fire system at the point of connection unless provisions have
been made to automatically isolate the non-fire demand during
a fire event.

5.1.4 Underground Supply Pipe.   For pipe schedule systems,
the underground supply pipe shall be at least as large as the
system riser.

5.1.5* Water Supply Treatment.

5.1.5.1   Water supplies and environmental conditions shall be
evaluated for the existence of microbes and conditions that
contribute to microbiologically influenced corrosion (MIC).
Where conditions are found that contribute to MIC, the
owner(s) shall notify the sprinkler system installer and a plan
shall be developed to treat the system using one of the follow‐
ing methods:

(1) Install a water pipe that will not be affected by the MIC
microbes

(2) Treat all water that enters the system using an approved
bacterial inhibitor

(3) Implement an approved plan for monitoring the interior
conditions of the pipe at established time intervals and
locations

(4) Install corrosion monitoring station and monitor at estab‐
lished intervals

5.1.5.2   Water supplies and environmental conditions shall be
evaluated for conditions that contribute to unusual corrosive
properties. Where conditions are found that contribute to
unusual corrosive properties, the owner(s) shall notify the
sprinkler system installer and a plan shall be developed to treat
the system using one of the following methods:

(1) Install a water pipe that is corrosion resistant.

(2) Treat water that enters the system using a listed corrosion
inhibitor.

(3) Implement an approved plan for monitoring the interior
conditions of the pipe at established intervals and loca‐
tions.

(4) Install corrosion monitoring station and monitor at estab‐
lished intervals.

(5) Fill dry-pipe or preaction systems with nitrogen as a
supervisory gas to mitigate against corrosion.

(6) When using a generator, use an approved nitrogen gener‐
ator.

5.1.5.3   Where listed bacterial inhibitors and/or corrosion
inhibitors are used, they shall be compatible with system
components. Where used together, they shall also be compati‐
ble with each other.

5.1.6 Arrangement.

5.1.6.1 Connection Between Underground and Aboveground
Piping.

5.1.6.1.1   The connection between the system piping and
underground piping shall be made with a suitable transition
piece and shall be properly strapped or fastened by approved
devices.

5.1.6.1.2   Where required due to specific mechanical or envi‐
ronmental conditions, the transition piece shall be protected
against possible damage from corrosive agents, solvent attack,
or mechanical damage.

5.1.6.2* Connection Passing Through or Under Foundation
Walls.   When system piping pierces a foundation wall below
grade or is located under the foundation wall, clearance shall
be provided to prevent breakage of the piping due to building
settlement.

5.1.7* Meters.   Where meters are required by other authori‐
ties, they shall be listed.

5.1.8* Connection from Waterworks System.

5.1.8.1   The requirements of the public health authority
having jurisdiction shall be determined and followed.

5.1.8.2   Where equipment is installed to guard against possible
contamination of the public water system, such equipment and
devices shall be listed for fire protection service.

5.2 Types.

5.2.1*   Water supplies for sprinkler systems shall be one of the
following or any combination:

(1) A connection to an approved public or private water‐
works system in accordance with 5.2.2

(2) A connection including a fire pump in accordance with
5.2.3

(3) A connection to a water storage tank at grade or below
grade installed in accordance with NFPA 22 and filled
from an approved source

(4) A connection to a pressure tank in accordance with 5.2.4
and filled from an approved source

(5) A connection to a gravity tank in accordance with 5.2.5
and filled from an approved source

(6) A penstock, flume, river, lake, pond, or reservoir in
accordance with 5.2.6

(7)* A source of recycled or reclaimed water where the build‐
ing owner (or their agent) has analyzed the source of the
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water and the treatment process (if any) that the water
undergoes before being made available to the sprinkler
system and determined that any materials, chemicals, or
contaminants in the water will not be detrimental to the
components of the sprinkler system it comes in contact
with

5.2.2* Connections to Waterworks Systems.

5.2.2.1   A connection to a reliable waterworks system shall be
an acceptable water supply source.

5.2.2.2*   The volume and pressure of a public water supply
shall be determined from waterflow test data or other approved
method.

5.2.3* Pumps.   A single automatically controlled fire pump
installed in accordance with NFPA 20 shall be an acceptable
water supply source.

5.2.4 Pressure Tanks.

5.2.4.1 Acceptability.

5.2.4.1.1   A pressure tank installed in accordance with
NFPA 22 shall be an acceptable water supply source.

5.2.4.1.2   Pressure tanks shall be provided with an approved
means for automatically maintaining the required air pressure.

5.2.4.1.3   Where a pressure tank is the sole water supply, an
approved trouble alarm shall also be provided to indicate low
air pressure and low water level with the alarm supplied from
an electrical branch circuit independent of the air compressor.

5.2.4.1.4   Pressure tanks shall not be used to supply other than
sprinklers and hand hose attached to sprinkler piping.

5.2.4.2 Capacity.

5.2.4.2.1   In addition to the requirements of 5.1.2, the water
capacity of a pressure tank shall include the extra capacity
needed to fill dry pipe or preaction systems where installed.

5.2.4.2.2   The total volume shall be based on the water
capacity plus the air capacity required by 5.2.4.3.

5.2.4.3* Water Level and Air Pressure.

5.2.4.3.1   Pressure tanks shall be kept with a sufficient supply
of water to meet the demand of the fire protection system as
calculated in Chapter 27 for the duration required by Chap‐
ter 19, Chapter 20, or Chapter 26.

5.2.4.3.2   The pressure shall be sufficient to push all of the
water out of the tank while maintaining the necessary residual
pressure (required by Chapter 27) at the top of the system.

5.2.5 Gravity Tanks.   An elevated tank installed in accordance
with NFPA 22 shall be an acceptable water supply source.

5.2.6 Penstocks, Flumes, Rivers, or Lakes.   Water supply
connections from penstocks, flumes, rivers, lakes, or reservoirs
shall be arranged to avoid mud and sediment and shall be
provided with approved double removable screens or approved
strainers installed in an approved manner.
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Chapter 6   Installation Underground Piping

6.1* Piping.   [24:10.1]

6.1.1*   All piping used in private fire service mains shall be in
accordance with 6.1.1.1, 6.1.1.2, or 6.1.1.3. [24:10.1.1]

6.1.1.1 Listing.   Piping manufactured in accordance with
Table 6.1.1.1 shall be permitted to be used. [24:10.1.1.1]

6.1.1.2   Piping specifically listed for use in private fire service
mains shall be permitted to be used. [24:10.1.1.2]

6.1.1.2.1   Where listed pipe is used, it shall be installed in
accordance with the listing limitations including installation
instructions. [24:10.1.1.2.1]

6.1.1.2.2   Where listing limitations or installation instructions
differ from the requirements of this standard, the listing limita‐
tions and installation instructions shall apply. [24:10.1.1.2.2]

6.1.1.3   Steel piping manufactured in accordance with Table
6.1.1.3 that is externally coated and wrapped and internally
galvanized shall be permitted to be used between the hose
coupling(s) on the fire department connection and the check
valve installed in the fire department connection piping.
[24:10.1.1.3]

6.1.1.3.1   External coating and wrapping as required by 6.1.1.3
shall be approved. [24:10.1.1.3.1]

6.1.1.4 Dry Pipe Underground.

6.1.1.4.1   Where necessary to place pipe that will be under air
pressure underground, the pipe shall be protected against
corrosion.

6.1.1.4.2   Unprotected cast-iron or ductile-iron pipe shall be
permitted where joined with a gasketed joint listed for air serv‐
ice underground.

Table 6.1.1.1 Manufacturing Standards for Underground Pipe

Materials and Dimensions Standard

Ductile Iron
Cement-Mortar Lining for Ductile-Iron Pipe and Fittings AWWA C104/A21.4
Polyethylene Encasement for Ductile-Iron Pipe Systems AWWA C105/A21.5
Rubber-Gasket Joints for Ductile-Iron Pressure Pipe and Fittings AWWA C111/A21.11
Flanged Ductile-Iron Pipe with Ductile-Iron or Gray-Iron Threaded 

Flanges
AWWA C115/A21.15

Thickness Design of Ductile-Iron Pipe AWWA C150/A21.50
Ductile-Iron Pipe, Centrifugally Cast AWWA C151/A21.51
Standard for the Installation of Ductile Iron Water Mains and 

Their Appurtenances
AWWA C600

Concrete
Reinforced Concrete Pressure Pipe, Steel-Cylinder Type AWWA C300
Prestressed Concrete Pressure Pipe, Steel-Cylinder Type AWWA C301
Reinforced Concrete Pressure Pipe, Non-Cylinder Type AWWA C302
Reinforced Concrete Pressure Pipe, Steel-Cylinder Type, Pretensioned AWWA C303
Cement-Mortar Lining of Water Pipe Lines in Place, 4 in. 

(100 mm) and Larger
AWWA C602

Plastic
Polyvinyl Chloride (PVC) Pressure Pipe, 4 in. Through 12 in.

(100 mm Through 300 mm), for Water Transmission and 
Distribution

AWWA C900

Polyvinyl Chloride (PVC) Pressure Pipe and Fabricated Fittings, 
14 in. Through 48 in. (350 mm Through 1200 mm), for Water 
Transmission and Distribution

AWWA C905

Polyethylene (PE) Pressure Pipe and Fittings, 4 in. (100 mm) 
Through 63 in. (1575 mm) for Waterworks

AWWA C906

Molecularly Oriented Polyvinyl Chloride (PVCO) 4 in. Through 
24 in. (100 mm Through 600 mm) for Water, Wastewater, and 
Reclaimed Water Service

AWWA C909

Brass
Specification for Seamless Red Brass Pipe, Standard Sizes ASTM B43
Copper
Specification for Seamless Copper Tube ASTM B75/B75M
Specification for Seamless Copper Water Tube ASTM B88
Requirements for Wrought Seamless Copper and Copper-Alloy Tube ASTM B251
Stainless Steel
Specification for Standard Specification for Seamless, Welded, and 

Heavily Cold Worked Austenitic Stainless Steel Pipes
ASTM A312/312M

[24:Table 10.1.1.1]
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6.1.2*   All piping used in private fire service mains shall be
rated for the maximum system working pressure to which the
piping is exposed to but shall not be rated at less than 150 psi
(10.3 bar). [24:10.1.2]

6.1.3*   When lined piping is used, the manufacturer’s litera‐
ture for internal diameter shall be used for all hydraulic calcu‐
lations. [24:10.1.3]

6.1.4*   Underground piping shall be permitted to extend into
the building through the slab or wall not more than 24 in.
(600 mm). [24:10.1.4]

6.2 Fittings.   [24:10.2]

6.2.1   All fittings used in private fire service mains shall be in
accordance with 6.2.1.1 or 6.2.1.2. [24:10.2.1]

6.2.1.1   Fittings manufactured in accordance with Table 6.2.1.1
shall be permitted to be used. [24:10.2.1.1]

6.2.1.2 Special Listed Fittings.   Fittings specifically listed for
use in private fire service mains shall be permitted to be used.
[24:10.2.1.2]

6.2.1.2.1   Where listed fittings are used, they shall be installed
in accordance with their listing limitations including installa‐
tion instructions. [24:10.2.1.2.1]

Table 6.1.1.3 Steel Piping for Fire Department Connections

Materials and Dimensions Standard

Standard Specification for Black 
and Hot-Dipped Zinc-Coated 
(Galvanized) Welded and 
Seamless Steel Pipe for Fire 
Protection Use

ASTM A795/A795M

Standard Specification for Pipe, 
Steel, Black and Hot-Dipped, 
Zinc-Coated, Welded and 
Seamless

ASTM A53/A53M

Standard Specification for 
Electric-Resistance-Welded 
Steel Pipe

ASTM A135/A135M

[24:Table 10.1.1.3]

Table 6.2.1.1 Fittings Materials and Dimensions

Materials and Dimensions Standard

Cast Iron
Gray Iron Threaded Fittings, 

Classes 125 and 250
ASME B16.4

Gray Iron Pipe Flanges and 
Flanged Fittings, Classes 25, 
125, and 250

ASME B16.1

Ductile Iron
Ductile-Iron and Gray-Iron 

Fittings
AWWA C110/A21.10

Ductile-Iron Compact Fittings AWWA C153/A21.53
Malleable Iron
Malleable Iron Threaded 

Fittings, Classes 150 and 300
ASME B16.3

[24:Table 10.2.1.1]

6.2.1.2.2   Where listing limitations or installation instructions
differ from the requirements of this standard, the listing limita‐
tions and installation instructions shall apply. [24:10.2.1.2.2]

6.2.2   All fittings used in private fire service mains shall be
rated for the maximum system working pressure to which the
fittings are exposed, but shall not be rated at less than 150 psi
(10.3 bar). [24:10.2.2]

6.2.3   Where fittings installed in a private fire service main
must be installed above grade, the fittings shall conform to
NFPA 13. [24:10.2.3]

6.2.3.1   Fittings in accordance with 6.2.1 shall be permitted for
the transition to the above ground piping or fittings.
[24:10.2.3.1]

6.3 Connection of Pipe, Fittings, and Appurtenances.
[24:10.3]

6.3.1*   Connection of all fittings and appurtenances to piping
shall be in accordance with Section 6.3. [24:10.3.1]

6.3.2   Connections of pipe and fittings indicated in Table
6.1.1.1 and Table 6.2.1.1 shall be in accordance with the refer‐
enced standard in the table. [24:10.3.2]

6.3.3 Listed Connections.   Connections utilizing listed prod‐
ucts shall be in accordance with the listing limitations and the
manufacturer’s installation instructions. [24:10.3.3]

6.3.3.1   Where listing limitations or installation instructions
differ from the requirements of this standard, the listing limita‐
tions and installation instructions shall apply. [24:10.3.3.1]

6.3.4 Threaded Pipe and Fittings.   Where pipe, fittings or
appurtenances are connected using threads, all threads shall be
in accordance with ASME B1.20.1, Pipe Threads, General Purpose
(Inch). [24:10.3.4]

6.3.5 Grooved Connections.   Where pipe, fittings, or appurte‐
nances are connected using grooves, they shall be connected in
accordance with 6.3.5.1 through 6.3.5.3. [24:10.3.5]

6.3.5.1   Pipe, fittings, and appurtenances to be joined with
grooved couplings shall contain cut, rolled, or cast grooves that
are dimensionally compatible with the couplings. [24:10.3.5.1]

6.3.5.2   Pipe, fittings, and appurtenances that are connected
with grooved couplings and are part of a listed assembly shall
be permitted to be used. [24:10.3.5.2]

6.3.5.3*   Pipe joined with grooved fittings shall be joined by a
listed combination of fittings, gaskets, and grooves.
[24:10.3.5.3]

6.3.6 Copper Tube.   All joints for the connection of copper
tube shall be brazed or joined using pressure fittings as speci‐
fied in Table 6.2.1.1. [24:10.3.6]

6.4 Protection of Private Fire Service Mains.   [24:10.4]

6.4.1 Protection from Corrosion.   [24:10.4.1]
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6.4.1.1 Coatings.   All bolted joint accessories shall be cleaned
and thoroughly coated with asphalt or other corrosion-
retarding material after installation. [24:10.4.1.1]

6.4.1.2   The requirements of 6.3.5.3 shall not apply to epoxy-
coated fittings, valves, glands, or other accessories.
[24:10.4.1.2]

6.4.1.3*   Where it is necessary to join metal pipe with pipe of
dissimilar metal, the joint shall be insulated against the passage
of an electric current using an approved method. [24:10.4.1.3]

6.4.2* Protection of Piping. [24:10.4.2]

6.4.2.1 Protection from Freezing.   The depth of cover for
private fire service mains and their appurtenances to protect
against freezing shall be in accordance with 6.4.2. [24:10.4.2.1]

6.4.2.1.1*   The top of the pipe shall be buried not less than
1 ft (300 mm) below the frost line for the locality.
[24:10.4.2.1.1]

6.4.2.1.2   The depth of piping shall be measured from the top
of the piping to the final grade. [24:10.4.2.1.2]

6.4.2.1.3   Where listed piping is used and the bury depth
differs from this standard, the listing limitations shall apply.
[24:10.4.2.1.3]

6.4.2.1.4   Where private fire service mains are installed above
ground, they shall be protected from freezing in accordance
with NFPA 13. [24:10.4.2.1.4]

6.4.2.1.5   Private fire service mains installed in water raceways
or shallow streams shall be installed so that the piping will
remain in the running water throughout the year.
[24:10.4.2.1.5]

6.4.2.1.6   Where piping is installed adjacent to a vertical face,
it shall be installed from the vertical face at the same distance
as if the piping were buried. [24:10.4.2.1.6]

6.4.2.1.7   Protection of private fire service mains from freezing
using heat tracing shall be permitted when the heat tracing is
specifically listed for underground use. [24:10.4.2.1.7]

6.4.2.1.7.1   Heat tracing not listed for underground use shall
be permitted when piping is installed in accordance with 6.1.4.
[24:10.4.2.1.7.1]

6.4.2.2 Protection from Mechanical Damage.   The depth of
cover for private fire service mains and their appurtenances to
protect against mechanical damage shall be in accordance with
6.4.2.2. [24:10.4.2.2]

6.4.2.2.1   The depth of piping shall be measured from the top
of the piping to the final grade. [24:10.4.2.2.1]

6.4.2.2.2   In locations where freezing is not a factor, the depth
of cover shall not be less than 30 in. (750 mm) below grade to
prevent mechanical damage. [24:10.4.2.2.2]

6.4.2.2.2.1   Where listed piping is used and the bury depth
differs from this standard, the listing limitations shall apply.
[24:10.4.2.2.2.1]

6.4.2.2.3   Private fire service mains installed under driveways
or roadways shall be buried at a minimum depth of 3 ft
(900 mm). [24:10.4.2.2.3]

6.4.2.2.3.1   Sidewalks, walkways, and other paved or concrete
pedestrian passageways shall not be required to comply with
6.4.2.2.3. [24:10.4.2.2.3.1]

6.4.2.2.4   Private fire service mains installed under railroad
tracks shall be buried at a minimum depth of 4 ft (1.2 m).
[24:10.4.2.2.4]

6.4.2.2.4.1   Where railroad operators require a greater depth
of bury, the greater depth shall apply. [24:10.4.2.2.4.1]

6.4.2.2.5   Private fire service mains installed under large piles
of heavy commodities or subject to heavy shock and vibrations
shall be buried at a minimum depth of 4 ft (1.2 m).
[24:10.4.2.2.5]

6.4.2.2.6   Where private fire service mains are installed above
ground, they shall be protected with bollards or other means as
approved by the AHJ when subject to mechanical damage.
[24:10.4.2.2.6]

6.4.3 Private Fire Service Mains Under Buildings.   Except as
allowed by 6.4.3, private fire service mains shall not be allowed
to run under buildings. [24:10.4.3]

6.4.3.1*   Private fire service mains supplying fire protection
systems within the building shall be permitted to extend no
more than 10 ft (3.0 m), as measured from the outside of the
building, under the building to the riser location. [24:10.4.3.1]

6.4.3.1.1*   Pipe joints shall not be located directly under foun‐
dation footings. [24:10.4.3.1.1]

6.4.3.1.2*   Piping shall be installed a minimum of 12 in.
(300 mm) below the bottom of building foundations or foot‐
ers. [24:10.4.3.1.2]

6.4.3.1.2.1   The requirements of 6.4.3.1.2 shall not apply when
the piping is sleeved with an approved material.
[24:10.4.3.1.2.1]

6.4.3.2*   Private fire service mains shall not be permitted to
extend more than 10 ft (3 m) under the building except as
allowed in 6.4.3.2.1. [24:10.4.3.2]

6.4.3.2.1   Where private fire service mains extend more than
10 ft (3 m) into the building, they shall be run in a covered
trench. [24:10.4.3.2.1]

6.4.3.2.1.1*   The trench shall be accessible from within the
building. [24:10.4.3.2.1.1]

6.4.3.2.1.2   The trench shall have rigid walls and a base.
[24:10.4.3.2.1.2]

6.4.3.2.1.3   The trench shall be constructed of noncombustible
materials. [24:10.4.3.2.1.3]

6.4.3.2.1.4*   Provisions for draining water shall be provided for
the trench. [24:10.4.3.2.1.4]

6.4.3.2.1.5   Where the piping in the trench is installed under
foundations or footers, clearance shall be provided in accord‐
ance with 6.4.3.1.2 or 6.4.3.1.2.1. [24:10.4.3.2.1.5]

6.4.3.2.2   Piping in the trench shall be permitted to be in
accordance with 6.1.1. [24:10.4.3.2.2]

6.4.3.2.2.1   Aboveground piping in accordance with NFPA 13
shall be permitted to be used. [24:10.4.3.2.2.1]
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6.4.3.2.2.2   Where piping installed in the trench is in accord‐
ance with 6.1.1, all joints shall be restrained in accordance with
6.6.2 or 6.6.3. [24:10.4.3.2.2.2]

6.4.3.2.3*   Where piping is installed in a trench as permitted
by 6.4.3.2.1, a valve shall be provided where the underground
piping enters the trench. [24:10.4.3.2.3]

6.4.3.2.4   When piping is installed in a trench, bury depths of
6.4.2.2 shall not apply. [24:10.4.3.2.4]

6.4.3.2.4.1   Piping in the trench shall be protected from freez‐
ing in accordance with 6.4.2.1.4. [24:10.4.3.2.4.1]

6.5 Grounding and Bonding.   [24:10.5]

6.5.1*   In no case shall the underground piping be used as a
grounding electrode for electrical systems. [24:10.5.1]

6.5.1.1*   The requirement of 6.5.1 shall not preclude the
bonding of the underground piping to the lightning protec‐
tion grounding system as required by NFPA 780 in those cases
where lightning protection is provided for the structure.
[24:10.5.1.1]

6.6* Restraint.   Private fire service mains shall be restrained
against movement at changes in direction in accordance with
6.6.1, 6.6.2, or 6.6.3. [24:10.6]

6.6.1* Thrust Blocks.

6.6.1.1   Thrust blocks shall be permitted where soil is stable
and capable of resisting the anticipated thrust forces.
[24:10.6.1.1]

6.6.1.2   Thrust blocks shall be concrete of a mix not leaner
than one part cement, two and one-half parts sand, and five
parts stone. [24:10.6.1.2]

6.6.1.3   Thrust blocks shall be placed between undisturbed
earth and the fitting to be restrained and shall be capable of
resisting the calculated thrust forces. [24:10.6.1.3]

6.6.1.4   Wherever possible, thrust blocks shall be located so
that the joints are accessible for repair. [24:10.6.1.4]

6.6.2* Restrained Joint Systems.   Private fire service mains
using restrained joint systems shall include one or more of the
following:

(1) Locking mechanical or push-on joints
(2) Mechanical joints utilizing setscrew retainer glands
(3) Bolted flange joints
(4) Pipe clamps and tie rods
(5) Other approved methods or devices
[24:10.6.2]

6.6.2.1 Sizing Clamps, Rods, Bolts, and Washers.
[24:10.6.2.1]

6.6.2.1.1 Clamps.   [24:10.6.2.1.1]

6.6.2.1.1.1   Clamps shall have the following dimensions:

(1) 1∕2 in. × 2 in. (13 mm × 50 mm) for 4 in. (100 mm) to 6 in.
(150 mm) pipe

(2) 5∕8 in. × 21∕2 in. (16 mm × 65 mm) for 8 in. (200 mm) to
10 in. (250 mm) pipe

(3) 5∕8 in. × 3 in. (16 mm × 75 mm) for 12 in. (300 mm) pipe
[24:10.6.2.1.1.1]

6.6.2.1.1.2   The diameter of a bolt hole shall be 1∕8 in.
(3.2 mm) larger than that of the corresponding bolt.
[24:10.6.2.1.1.2]

6.6.2.1.2 Rods.   [24:10.6.2.1.2]

6.6.2.1.2.1   Rods shall be not less than 5∕8 in. (16 mm) in diam‐
eter. [24:10.6.2.1.2.1]

6.6.2.1.2.2   Table 6.6.2.1.2.2 provides the numbers of various
diameter rods that shall be used for a given pipe size.
[24:10.6.2.1.2.2]

6.6.2.1.2.3   When using bolting rods, the diameter of mechani‐
cal joint bolts shall limit the diameter of rods to 3∕4 in. (20 mm).
[24:10.6.2.1.2.3]

6.6.2.1.2.4   Threaded sections of rods shall not be formed or
bent. [24:10.6.2.1.2.4]

6.6.2.1.2.5   Where using clamps, rods shall be used in pairs for
each clamp. [24:10.6.2.1.2.5]

6.6.2.1.2.6   Assemblies in which a restraint is made by means of
two clamps canted on the barrel of the pipe shall be permitted
to use one rod per clamp if approved for the specific installa‐
tion by the AHJ. [24:10.6.2.1.2.6]

6.6.2.1.2.7   Where using combinations of rods, the rods shall
be symmetrically spaced. [24:10.6.2.1.2.7]

6.6.2.1.3 Clamp Bolts.   Clamp bolts shall have the following
diameters:

(1) 5∕8 in. (16 mm) for pipe 4 in. (100 mm), 6 in. (150 mm),
and 8 in. (200 mm)

(2) 3∕4 in. (20 mm) for 10 in. (250 mm) pipe
(3) 7∕8 in. (22 mm) for 12 in. (300 mm) pipe
[24:10.6.2.1.3]

6.6.2.1.4 Washers.   [24:10.6.2.1.4]

6.6.2.1.4.1   Washers shall be permitted to be cast iron or steel
and round or square. [24:10.6.2.1.4.1]

6.6.2.1.4.2   Cast-iron washers shall have the following dimen‐
sions:

(1) 5∕8 in. × 3 in. (16 mm × 75 mm) for 4 in. (100 mm), 6 in.
(150 mm), 8 in. (200 mm), and 10 in. (250 mm) pipe

(2) 3∕4 in. × 31∕2 in. (20 mm × 90 mm) for 12 in. (300 mm) pipe
[24:10.6.2.1.4.2]

Table 6.6.2.1.2.2 Rod Number — Diameter Combinations

Nominal
Pipe Size

(in.) (mm)

5∕8 in.
(16 mm)

3∕4 in.
(20 mm)

7∕8 in.
(22 mm)

1 in.
(25 mm)

4 (100) 2 — — —
6 (150) 2 — — —
8 (200) 3 2 — —

10 (250) 4 3 2 —
12 (300) 6 4 3 2
14 (350) 8 5 4 3
16 (400) 10 7 5 4

Note: This table has been derived using pressure of 225 psi (15.5 bar)
and design stress of 25,000 psi (172.4 MPa).
[24:Table 10.6.2.1.2.2]
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6.6.2.1.4.3   Steel washers shall have the following dimensions:

(1) 1∕2 in. × 3 in. (12 mm × 75 mm) for 4 in. (100 mm), 6 in.
(150 mm), 8 in. (200 mm), and 10 in. (250 mm) pipe

(2) 1∕2 in. × 31∕2 in. (12 mm × 90 mm) for 12 in. (300 mm) pipe
[24:10.6.2.1.4.3]

6.6.2.1.4.4   The diameter of holes shall be 1∕8 in. (3 mm) larger
than that of bolts or rods. [24:10.6.2.1.4.4]

6.6.2.2 Sizes of Restraint Straps for Tees.   [24:10.6.2.2]

6.6.2.2.1   Restraint straps for tees shall have the following
dimensions:

(1) 5∕8 in. (16 mm) thick and 21∕2 in. (65 mm) wide for 4 in.
(100 mm), 6 in. (150 mm), 8 in. (200 mm), and 10 in.
(250 mm) pipe

(2) 5∕8 in. (16 mm) thick and 3 in. (75 mm) wide for 12 in.
(300 mm) pipe

[24:10.6.2.2.1]

6.6.2.2.2   The diameter of rod holes shall be 1∕16 in. (1.6 mm)
larger than that of rods. [24:10.6.2.2.2]

6.6.2.2.3   Figure 6.6.2.2.3 and Table 6.6.2.2.3 shall be used in
sizing the restraint straps for both mechanical and push-on
joint tee fittings. [24:10.6.2.2.3]

6.6.2.3 Sizes of Plug Strap for Bell End of Pipe.   [24:10.6.2.3]

6.6.2.3.1   The strap shall be 3∕4 in. (20 mm) thick and 21∕2 in.
(65 mm) wide. [24:10.6.2.3.1]

6.6.2.3.2   The strap length shall be the same as dimension A
for tee straps as shown in Figure 6.6.2.2.3. [24:10.6.2.3.2]

6.6.2.3.3   The distance between the centers of rod holes shall
be the same as dimension B for tee straps as shown in Figure
6.6.2.2.3. [24:10.6.2.3.3]

6.6.2.4 Material.   Clamps, rods, rod couplings or turnbuckles,
bolts, washers, restraint straps, and plug straps shall be of a
material that has physical and chemical characteristics that

Rod hole

A

B

CD

Rod hole

FIGURE 6.6.2.2.3  Restraint Straps for Tees. [24:Figure
10.6.2.2.3]

indicate its deterioration under stress can be predicted with
reliability. [24:10.6.2.4]

6.6.2.5* Corrosion Resistance.   After installation, rods, nuts,
bolts, washers, clamps, and other restraining devices shall be
cleaned and thoroughly coated with a bituminous or other
acceptable corrosion-retarding material. [24:10.6.2.5]

6.6.2.5.1   The requirements of 6.6.2.5 shall not apply to epoxy-
coated fittings, valves, glands, or other accessories.
[24:10.6.2.5.1]

6.6.3*   Private fire service mains utilizing one or more of the
following connection methods shall not require additional
restraint, provided that such joints can pass the hydrostatic test
of 6.10.2.2 without shifting of piping.

(1) Threaded connections
(2) Grooved connections
(3) Welded connections
(4) Heat-fused connections
(5) Chemical or solvent cemented connections
[24:10.6.3]

6.7 Steep Grades.   [24:10.7]

6.7.1   On steep grades, mains shall be additionally restrained
to prevent slipping. [24:10.7.1]

6.7.1.1   Pipe shall be restrained at the bottom of a hill and at
any turns (lateral or vertical). [24:10.7.1.1]

6.7.1.1.1   The restraint specified in 6.7.1.1 shall be to natural
rock or to suitable piers built on the downhill side of the bell.
[24:10.7.1.1.1]

6.7.1.2   Bell ends shall be installed facing uphill. [24:10.7.1.2]

6.7.1.3   Straight runs on hills shall be restrained as determined
by a design professional. [24:10.7.1.3]

6.8 Installation Requirements.   [24:10.8]

6.8.1   Piping, valves, hydrants, gaskets, and fittings shall be
inspected for damage when received and shall be inspected
prior to installation. [24:10.8.1]

6.8.2   The tightness of bolted joints shall be verified by the bolt
torque or by the method described in the listing information
or manufacturer’s installation instructions. [24:10.8.2]

6.8.3   Pipe, valves, hydrants, and fittings shall be clean and free
from internal debris. [24:10.8.3]

6.8.4   When work is stopped, the open ends of piping, valves,
hydrants, and fittings shall be plugged or covered to prevent
foreign materials from entering. [24:10.8.4]

Table 6.6.2.2.3 Restraint Straps for Tees

Nominal Pipe
Size  A  B  C  D

in. mm  in. mm  in. mm  in. mm  in. mm

4 100 121∕2 318 101∕8 257 21∕2 64 13∕4 44
6 150 141∕2 368 121∕8 308 39∕16 90 213∕16 71
8 200 163∕4 425 143∕8 365 421∕32 118 329∕32 99

10 250 191∕16 484 1611∕16 424 53∕4 146 5 127
12 300 225∕16 567 193∕16 487 63∕4 171 57∕8 149

[24:Table 10.6.2.2.3]
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6.8.5   All piping, fittings, valves, and hydrants shall be exam‐
ined for cracks or other defects while suspended above the
trench and lowered into the trench using appropriate equip‐
ment. [24:10.8.5]

6.8.6   Plain ends shall be inspected for signs of damage prior
to installation. [24:10.8.6]

6.8.7   Piping, fittings, valves, hydrants, and appurtenances shall
not be dropped, dumped or rolled or skidded against other
materials. [24:10.8.7]

6.8.8   Pipes shall be supported in the trench throughout their
full length and shall not be supported by the bell ends only or
by blocks. [24:10.8.8]

6.8.9   If the ground is soft, other means shall be provided to
support the pipe. [24:10.8.9]

6.8.10   Valves and fittings used with nonmetallic pipe shall be
supported and restrained in accordance with the manufactur‐
er’s installation instructions. [24:10.8.10]

6.9 Backfilling.   [24:10.9]

6.9.1   Backfill material shall be tamped in layers or in puddles
under and around pipes to prevent settlement or lateral move‐
ment and shall contain no ashes, cinders, refuse, organic
matter, or other corrosive materials. [24:10.9.1]

6.9.2   Backfill material shall not contain ash, cinders, refuse,
organic matter or other corrosive materials. [24:10.9.2]

6.9.3*   In the absence of specific guidelines or specifications,
the maximum allowable particle size for backfill within 1 ft
(300 mm) of the pipe shall not be larger than 11∕2 in. (40 mm).
[24:10.9.3]

6.9.3.1   Nominal pipe sizes of 4 in. (100 mm) or smaller shall
not exceed 1∕2 in. (13 mm) maximum particle size. [24:10.9.3.1]

6.9.3.2   Nominal pipe sizes of 6 in. to 12 in. (150 mm to
300 mm) shall not exceed 3∕4 in. (19 mm) maximum particle
size. [24:10.9.3.2]

6.9.4   Frozen earth shall not be used as backfill material.
[24:10.9.4]

6.9.5   In trenches cut through rock, tamped backfill shall be
used for at least 6 in. (150 mm) under and around the pipe
and for at least 2 ft (600 mm) above the pipe. [24:10.9.5]

6.9.6   Where using piping listed for private fire service mains,
the manufacturer’s installation instructions for backfill shall be
followed. [24:10.9.6]

6.10 Testing and Acceptance.   [24:10.10]

6.10.1 Approval of Underground Piping.   The installing
contractor shall be responsible for the following:

(1) Notifying the AHJ and the owner’s representative of the
time and date testing is to be performed

(2) Performing all required acceptance tests
(3) Completing and signing the contractor’s material and test

certificate(s) shown in Figure 6.10.1
[24:10.10.1]

6.10.2 Acceptance Requirements.   [24:10.10.2]

6.10.2.1* Flushing of Piping.   [24:10.10.2.1]

6.10.2.1.1   Underground piping, from the water supply to the
system riser, and lead-in connections to the system riser, includ‐
ing all hydrants, shall be completely flushed before connection
is made to downstream fire protection system piping.
[24:10.10.2.1.1]

6.10.2.1.2   The flushing operation shall continue until water
flow is verified to be clear of debris. [24:10.10.2.1.2]

6.10.2.1.3*   The minimum rate of flow shall be in accordance
with Table 6.10.2.1.3. [24:10.10.2.1.3]

Table 6.10.2.1.3 Flow Required to Produce Velocity of
10 ft/sec (3.0 m/sec) in Pipes

Nominal Pipe Size  Flow Rate

in. mm  gpm L/min

2 50 100 380
21∕2 65 150 568

3 75 220 833
4 100 390 1,500
5 125 610 2,300
6 150 880 3,350
8 200 1,560 5,900

10 250 2,440 9,250
12 300 3,520 13,300

[24:Table 10.10.2.1.3]

6.10.2.1.3.1   Where the flow rates established in Table
6.10.2.1.3 are not attainable, the maximum flow rate available
to the system shall be acceptable. [24:10.10.2.1.3.1]

6.10.2.1.4   Provision shall be made for the proper disposal of
water used for flushing or testing. [24:10.10.2.1.4]

6.10.2.2 Hydrostatic Test.   [24:10.10.2.2]

6.10.2.2.1*   All piping and attached appurtenances subjected
to system working pressure shall be hydrostatically tested at
gauge pressure of 200 psi (13.8 bar) or 50 psi (3.4 bar) in
excess of the system working pressure, whichever is greater, and
shall maintain that pressure at gauge pressure of ±5 psi
(0.34 bar) for 2 hours. [24:10.10.2.2.1]

6.10.2.2.2   Acceptable test results shall be determined by indi‐
cation of either a pressure loss less than gauge pressure of 5 psi
or by no visual leakage. [24:10.10.2.2.2]

6.10.2.2.3   The test pressure shall be read from one of the
following, located at the lowest elevation of the system or the
portion of the system being tested:

(1) A gauge located at one of the hydrant outlets
(2) A gauge located at the lowest point where no hydrants are

provided
[24:10.10.2.2.3]

6.10.2.2.4*   The trench shall be backfilled between joints
before testing to prevent movement of pipe. [24:10.10.2.2.4]

6.10.2.2.5   Where required for safety measures presented by
the hazards of open trenches, the pipe and joints shall be
permitted to be backfilled, provided the installing contractor
takes the responsibility for locating and correcting leakage.
[24:10.10.2.2.5]
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Contractor’s Material and Test Certificate for Underground Piping

Location

PROCEDURE

Upon completion of work, inspection and tests shall be made by the contractor’s representative and witnessed by an owner’s 

representative. All defects shall be corrected and system left in service before contractor’s personnel finally leave the job.

A certificate shall be filled out and signed by both representatives.  Copies shall be prepared for approving authorities, owners, and 

contractor.  It is understood the owner’s representative’s signature in no way prejudices any claim against contractor for faulty material, poor 

workmanship, or failure to comply with approving authority’s requirements or local ordinances.

Property name

Property address

Date

Plans

Accepted by approving authorities (names)

Address

Installation conforms to accepted plans

Equipment used is approved

If no, state deviations

Yes No

Yes No

Has person in charge of fire equipment been instructed as to location of 

control valves and care and maintenance of this new equipment?

If no, explain

Yes No

Have copies of appropriate instructions and care and maintenance

charts been provided to the owner or owner’s representative?

If no, explain

Yes No

Supplies buildings

Underground 

pipes and joints

Pipe types and class Type joint

standard

standard

Yes No

Yes No

Joints needing anchorage clamped, strapped, or blocked in

accordance with

If no, explain

standard

Yes No

Test 

description
 L = testing allowance (makeup water), in gallons per hour (lpm)
 S = length of pipe tested, in feet (m)
 D = nominal diameter of the pipe, in inches (mm)
 P = average test pressure during the hydrostatic test, in pounds per square inch (gauge) (bar)

Flushing:  Flow the required rate until water is verified to be clear of debris at outlets such as hydrants and blow-offs. Flush at one of 
the flow rates as specified in 6.10.2.1.3.
Hydrostatic:  All piping and attached appurtenances subjected to system working pressure shall be hydrostatically tested at 200 psi 
(13.8 bar) or 50 psi (3.4 bar) in excess of the system working pressure, whichever is greater, and shall maintain that pressure ±5 psi 
(0.34 bar) for 2 hours.
Hydrostatic Testing Allowance:  Where additional water is added to the system to maintain the test pressures required by 6.10.2.2.1, 
the amount of water shall be measured and shall not exceed the limits of the following equation (for metric equation, see 6.10.2.2.6):

New underground piping flushed according to Yes No

standard by (company)

If no, explain

How flushing flow was obtained Through what type opening

Public water Tank or reservoir Fire pump Hydrant butt Open pipeFlushing

tests
Lead-ins flushed according to Yes Nostandard by (company)

If no, explain

How flushing flow was obtained Through what type opening

Public water Tank or reservoir Fire pump Y connection to flange 

and spigot
Open pipe

Instructions

NFPA 13 (p. 1 of 2)

L = 
148,000

SD   P

© 2018 National Fire Protection Association

Pipe conforms to  

Fittings conform to

If no, explain

❏ ❏
❏ ❏

❏ ❏

❏ ❏

❏ ❏

❏ ❏

❏ ❏

❏

❏

❏

❏

❏

❏

❏

❏

❏

❏

❏ ❏

❏ ❏

FIGURE 6.10.1  Sample of Contractor’s Material and Test Certificate for Underground Piping. [24:Figure 10.10.1]
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Hydrostatic  

test

All new underground piping hydrostatically tested at Joints covered

Yes Nopsi (bar)             for hours

Leakage 

test

Total amount of leakage measured

gallons  (liters) hours

Allowable leakage

hours

© 2018 National Fire Protection Association

❏ ❏

Hydrants

Number installed Type and make All operate satisfactorily

Yes No

Control 

valves

Water control valves left wide open

If no, state reason

Yes No

Yes No

Remarks

Date left in service

Signatures

Name of installing contractor

Tests witnessed by

For property owner (signed) Title Date

For installing contractor (signed) Title Date

Additional explanation and notes

Hose threads of fire department connections and hydrants interchangeable with

those of fire department answering alarm

❏ ❏

❏ ❏

❏ ❏

Forward flow
test of backflow

preventer Yes No❏ ❏

Forward flow test performed in accordance with 6.10.2.5.2:

gallons  (liters)

FIGURE 6.10.1  Continued
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